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1.0 Introduction  
The following summarizes the studies that have occurred with refining and revising the regional 
travel demand model for Clermont County.  This included evaluating a study area for the SR 32 
Corridor in the area for the Eastern Corridor Segment IV(a) Project.  Segment IV(a) is SR 32 
from Glen Este-Withamsville Road to Olive Branch-Stonelick Road.  Numerous revisions were 
made to the regional travel demand model in order to more closely reflect the current traffic 
patterns in Clermont County.  Traffic volumes were also forecasted for the 2015 and 2030 
conditions.  The results of these studies are discussed in the following sections. 

2.0 Travel Demand Model Analysis 
HNTB utilized a regional travel demand model (RTDM) developed by the Ohio Kentucky 
Indiana Council of Governments (OKI) to evaluate and analyze alternatives for the SR 32 
corridor in Clermont County.  By adjusting the roadway network and the socioeconomic data 
the benefits of roadway improvement projects can be more accurately portrayed.  A flow chart 
showing how the RTDM can show the benefits of roadway improvement projects is included in 
Appendix 1.    

2.1 Base Year Travel Demand Model Analysis 

2.1.1 Data Collection 
Turning movement traffic counts were conducted at the following intersections in February and 
March of 2008: 
 

• SR-32 & Bells Lane 
• SR-32 & Old SR-74 
• SR-32 WB Ramp & Eastgate Blvd 
• SR-32 EB Ramp & Eastgate Blvd 
• SR-32 & Jackson Square/Eastgate 

Square 
• SR-32 & Glen Este-Withamsville Rd 

• Old SR-74 & Summerside Rd 
• Eastgate Blvd & Old SR-74 
• Eastgate Blvd & Eastgate North 
• Eastgate Blvd & Kroger 
• Eastgate Blvd & Clepper Drive 
• Eastgate Blvd & Aicholtz Rd 

 
The turning movement counts were supplemented with 24-hour tube counts conducted in 
March of 2008.  The tube counts were conducted at the following locations: 
 

• Ramp from I-275 N to SR-32 E 
• Ramp from SR-32 W to I-275 N 
• Ramp from I-275 S to SR-32 W 
• Ramp from SR-32 E to I-275 S 
• Ramp from SR-32 E to I-275 N 
• Ramp from I-275 N to SR-32 W 

• Ramp from SR-32 W to I-275 S 
• Ramp from I-275 S to SR-32 E 
• SR-32 west of Bells Lane 
• SR-32 between Bells Lane & I-275 
• SR-32 between I-275 & Eastgate Blvd 
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• SR-32 between Eastgate Square & Glen 
Este-Withamsville Rd 

• Aicholtz Road west of I-275 
• Aicholtz Road between I-275 & 

Eastgate Blvd 

• Old SR-74 between Summerside Rd & 
Rumpke Rd 

 
A study area AM peak hour and a study area PM peak hour were derived from the existing 
counts.  It was determined that the AM peak hour occurs from 7:15 AM to 8:15 AM and the PM 
peak hour occurs from 4:45 PM to 5:45 PM.  Tube counts were used to obtain ADT and truck 
percentages for the intersections.  The existing traffic volumes are included in Appendix 2.   

Within the study area, the functional classification for SR 32 is urban principal arterial (FC 14).  
Old SR 74 south of SR 32 is functionally classified as urban minor arterial (FC 16).  Old SR 74 
north of SR 32 and Eastgate Boulevard are functionally classified as urban collector (FC 17).  
Bells Lane, Eastgate Square Drive, Glen Este-Withamsville Road, Aicholtz Road, Eastgate North 
Drive, and Eastgate South Drive are urban local roads (FC 19).   

2.1.2 Base Year (2005) Model Refinement 

The original OKI year 2005 model was run and the travel demand model networks and trip 
tables that were generated were used as the basis for base year model analysis and refinement. 

For the base year, the refinements include modifications that were made to the OKI zone 
structure, the model network, and to the traffic trip tables. 

2.1.3 Base Year Zone Structure 

The original OKI model included 2531 zones – 2425 internal zones and 106 external zones.  A 
review of OKI’s socioeconomic database for the Traffic Analysis Zones (TAZs) in Clermont 
County revealed a need for refinement.  The OKI zones were disaggregated into smaller zones by: 

1) Logically refining some of the larger TAZs into smaller ones using ortho-corrected aerial 
photo imagery. 

2) Assigning each Residential Improvement District (RID) and major employment center 
its own TAZ. 

Based on this methodology, the original 128 OKI TAZs in Clermont were disaggregated into 362 
TAZs.  Appendix 3 shows the original OKI TAZs and the Clermont County disaggregated TAZs. 

2.1.4 Base Year Network 

The base year OKI model network from the base year OKI model run was modified to include: 

3) Additional centroid connectors (one for each new disaggregated zone) added to the OKI 
model network to represent the new disaggregated zones. 
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4) Additional roadways and the network attributes for these new roadways were borrowed 
from similar roadways in the vicinity. 

To get the travel demand model to more accurately match the existing traffic counts, minor 
refinements were made to the 2005 base year model network.  This included moving and adding 
centroid connectors to better reflect the loading of trips onto the roadway network.  Free flow 
speeds were also adjusted in a few locations to bring traffic volumes more in line with existing 
counts.  Travel speeds were increased on Old SR-74, Aicholtz Road, Clough Pike, and Amelia-
Olive Branch Road.  Travel speeds were decreased on Eastgate Boulevard.   

2.1.5 Base Year Trip Tables 

Based on the aerial photography overlays, an approximate percentage split of trips for each 
original OKI zone to its corresponding Clermont County zones was determined.  The base year 
OKI trip tables from the OKI model were then disaggregated into the Clermont County zone set 
based on these percentage splits. 

2.1.6 Base Year Traffic Assignment 

A traffic assignment script was developed using the same inputs and parameters as the OKI 
model.  A base year traffic assignment was then run using the base year disaggregated Clermont 
County traffic trip tables and revised base year disaggregated networks. 

2.2 Socioeconomic Data 

The OKI model was supplemented by future year socioeconomic information from Property 
Advisors Residential Incentive District (RID) reports and input on network and land use 
provided by Miami Township, Union Township, and Clermont County to more accurately 
represent the anticipated 2030 household and employment conditions.   

Although numerous TAZs experienced an increase in employment, five TAZs make up a 
majority of the increase.  Ivy Pointe, southeast of the I-275/SR 32 interchange, is expected to see 
1.1 million square feet of office space by 2030.  Directly adjacent to Ivy Pointe are two RIDs, 
Aicholtz Road 1 & 2, which are expected to see 200,000 square feet of commercial/retail and 750 
condos each.  The Dahlheimer RID, northwest corner of the Clough Pike & Bach Buxton 
intersection, is expected to have 800,000 square feet of commercial space by 2030.  Finally, the 
area directly southeast of the I-275/US 50 interchange is expected to have 750,000 square feet of 
office space by 2030.   

After adjusting the number of households and number of employees, the adjusted 2030 
socioeconomic data was compared to the OKI 2030 socioeconomic data.  The overall increases in 
household and employment data for Clermont County are summarized in Exhibit 1.   
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Exhibit 1. Clermont County Socioeconomic Year 2030 Data 

 OKI Revised Increase 

Households 98,239 104,328 6.20% 

Employment 81,423 94,054 15.51% 

2.2.1 Coordination with OKI 
OKI requires household and employment increases above the socioeconomic data used in their 
regional travel demand model to be less than 10%.  After adjustments were made to the OKI 
socioeconomic information based on the Property Advisors Residential Incentive District (RID) 
reports and input on network and land use from Clermont County staff, the employment data 
increased too much.  Clermont County increased by 12,631 employees (15.51%) over OKI 
projections.  The 2030 employment data was then readjusted in order to fall within OKI 
requirements.     

Two of the TAZs that had the notable increases were reevaluated.  Clermont County 
recommended to use 500,000 square feet of commercial space by 2030 was more appropriate for 
the Dahlheimer RID.  For the area directly southeast of the I-275/US 50 interchange Clermont 
County recommended to use 500,000 square feet of office space by 2030 was more appropriate.  
Clermont County also guided HNTB on other employment reductions throughout the County.   

The final 2030 employment data was readjusted to meet OKI requirements.  The overall 
increases in Clermont County after household and employment data refinements are 
summarized in Exhibit 2, below. 

Exhibit 2. Revised Clermont County Socioeconomic Year 2030 Data 

 OKI Revised Increase 

Households 98,239 104,328 6.20% 

Employment 81,423 88,232 8.36% 

 

Maps showing OKI’s projected number of households and number of employees in each of the 
refined TAZs are included in Appendix 4.  Maps showing the revised number of households and 
number of employees in each of the refined TAZs are included in Appendix 5. 

2.3 Future Year Travel Demand Model Analysis 

The regional travel demand model traffic analysis for Clermont County focused on the SR 32 
Eastern Corridor Project.  Analysis involved the No Build conditions and 2030 conditions for six 
(6) alternatives.  An Alternatives Matrix summarizing the six (6) alternatives can be found in 
Exhibit 3.  Maps depicting the alternatives are included in Appendix 6.   
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Exhibit 3 . Alternatives Matrix 

Alternative 
Existing + 

Committed/No 
Build 

ODOT 
Phase 1 

ODOT 
Phase 1 
and 2 

CCTID Re-
Phasing Plan 
Phases 1 & 2 

PID # 82553 
Aicholtz 

Road 
Connector 

PID # 82554 
Aicholtz 

Road 
Widening 

PID # 82552 
Aicholtz Road 

Extension 

PID # 22970 
Bach-Buxton 
Road/SR 32 
Interchange 

PID # 82557 
Old SR 74 

Phase 1 

Heitman 
Lane 

Extension

1 x          
2 x x         
3 x  x        
4 x   x       
5 x   x x x     
6 x   x x x x x x  

6 Plus x   x x x x x x x 

Alternative 2: E+C/No Build + Current ODOT Phase 1 Plan (2012) 
 Eastgate North Frontage Road and Tina Drive are considered part of ODOT Phase 1 

Alternative 3: E+C/No Build + Current ODOT Phase 1 (2012) and Phase 2 (2016) Plan 

Alternative 4: E+C/No Build + CCTID Re-Phasing Plan – Phases 1 and 2 (2011) 
 CCTID Re-Phasing Plan eliminates the Superstreet and a 3rd EB lane on SR 32 west of I-275 

Alternative 5: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road Connector and Widening (Mt. Carmel-Tobasco to Glen Este-Withamsville) 
Aicholtz Road to be coded as five (5) lane section from I-275 underpass to Glen Este-Withamsville Road and three (3) lanes from I-275 underpass west to Mt. Carmel-Tobasco Road 

Alternative 6: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road + Bach-Buxton Interchange 
 Bach-Buxton Interchange includes Aicholtz Extension, the GEW Overpass at SR 32, and the Old SR 74 Widening – Phase 1 (five lanes) 

Alternative 6 Plus: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road + Bach-Buxton Interchange + Heitman Lane 
This alternative is the same as Alternative 6 with the addition of a three (3) lane section from the current Old SR 74 intersection to Olive Branch-Stonelick Road
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2.3.1 Future Year (2030) Model Refinement 

Future year model refinements include zone modifications, network refinements and trip table 
modifications.  Additionally, the future year socioeconomic data was updated to better reflect 
local knowledge and the most current development information. 

2.3.2 Future Year Zone Structure 

The future year Clermont County zone structure is the same as the zone structure used for the 
base year. 

2.3.3 Future Year Network 

For future year models, future year networks were created by merging all the additional base year 
centroid connectors and additional roadways with the future year existing plus committed (E+C) 
network changes found in the OKI model. 

2.3.4 Future Year Trip Tables 

Using the revised future year socioeconomic data, the OKI model was run to generate revised 
future year OKI trip tables.  The revised future year OKI trip tables were disaggregated to 
generate the Clermont County future year trip tables. 

2.3.5 Future Year Traffic Assignment 

Future year traffic assignments were run using the future year disaggregated Clermont County 
traffic trip tables and revised future year disaggregated networks.   

The 2030 Alternative #2 (ODOT Phase 1 plan for I-275/SR-32 interchange) travel demand model 
analysis had an imbalance in the one-way daily traffic volumes between SR-32 EB (24,442) and 
SR-32 WB (20,749) west of Bells Lane.  In this alternative the I-275 NB off-ramp link to SR-32 
was coded as a single lane ramp and was therefore over capacity.  This was causing more traffic to 
utilize the local street network rather than I-275.  For example, when comparing Alternative #2 
to Alternative #3, in which there is an additional slip-ramp at the I-275 off-ramp to SR-32, the 
following was noted:  

• Approximately 6,500 fewer vehicles use I-275 NB just south of SR-32 in Alternative #2. 
• North-south roads parallel to I-275 are being used instead in Alternative #2.   

o Mt. Carmel-Tobasco Road is carrying approximately 1,600 more vehicles 
northbound. 

o Eight Mile Road is carrying approximately 800 more vehicles northbound. 
o Five Mile Road is carrying approximately 2,100 more vehicles northbound. 

These differences accounted for SR-32 having higher traffic in the eastbound direction in 
Alternative #2.   
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This alternative has been re-evaluated and the accompanying model runs now have two lanes of 
capacity at the northbound approach to SR 32 from I-275.  With this additional capacity, the 
one-way daily traffic volumes between SR-32 EB (22,548) and SR-32 WB (21,471) west of Bells 
Lane are much more balanced.  Maps of the one-way daily traffic assignments are included in 
Appendix 7.   

3.0 Select Link RID Analysis 
It is important to the CCTID that the projects they fund are benefiting their Residential 
Improvement Districts (RIDs).  The following describes how the travel demand model was used 
to quantify what portion of the trips entering and exiting each RID will benefit from the CCTID’s 
planned roadway improvements. 

When the model’s zonal structure was being refined a traffic analysis zone (TAZ) was created to 
match the area of each RID.  Each TAZ has a centroid connector or link that connects that TAZ 
(or RID) to the roadway network.  The centroid connector is where vehicles are entering or 
exiting the roadway network from the TAZ.   

Tranplan has a feature that allows for the user to select any link and run an analysis of where all 
the traffic using that link is coming from, or going to.  As the select link analysis is complete for 
each of the centroid connectors of the TAZs associated with RIDs, the model estimates the 
number of vehicles that will use each roadway within the model.  The results of the select link 
RID analysis area summarized in Appendix 8.  The percentage of vehicles utilizing the roadway 
where improvements are planned (Group 1 & Group 2 projects) can then be calculated (see the 
first figure in Appendix 9). Maps showing the select link analysis for the individual RIDs are also 
attached in Appendix 9. 

Exhibit 4 indicates how many RIDs there are per township and how often the vehicles are 
anticipated to be using the CCTID roadways planned for improvement.  The Lowe’s TIF located 
in Miami Township is also included in the appendices, but not in the following table. 

Exhibit 4.  Number of RIDs per Township 

Township # of 
RIDs 

RID Vehicles/Day Utilizing 
CCTID Improvement Area 

% of RID Vehicles Utilizing 
CCTID Improvement Area 

Batavia 6 4,178 17.1% 
Goshen 5 1,325 5.4% 
Jackson 1 1,257 5.1% 
Miami 11 9,666 39.5% 
Union 7 8,034 32.8% 
Total 40 24,460 50% 

Note: Although the two Sunnymeade and two Dahlheimer RIDs are listed separately in the appendices, the totals 
reflected above assume they each count for one RID – as indicated in the Property Advisor’s April 12, 2007 RID 
Analysis Report.  
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Overall, 50% of the projected trips entering and exiting the RIDs will travel on a roadway the 
CCTID plans to construct or upgrade.   Six out of the forty RIDs will have 100% of the entering 
and exiting vehicles using roadways that the CCTID plans to construct or upgrade.  

4.0 Future Operations Analysis 

4.1 Introduction  
The following summarizes the existing and future conditions within the study area for the SR 32 
Eastern Corridor Project.  Several technical studies were conducted to document and analyze the 
forecasted traffic volumes for the 2015 and 2030 conditions.  The studies included forecasting 
turning movements based on the existing traffic counts while utilizing the revised 2015 and 2030 
travel demand models.  The 2030 forecasted traffic for Alternative #3 was compared to the 2030 
ODOT certified traffic.  Also, operational analysis was completed for the 2015 Alternative #3 to 
calculate levels of service (LOS).  The results of these studies are discussed in the following 
sections. 

4.2 Study Area 
The traffic analysis study area is bordered by the Beechwood Road South Connector to the west, 
Olive Branch Stonelick Road to the east Old SR 74 (Cincinnati-Batavia Pike) to the north, and 
Clough Pike to the south.  The study area includes SR 32, Eastgate Boulevard, Bells Lane, Old SR 
74, SR 32 & I-275 interchange, SR 32 & Eastgate Boulevard interchange, Eastgate Square Drive, 
Jackson Square Drive, Glen Este-Withamsville Road, Elick Lane, Aicholtz Road, Eastgate North 
Drive, and Eastgate South Drive.  The study area is shown in Exhibit 5.   

4.3 Forecasted Turning Movements 

The turning movement volumes were tracked for certain nodes in the 2005 and the 2030 travel 
demand model runs for the AM (6:30 AM–9:00 AM), mid-day (9:00 AM–3:00 PM), PM (3:00 
PM–6:30 PM), and night (6:30 PM–6:30 AM) periods.  These volumes were utilized to calculate 
growth rates for individual movements.  The following two methods were used and then 
averaged to determine the forecasted volumes shown in the “2030 CCTID Traffic” columns in 
Exhibit 6: 

• Method 1: The average annual growth rate between the year 2005 and year 2030 travel 
demand models was calculated and applied to the existing turning movement for the next 
22 years (2008 to 2030) to determine the 2030 volume.  A minimum annual growth rate of 
0.25% and a maximum annual growth rate of 6% were applied to the existing traffic 
volumes.   

• Method 2: The 2005 travel demand model turning movement volumes were subtracted 
from the 2030 volumes for the same movements.  The majority of the difference 
(Difference*22/25) was then added to the existing turning movement count.  A minimum 
absolute growth of zero (0) and a maximum absolute growth of 500 were applied to the 
existing traffic volumes.   
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4.4 Forecasted Traffic CCTID Alternative #3 vs. ODOT Certified Traffic 

The forecasted 2030 CCTID traffic volumes for Alternative #3 have been compared to the 
Certified Traffic developed by the Ohio Department of Transportation on February 23, 2007.  
Alternative 3 for the CCTID alternatives is Phase 1 and Phase 2 of the I-275/SR-32 interchange 
project.   

Differences between the forecasted 2030 CCTID traffic volumes for Alternative #3 and the 2030 
ODOT certified traffic exist for a number of reasons.  The ODOT certified traffic was based on a 
travel demand model that anticipated the relocated SR 32 corridor to the west of the study area.  
The CCTID traffic volumes are based on OKI’s approved model as of February 2008, when the 
modeling began.  OKI’s approved model does not include the relocation of SR 32.   

Also, when the certified traffic was prepared ODOT did not have the benefit of updated traffic 
volumes.  The CCTID traffic modeling was also based on more current traffic counts, most of 
them conducted by the Clermont County Engineer’s Office from January to March of 2008. 

It appears from examination that Ivy Pointe was not included in the travel demand model 
utilized to produce the ODOT certified traffic plates.  There is already one office building 
housing nearly 1,000 employees.  Two more buildings of equal size are anticipated by 2030.  
There is a notable difference between the forecasted CCTID traffic volumes and the ODOT 
certified traffic due to this.   

Base traffic volumes from the traffic counts conducted in February and March of 2008 were 
utilized to produce the forecasted 2030 CCTID traffic volumes.  For the AM peak hour there are 
18 turning movements where the 2008 traffic count exceeds the 2030 certified traffic.  For the PM 
peak hour there are 32 turning movements where the 2008 traffic count exceeds the 2030 
certified traffic.  These turning movements are highlighted in the 2008 traffic count columns in 
Exhibit 6.  Since the forecasted 2030 CCTID traffic volumes are created based on the 2008 traffic 
counts, these locations would be expected to be larger than the 2030 certified traffic.  Additional 
variances in the two sets of 2030 traffic volumes can be explained by the 2008 traffic count 
volumes and by the predicted households and employment for the TAZs in the Ivy Pointe 
Boulevard area.   
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Exhibit 5.  Study Area Map. 
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Exhibit 6.  Turning Movement Volume Variances 
 

AM Peak Hour PM Peak Hour 

  2008 
Traffic 
Count 

2030 
Certified 
Traffic 

2030 
CCTID 
Traffic 

2008 
Traffic 
Count 

2030 
Certified 
Traffic 

2030 
CCTID 
Traffic 

EBL 61 200 232 337 390 832 
EBT 623 1210 1054 968 1650 1401 
EBR 21 470 22 70 460 72 
WBL 229 490 430 746 610 767 
WBT 608 1830 1014 916 1270 1218 
WBR 162 70 167 530 190 545 
NBL  37 680 43 84 540 86 
NBT 91 260 94 271 320 794 
NBR 392 610 562 509 470 523 
SBL 400 270 411 271 180 279 
SBT 154 310 158 184 300 295 
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EBR 602 900 1772 948 1670 2585 
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WBR 92 270 462 174 440 651 
EBL 161 100 507 360 180 831 
EBT 1230 2840 1618 1583 3690 2101 
EBR 134 340 519 336 360 887 
WBL 125 410 363 309 270 566 
WBT 1703 3480 2217 1308 2620 1740 
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NBT 74 200 306 340 210 665 
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AM Peak Hour PM Peak Hour 

  2008 
Traffic 
Count 

2030 
Certified 
Traffic 

2030 
CCTID 
Traffic 

2008 
Traffic 
Count 

2030 
Certified 
Traffic 

2030 
CCTID 
Traffic 

NBR 56 110 210 280 250 590 
SBL 54 100 87 211 110 217 
SBT 139 80 424 430 80 766 

 

SBR 306 220 954 199 200 708 
EBL 33 40 56 198 270 390 
EBT 9 10 28 70 120 107 
EBR 6 10 9 24 20 25 
WBL 26 20 117 74 20 76 
WBT 7 10 7 50 50 52 
WBR 105 100 244 414 300 759 
NBL  11 10 15 17 10 17 
NBT 242 400 546 593 420 1169 
NBR 25 30 66 110 20 263 
SBL 51 80 367 392 460 1152 
SBT 555 500 1527 361 290 860 Ea

st
ga

te
 B

lv
d 

&
 C

le
pp

er
 L

an
e 

SBR 57 80 213 187 370 449 
EBL 128 400 545 501 850 1306 
EBR 474 500 1227 447 820 1279 
NBT 340 440 705 1114 750 1702 
NBR 40 100 41 91 240 414 
SBL 28 80 114 144 240 553 

Ea
st

ga
te

 B
lv

d 
&

 
EB

 R
am

ps
 

SBT 189 160 564 493 300 845 
EBL - 40 9 - 10 15 
EBT - 10 44 - 150 174 
EBR 64 10 66 504 260 518 
WBL - 90 0 - 170 0 
WBT - 10 198 - 160 250 
WBR 30 90 228 120 30 526 
NBL  66 10 68 373 180 384 
NBT 146 290 383 502 450 841 
NBR 36 140 41 211 250 507 
SBL 21 250 298 123 370 339 
SBT 405 140 416 581 110 597 Ea

st
ga

te
 B

lv
d 

&
 E

as
tg

at
e 

N
or

th
 

SBR 9 80 28 15 10 38 
Existing 2008 traffic volume exceeds 2030 Certified Traffic 
* Counts were combined for existing: Bells Lane and Cincinnati-Batavia turning movement 
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4.5 Traffic Characteristics 

4.5.1 Levels of Service 
According to the Highway Capacity Manual, “Level of service (LOS) is a quality measure 
describing operational conditions within a traffic stream, generally in terms of such factors as 
speed and travel time, freedom to maneuver, traffic interruptions, comfort and convenience, and 
safety.”1  For interrupted flow conditions - such as signalized intersections - LOS is defined in 
terms of total delay, which is a measure of driver discomfort, frustration, fuel consumption, and 
increased travel time due to geometrics, traffic, and incidents.  Total delay is the difference 
between the travel time actually experienced and the travel time that would result in the absence 
of geometric delay, traffic control, other vehicles, and incidents.  Levels of service range from A 
(best) to F (worst).  For signalized intersections, LOS A indicates that delay is minimal; 
progression is extremely favorable; and most vehicles arrive during the green phase.  LOS F, on 
the other hand, generally indicates poor progression, long cycle lengths, individual cycle failures, 
and high delay.  The levels of service criteria for signalized and unsignalized intersections are 
summarized in Exhibit 7, below. 

Exhibit 7.  Signalized and Unsignalized Intersection LOS 

Signalized 
Intersection LOS 

Control Delay per Vehicle 
(s/veh) at Signalized 

Intersections 

Control Delay per Vehicle 
(s/veh) at Unsignalized 

Intersections 
A ≤ 10 ≤ 10 
B > 10 and ≤ 20 > 10 and ≤15 
C > 20 and ≤ 35 > 15 and ≤25 
D > 35 and ≤ 55 > 25 and ≤35 
E > 55 and ≤ 80 > 35 and ≤50 
F > 80 >50  

An acceptable level of service for interrupted flow is LOS C.  However, LOS D may be used in 
urban areas, with the approval of the local planning commission and when it can be shown that 
obtaining LOS C incurs extreme costs. 

4.5.2 Volume to Capacity (v/c) Ratio 
The volume to capacity ratio (v/c) is a measure of the demand for traffic desiring to use a 
roadway compared to the ultimate capacity of the roadway itself.  When the v/c ratio reaches or 
exceeds a value of 1.0, the roadway is at or exceeds its capacity.  For interrupted traffic flow 
conditions, such as a “red” traffic signal, both the level of service and the v/c ratio must be 
considered separately because there is no correlation between the two measurements.  For 
instance, it is possible to have a level of service with a value of LOS D or LOS E and have a v/c 
ratio which exceeds 1.0 and is overcapacity.  

                                                         
1 Highway Capacity Manual, Transportation Research Board, Washington D.C., 2000 
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4.6 Alternative #3 (2015) Conditions 

Forecasted traffic volumes for 2015 were projected using the same steps as the forecasted traffic 
volumes for 2030.   

• Method 1: The average annual growth rate between year 2005 and year 2015 travel demand 
models was calculated and applied to the existing turning movement for the next 7 years 
(2008 to 2015) to determine the 2015 volume.  A minimum annual growth rate of 0.25% 
and a maximum annual growth rate of 6% were applied to the existing traffic volumes.   

• Method 2: The 2005 travel demand model turning movement volumes were subtracted 
from the 2015 volumes for the same movements.  The majority of the difference 
(Difference*7/10) was then added to the existing turning movement count.  A minimum 
absolute growth of zero (0) and a maximum absolute growth of 500 were applied to the 
existing traffic volumes.   

Fifteen intersections were analyzed during the 2015 AM & PM peak periods to see if ODOT’s 
proposed lane use and the traffic volumes, revised by the CCTID, would function at an 
acceptable levels of service and have acceptable volume to capacity (v/c) ratios.  The corridor was 
analyzed as a coordinated system.  Using the 2015 projected traffic volumes and the optimized 
signal timings developed in Synchro, there are three intersections that are not functioning at 
acceptable LOS.  The results of the capacity analysis with levels of service and delay for the AM 
and PM peak hours for the intersection as a whole are summarized in Exhibit 8. 

Exhibit 8.  2015 Alternative #3 LOS (Delay) 

LOS* 
Intersection 

AM PM 
SR 32 & West U-Turn B(13.9) C (23.9) 
SR 32 & Bells Lane B (13.6) B (18.8) 
SR 32 & East U-Turn A (2.6) A (6.7) 
Old SR 74 & Summerside Road B (17.6) B (18.4) 
SR 32 & I-275 SB Off-Ramp B (15.4) B (16.0) 
SR 32 & I-275 NB Off-Ramp C (24.7) B (19.5) 
SR 32 & Glen Este-Withamsville Road F (122.5) F (181.7) 
SR 32 & Elick Lane E (60.5) F (156.7) 
Eastgate Boulevard & Aicholtz Road B (17.2) F (136.6) 
Eastgate Boulevard & Clepper Drive B (11.5) C (29.9) 
Eastgate Boulevard & SR 32 EB Off-Ramp B (15.2) D (52.5) 
Eastgate Boulevard & Eastgate North Drive B (14.9) C (22.1) 
Eastgate Boulevard & Kroger Entrance/Mall Entrance A (6.5) B (19.0) 
Eastgate Boulevard & Old SR 74 C (21.4) C (29.2) 
Eastgate North Drive & SR 32 WB Off-Ramp B (13.5) B (17.0) 

* LOS in bold indicates intersections below acceptable LOS (LOS E or worse) 
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Individual turning movements at an intersection that reaches or exceeds a v/c ratio of 1.0 for the 
Alternative #3 (2015) conditions in the AM or PM peak hour are indicated in Exhibit 9, below.   

Exhibit 9.  2015 Alternative #3 Movement v/c Ratios Exceeding 1.0 

v/c Ratio 
  Intersection & Movement 

AM PM 
SR 32 & Glen Este-Withamsville Road eastbound left lanes - 1.55 
SR 32 & Glen Este-Withamsville Road eastbound through  lanes - 1.46 
SR 32 & Glen Este-Withamsville Road westbound left lanes - 1.40 
SR 32 & Glen Este-Withamsville Road westbound through lanes 1.35 1.36 
SR 32 & Glen Este-Withamsville Road northbound left lanes 1.26 1.42 
SR 32 & Glen Este-Withamsville Road southbound through lanes 1.04 1.39 
SR 32 & Glen Este-Withamsville Road southbound right turn lane 1.52 1.02 
   
SR 32 & Elick Lane eastbound through lane - 1.47 
SR 32 & Elick Lane westbound through lane 1.05 - 
SR 32 & Elick Lane northbound left lanes 1.12 1.41 
SR 32 & Elick Lane northbound through lane - 1.23 
SR 32 & Elick Lane southbound left lanes - 1.11 
SR 32 & Elick Lane southbound through lane 1.08 1.27 
SR 32 & Elick Lane southbound right lane 1.06 - 
   
Eastgate Boulevard & Aicholtz Road northbound through/right lane - 1.04 
Eastgate Boulevard & Aicholtz Road southbound left lane - 1.24 
Eastgate Boulevard & Aicholtz Road westbound left/through/right lane - 2.02 
   
Eastgate Boulevard & SR 32 EB Off-Ramp eastbound right lanes - 1.28 

Complete Synchro results for 2015 Alternative #3 are included in Appendix 10.   

4.6.1 Eastgate Boulevard and Aicholtz Road 
For the 2015 PM model, the intersection of Eastgate Boulevard and Aicholtz Road performs at 
LOS F.  The westbound traffic has a v/c ratio of 2.02, or more than double capacity.  Other 
movements that are over capacity are the southbound left movement and the northbound 
through movement.  The following necessary improvements restored acceptable LOS to the 
intersection: 

• Westbound left turn lane 

• Northbound through lane 
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With these two improvements the intersection LOS becomes a C and the highest v/c ratio for the 
PM is 0.87.  For the AM model, the intersection LOS is a C and the highest v/c ratio is 0.94 
(southbound through).  The intersection LOS after the intersection improvements is shown in 
Exhibit 10, below.   

4.6.2 SR 32 and Glen Este-Withamsville Road 
For the 2015 PM model, the intersection of SR-32 and Glen Este-Withamsville Road performs at 
LOS F.  Seven of the twelve possible movements are over capacity, including the eastbound 
through (1.46) and the westbound through (1.36).  The CCTID has plans to convert this 
intersection to a grade-separated crossing, so alternative at-grade lane use scenarios were not 
evaluated.  

4.6.3 SR 32 and Elick Lane 
For the 2015 PM model, the intersection of SR-32 and Elick Lane performs at LOS F.  Five of the 
movements are over capacity.  The eastbound through movement has a v/c ratio of 1.47.  The 
CCTID has plans to cul-de-sac Elick Lane at SR 32 when the Bach Buxton Interchange goes in. 

Exhibit 10.  2015 Alternative #3 Modified LOS Results 

 AM PM 
 Original Modified Original Modified 
Eastgate Boulevard & Aicholtz Road B C F C 
SR 32 & Glen Este-Withamsville Road F N/A F N/A 
SR 32 & Elick Lane E N/A F N/A 

Complete Synchro results for 2015 Alternative #3 with roadway improvements at the intersection 
of Eastgate Boulevard and Aicholtz Road are included in Appendix 11.   

4.7 Traditional Intersection vs. Superstreet (SR 32 & Bells Lane) 

Using the 2015 projected traffic volumes, the intersection of SR 32 and Bells Lane was analyzed 
as a traditional intersection.  The necessary lanes needed to obtain an acceptable LOS are shown 
in Exhibit 11.   
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Exhibit 11.  SR 32 and Bells Lane as a Traditional Intersection 

 

 

 

 

 

 

 

 
With the addition of all of these lanes, the PM intersection LOS is D and four of the v/c ratios are 
0.96 or higher (one on each approach).  
 
The proposed superstreet was analyzed using the same volumes.  The lane use is shown in 
Exhibit 12. 

Exhibit 12.  SR 32 and Bells Lane as a Superstreet Intersection 

 
 

 
 

 
 

 
 
For the PM model, the primary intersection operates at LOS B while the western u-turn 
intersection operates at LOS C and the eastern u-turn intersection operates at LOS A.  The 
highest v/c ratios are 0.94 for the main intersection and 0.95 for the western u-turn intersection.  
Complete Synchro results for the intersection of SR-32 and Bells lane as a traditional intersection 
in 2015 are included in Appendix 12.   

 

KEY 

AM LOS/PM LOS 
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Regional Travel Demand Model Flow Chart 
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Existing Traffic Volumes 



NINE HOUR COUNT
Date: Wednesday, 02/13/2008 Trucks: 3.8%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Bell's Lane 9 Hour to 24 Hour Multiplier: 1.96 1.77
Eastbound and Westbound Approach: SR 32 Seasonal Adjustment Factor: 0.983 0.971

Intersection Peak Hour = 

Bell's Lane SR 32 Bell's Lane SR 32 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 2 10 20 1 155 11 9 3 10 4 128 1 354 1582
7:15 AM 3 4 23 2 159 11 14 4 8 4 133 0 365 1666
7:30 AM 4 4 30 6 173 14 5 3 15 4 160 2 420 1696
7:45 AM 3 11 32 2 169 12 15 6 2 4 183 4 443 1626
8:00 AM 2 19 29 5 172 18 19 9 11 7 147 0 438 1511
8:15 AM 4 11 28 4 157 13 14 11 10 2 140 1 395 1366
8:30 AM 1 4 20 5 134 9 16 0 12 5 144 0 350 1284
8:45 AM 2 9 20 4 109 14 13 1 13 7 135 1 328 1232
9:00 AM 4 6 14 6 117 21 11 1 7 2 104 0 293 1170
9:15 AM 1 9 15 7 123 19 13 4 4 4 113 1 313
9:30 AM 1 10 19 9 103 13 14 4 4 4 117 0 298
9:45 AM 1 5 11 4 99 13 11 3 7 7 105 0 266

3 HR TOTAL 28 102 261 55 1670 168 154 49 103 54 1609 10

11:00 AM 1 6 8 12 94 20 18 4 12 10 116 2 303 1212
11:15 AM 2 5 14 4 92 20 17 10 2 5 123 0 294 1253
11:30 AM 0 6 8 5 88 11 16 6 10 5 129 1 285 1339
11:45 AM 0 8 11 11 107 28 13 7 9 20 115 1 330 1418
12:00 PM 4 6 10 11 127 16 16 13 8 7 125 1 344 1455
12:15 PM 2 5 15 6 106 37 20 17 12 15 142 3 380 1440
12:30 PM 0 4 9 11 132 21 19 8 10 5 145 0 364 1423
12:45 PM 0 7 16 7 121 30 29 8 3 10 136 0 367 1422
1:00 PM 0 5 11 7 118 24 22 7 13 10 111 1 329 1400
1:15 PM 1 5 6 7 118 31 22 9 12 7 143 2 363
1:30 PM 0 3 8 8 124 32 36 9 11 8 124 0 363
1:45 PM 2 9 13 4 103 30 20 13 14 8 128 1 345

3 HR TOTAL 12 69 129 93 1330 300 248 111 116 110 1537 12

3:00 PM 1 5 12 10 128 28 27 8 11 14 181 1 426 1779
3:15 PM 2 3 12 15 150 45 31 16 11 12 187 2 486 1881
3:30 PM 2 8 7 14 100 30 24 9 18 8 208 1 429 1908
3:45 PM 0 4 6 10 134 52 26 6 10 8 182 0 438 1966
4:00 PM 2 6 11 15 163 54 26 2 12 19 214 4 528 2174
4:15 PM 2 11 12 30 134 39 30 24 24 14 192 1 513 2193
4:30 PM 0 15 3 17 124 40 24 10 21 13 219 1 487 2344
4:45 PM 1 6 15 18 156 64 31 29 23 20 280 3 646 2481
5:00 PM 2 7 9 7 151 80 29 22 21 11 204 4 547 2409
5:15 PM 3 7 20 23 195 76 33 14 22 17 247 7 664
5:30 PM 0 6 27 12 198 50 34 21 17 16 237 6 624
5:45 PM 1 20 15 14 184 39 33 10 11 12 233 2 574

3 HR TOTAL 16 98 149 185 1817 597 348 171 201 164 2584 32
9 HR TOTAL 56 269 539 333 4817 1065 750 331 420 328 5730 54 14692

ADT 96 462 926 642 9281 2052 1289 569 722 632 11040 104 27815

AM Peak 7:15 12 38 114 15 673 55 53 22 36 19 623 6
MID Peak 12:00 6 22 50 35 486 104 84 46 33 37 548 4
PM Peak 4:45 6 26 71 60 700 270 127 86 83 64 968 20



NINE HOUR COUNT
Date: Thursdsay, 02/14/2008 Trucks: 4.4%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Old SR 74 9 Hour to 24 Hour Multiplier: 1.96 1.77
Eastbound and Westbound Approach: SR 32 Seasonal Adjustment Factor: 0.967 0.994

Intersection Peak Hour = 

Old SR 74 SR 32 Old SR 74 SR 32 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 68 13 98 24 142 35 80 16 1 0 158 11 646 2538
7:15 AM 65 22 83 33 165 43 119 5 1 2 173 12 723 2648
7:30 AM 38 23 60 24 144 30 60 6 0 0 117 4 506 2499
7:45 AM 32 34 84 44 134 42 64 23 0 0 190 16 663 2607
8:00 AM 45 37 59 46 165 59 96 35 0 0 191 23 756 2551
8:15 AM 32 38 73 40 104 48 69 33 0 0 105 32 574 2312
8:30 AM 31 33 67 49 127 53 71 29 1 1 122 30 614 2266
8:45 AM 35 31 44 57 132 56 73 26 0 0 126 27 607 2083
9:00 AM 23 36 70 45 104 38 38 32 0 1 109 21 517 1930
9:15 AM 19 28 46 44 121 56 57 24 0 2 114 17 528
9:30 AM 15 24 39 44 84 54 54 22 1 0 67 27 431
9:45 AM 17 24 26 37 108 49 48 30 0 0 80 35 454

3 HR TOTAL 420 343 749 487 1530 563 829 281 4 6 1552 255

11:00 AM 27 32 27 20 103 58 50 20 0 1 97 28 463 2150
11:15 AM 24 27 36 31 105 41 66 20 1 1 131 29 512 2355
11:30 AM 30 22 39 61 115 59 39 33 0 0 139 38 575 2453
11:45 AM 34 42 48 41 116 40 60 38 0 1 139 41 600 2458
12:00 PM 44 39 54 54 124 52 65 36 1 0 150 49 668 2466
12:15 PM 32 29 38 41 146 57 59 31 0 0 132 45 610 2399
12:30 PM 53 36 33 47 112 44 45 34 0 2 132 42 580 2387
12:45 PM 25 36 40 69 128 58 38 32 0 0 142 40 608 2414
1:00 PM 35 38 34 56 101 55 64 37 0 0 130 51 601 2449
1:15 PM 32 24 33 51 145 72 58 38 0 1 117 27 598
1:30 PM 37 35 42 44 150 55 37 29 0 2 141 35 607
1:45 PM 35 34 34 63 137 85 64 27 0 1 125 38 643

3 HR TOTAL 408 394 458 578 1482 676 645 375 2 9 1575 463

3:00 PM 31 40 33 58 167 70 48 50 0 0 210 47 754 2721
3:15 PM 22 27 32 85 151 84 75 53 0 2 141 66 738 2744
3:30 PM 21 30 36 49 101 38 37 25 0 1 179 97 614 2899
3:45 PM 21 28 52 49 111 73 21 28 0 1 182 49 615 3190
4:00 PM 23 26 24 103 199 124 74 30 0 0 136 38 777 3583
4:15 PM 39 69 72 102 182 106 66 50 0 0 156 51 893 3759
4:30 PM 40 34 43 108 150 104 85 53 0 1 206 81 905 3975
4:45 PM 29 37 45 119 230 106 93 44 0 0 237 68 1008 4157
5:00 PM 37 33 46 95 175 127 98 44 1 2 215 80 953 4104
5:15 PM 62 48 66 118 242 116 100 41 0 3 226 87 1109
5:30 PM 47 40 43 138 269 127 91 56 0 1 193 82 1087
5:45 PM 31 30 41 105 240 121 97 54 0 0 170 66 955

3 HR TOTAL 403 442 533 1129 2217 1196 885 528 1 11 2251 812
9 HR TOTAL 1231 1179 1740 2194 5229 2435 2359 1184 7 26 5378 1530 24492

ADT 2166 2074 3061 4158 9911 4615 4150 2083 12 49 10193 2900 45373

AM Peak 7:15 180 116 286 147 608 174 339 69 1 2 671 55
MID Peak 12:00 154 140 165 211 510 211 207 133 1 2 556 176
PM Peak 4:45 175 158 200 470 916 476 382 185 1 6 871 317



NINE HOUR PASSENGER CAR COUNT
Date: Thursdsay, 03/6/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Summerside Road/Aicholtz Road 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach: Old SR 74 Seasonal Adjustment Factor: 0.945

Intersection Peak Hour = 

Summerside Road Old SR 74 Aicholtz Road Old SR 74 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 65 3 18 15 57 0 2 0 2 0 22 7 191 1017
7:15 AM 92 6 20 14 72 2 2 0 3 0 35 9 255 1108
7:30 AM 67 3 26 14 68 3 4 0 7 0 44 8 244 1097
7:45 AM 98 9 37 14 71 4 5 2 4 0 71 12 327 1100
8:00 AM 78 2 33 12 54 3 1 1 6 0 71 21 282 1048
8:15 AM 60 1 30 17 60 2 1 1 3 2 51 16 244 1059
8:30 AM 55 5 36 18 46 2 1 2 2 3 60 17 247 1043
8:45 AM 60 3 34 17 50 12 1 0 3 11 61 23 275 995
9:00 AM 49 8 33 22 64 14 12 4 14 9 49 15 293 898
9:15 AM 55 3 32 19 43 1 5 3 6 2 44 15 228
9:30 AM 28 4 25 13 43 5 3 0 1 0 57 20 199
9:45 AM 19 2 28 12 34 3 3 2 6 2 52 15 178

3 HR TOTAL 726 49 352 187 662 51 40 15 57 29 617 178

11:00 AM 21 1 22 26 47 4 2 2 0 0 58 28 211 1055
11:15 AM 26 8 25 22 68 3 3 1 2 2 84 19 263 1174
11:30 AM 30 2 23 29 61 9 4 2 2 1 81 22 266 1192
11:45 AM 38 5 41 27 65 12 7 3 6 7 70 34 315 1243
12:00 PM 21 3 35 26 84 9 15 7 17 6 70 37 330 1285
12:15 PM 34 3 22 45 58 5 2 3 2 2 80 25 281 1301
12:30 PM 41 5 43 33 56 8 3 2 5 12 80 29 317 1313
12:45 PM 41 7 42 29 63 2 14 5 10 5 114 25 357 1264
1:00 PM 31 3 34 36 77 4 2 6 5 2 116 30 346 1208
1:15 PM 24 3 40 23 82 5 2 3 4 0 81 26 293
1:30 PM 36 3 31 21 50 6 2 4 5 2 73 35 268
1:45 PM 43 2 33 35 71 1 8 3 1 1 80 23 301

3 HR TOTAL 386 45 391 352 782 68 64 41 59 40 987 333

3:00 PM 32 4 57 33 75 6 5 5 2 4 95 41 359 1594
3:15 PM 35 3 45 41 71 4 6 5 3 3 130 60 406 1593
3:30 PM 37 4 44 27 88 12 8 5 10 11 81 48 375 1583
3:45 PM 47 2 43 22 107 4 11 7 7 5 149 50 454 1422
4:00 PM 37 4 50 14 85 1 6 6 1 2 91 61 358 1301
4:15 PM 36 4 59 26 70 9 9 6 4 5 95 73 396 1344
4:30 PM 22 4 21 13 42 0 2 5 7 4 57 37 214 1382
4:45 PM 27 3 37 15 69 4 4 2 5 2 97 68 333 1606
5:00 PM 33 1 48 14 92 6 5 3 6 1 120 72 401 1703
5:15 PM 41 2 69 35 65 3 4 6 9 1 129 70 434
5:30 PM 30 6 61 22 72 1 7 7 1 3 131 97 438
5:45 PM 43 1 81 31 66 4 5 2 5 1 108 83 430

3 HR TOTAL 420 38 615 293 902 54 72 59 60 42 1283 760
9 HR TOTAL 1532 132 1358 832 2346 173 176 115 176 111 2887 1271 11109

ADT 1940 167 1720 1392 3924 289 223 146 223 186 4829 2126 17164

AM Peak 7:15 335 20 116 54 265 12 12 3 20 0 221 50
MID Peak 12:00 137 18 142 133 261 24 34 17 34 25 344 116
PM Peak 4:45 131 12 215 86 298 14 20 18 21 7 477 307



NINE HOUR PASSENGER CAR COUNT
Date: Tuesday, 03/11/2008 Trucks: 3.8%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Jackson Square & Eastgate Square 9 Hour to 24 Hour Multiplier: 1.96 1.34
Eastbound and Westbound Approach: SR 32 Seasonal Adjustment Factor: 0.992 0.997

Intersection Peak Hour = 

Jackson Square SR 32 Eastgate Square SR 32 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 15 0 0 1 401 0 7 0 0 22 185 0 631 3566
7:15 AM 25 0 0 11 632 0 10 0 0 23 301 0 1002 3764
7:30 AM 32 0 0 4 544 0 10 0 0 41 302 0 933 3622
7:45 AM 23 0 0 6 554 0 20 0 0 44 353 0 1000 3461
8:00 AM 12 0 0 4 481 0 15 0 0 42 275 0 829 3264
8:15 AM 20 0 0 6 518 0 13 0 0 32 271 0 860 3112
8:30 AM 31 0 0 6 469 0 10 0 0 27 229 0 772 3034
8:45 AM 17 0 0 6 471 0 12 0 0 41 256 0 803 2935
9:00 AM 21 0 0 7 382 0 15 0 0 42 210 0 677 2800
9:15 AM 29 0 0 8 422 0 10 0 0 52 261 0 782
9:30 AM 20 0 0 9 352 0 10 0 0 29 253 0 673
9:45 AM 24 0 0 8 323 0 15 0 0 61 237 0 668

3 HR TOTAL 269 0 0 76 5549 0 147 0 0 456 3133 0

11:00 AM 19 0 0 6 293 0 14 0 0 63 253 0 648 2972
11:15 AM 25 0 0 13 321 0 13 0 0 64 314 0 750 3151
11:30 AM 21 0 0 12 341 0 38 0 0 80 276 0 768 3298
11:45 AM 20 0 0 5 338 0 21 0 0 80 342 0 806 3443
12:00 PM 28 0 0 9 324 0 41 0 0 85 340 0 827 3537
12:15 PM 35 0 0 10 358 0 31 0 0 97 366 0 897 3553
12:30 PM 49 0 0 18 375 0 48 0 0 94 329 0 913 3505
12:45 PM 41 0 0 9 365 0 39 0 0 75 371 0 900 3480
1:00 PM 33 0 0 16 333 0 29 0 0 72 360 0 843 3486
1:15 PM 45 0 0 18 340 0 31 0 0 84 331 0 849
1:30 PM 24 0 0 8 336 0 32 0 0 92 396 0 888
1:45 PM 41 0 0 7 401 0 32 0 0 80 345 0 906

3 HR TOTAL 381 0 0 131 4125 0 369 0 0 966 4023 0

3:00 PM 35 0 0 6 416 0 40 0 0 71 495 0 1063 4000
3:15 PM 38 0 0 8 382 0 30 0 0 66 517 0 1041 3946
3:30 PM 19 0 0 6 370 0 32 0 0 72 468 0 967 3920
3:45 PM 19 0 0 5 355 0 35 0 0 83 432 0 929 4009
4:00 PM 20 0 0 9 342 0 38 0 0 60 540 0 1009 4217
4:15 PM 18 0 0 4 359 0 40 0 0 72 522 0 1015 4349
4:30 PM 22 0 0 11 366 0 35 0 0 85 537 0 1056 4484
4:45 PM 28 0 0 7 420 0 38 0 0 102 542 0 1137 4512
5:00 PM 32 0 0 5 358 0 37 0 0 111 598 0 1141 4178
5:15 PM 17 0 0 12 310 0 42 0 0 117 652 0 1150
5:30 PM 26 0 0 13 325 0 33 0 0 78 609 0 1084
5:45 PM 28 0 0 6 311 0 40 0 0 41 377 0 803

3 HR TOTAL 302 0 0 92 4314 0 440 0 0 958 6289 0
9 HR TOTAL 952 0 0 299 13988 0 956 0 0 2380 13445 0 32020

ADT 1272 0 0 581 27197 0 1277 0 0 4627 26141 0 61096

AM Peak 7:15 92 0 0 25 2211 0 55 0 0 150 1231 0
MID Peak 12:00 153 0 0 46 1422 0 159 0 0 351 1406 0
PM Peak 4:45 103 0 0 37 1413 0 150 0 0 408 2401 0



NINE HOUR COUNT
Date: Tuesday, 02/19/2008 Trucks: 3.8%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Gleneste Withamsville 9 Hour to 24 Hour Multiplier: 1.96 1.34
Eastbound and Westbound Approach: SR 32 Seasonal Adjustment Factor: 0.984 0.982

Intersection Peak Hour = 

Gleneste Withamsville SR 32 Gleneste Withamsville SR 32 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 84 50 10 18 463 20 24 38 63 33 197 22 1022 4223
7:15 AM 91 29 16 9 450 26 12 20 56 28 298 29 1064 4230
7:30 AM 96 42 11 22 392 28 15 16 48 33 312 34 1049 4149
7:45 AM 67 29 20 16 401 39 20 20 44 26 351 55 1088 4075
8:00 AM 52 39 9 22 416 29 11 18 34 47 309 43 1029 3934
8:15 AM 71 43 5 19 371 45 22 35 35 32 269 36 983 3810
8:30 AM 48 41 7 28 375 44 20 28 41 19 288 36 975 3676
8:45 AM 58 34 27 25 317 56 17 39 32 42 264 36 947 3554
9:00 AM 49 49 17 25 315 48 25 29 41 26 240 41 905 3480
9:15 AM 33 36 14 26 315 46 22 36 26 36 216 43 849
9:30 AM 45 52 22 29 310 53 25 37 32 30 183 35 853
9:45 AM 36 33 14 25 308 69 26 28 31 30 224 49 873

3 HR TOTAL 730 477 172 264 4433 503 239 344 483 382 3151 459

11:00 AM 13 65 22 22 276 70 35 47 39 27 177 51 844 3583
11:15 AM 13 48 28 40 260 52 40 33 34 27 219 44 838 3718
11:30 AM 33 63 18 28 255 76 46 48 52 35 200 58 912 3998
11:45 AM 20 66 30 43 261 84 40 72 43 39 244 47 989 4184
12:00 PM 37 89 29 40 246 101 53 67 32 42 173 70 979 4307
12:15 PM 35 73 28 46 296 70 53 74 72 50 263 58 1118 4367
12:30 PM 39 83 35 42 243 100 50 60 64 47 251 84 1098 4311
12:45 PM 41 80 32 37 265 105 61 50 48 49 270 74 1112 4254
1:00 PM 47 100 26 35 258 84 46 74 46 40 228 55 1039 4186
1:15 PM 42 70 23 34 284 67 56 65 59 43 261 58 1062
1:30 PM 50 75 23 23 251 69 46 43 54 37 320 50 1041
1:45 PM 36 85 19 27 269 70 57 60 51 47 272 51 1044

3 HR TOTAL 406 897 313 417 3164 948 583 693 594 483 2878 700

3:00 PM 26 86 30 23 280 59 57 83 75 53 358 81 1211 5127
3:15 PM 37 68 54 15 291 54 63 68 51 55 403 72 1231 5302
3:30 PM 56 98 46 27 316 73 65 84 53 48 394 71 1331 5468
3:45 PM 45 69 50 19 370 70 59 75 47 72 395 83 1354 5383
4:00 PM 47 87 57 29 306 63 49 72 80 70 432 94 1386 5457
4:15 PM 61 76 45 24 353 80 66 66 52 87 406 81 1397 5494
4:30 PM 40 76 65 21 324 56 32 62 44 66 360 100 1246 5534
4:45 PM 56 119 37 30 318 95 65 87 74 68 384 95 1428 5680
5:00 PM 56 108 59 22 362 69 80 82 75 75 358 77 1423 5464
5:15 PM 33 97 70 25 303 70 61 86 74 88 444 86 1437
5:30 PM 54 106 43 26 290 68 71 85 60 105 382 102 1392
5:45 PM 35 88 49 20 232 63 47 75 45 68 391 99 1212

3 HR TOTAL 546 1078 605 281 3745 820 715 925 730 855 4707 1041
9 HR TOTAL 1682 2452 1090 962 11342 2271 1537 1962 1807 1720 10736 2200 39761

ADT 2213 3227 1434 1855 21875 4380 2023 2582 2378 3317 20706 4243 70232

AM Peak 7:15 306 139 56 69 1659 122 58 74 182 134 1270 161
MID Peak 12:00 152 325 124 165 1050 376 217 251 216 188 957 286
PM Peak 4:45 199 430 209 103 1273 302 277 340 283 336 1568 360



NINE HOUR COUNT
Date: Wednesday, 01/23/2008 Trucks: 3.8%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Elick Lane 9 Hour to 24 Hour Multiplier: 1.96 1.70
Eastbound and Westbound Approach: State Road 32 Seasonal Adjustment Factor: 1.042 1.040

Intersection Peak Hour = 

Elick SR 32 Elick SR 32 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 11 16 1 7 359 8 5 28 112 52 193 2 794 3583
7:15 AM 11 17 9 8 354 7 9 28 145 48 219 1 856 3589
7:30 AM 12 21 7 11 352 22 11 19 90 53 303 4 905 3621
7:45 AM 15 28 5 14 382 15 14 30 105 81 337 2 1028 3480
8:00 AM 13 23 5 9 311 11 14 23 86 52 247 6 800 3331
8:15 AM 8 13 5 4 372 18 15 29 94 35 287 8 888 3246
8:30 AM 18 14 7 9 254 5 16 23 110 37 268 3 764 3016
8:45 AM 20 16 7 12 329 13 6 26 91 35 309 15 879 2934
9:00 AM 20 13 3 12 296 21 10 19 88 26 190 17 715 2718
9:15 AM 14 12 8 8 268 15 10 28 81 17 188 9 658
9:30 AM 21 22 0 10 254 30 15 13 64 25 219 9 682
9:45 AM 19 14 4 3 270 8 15 13 72 31 204 10 663

3 HR TOTAL 182 209 61 107 3801 173 140 279 1138 492 2964 86

11:00 AM 10 16 8 7 301 29 15 23 50 30 218 5 712 2988
11:15 AM 14 12 4 6 293 19 8 38 90 43 218 12 757 3023
11:30 AM 17 92 4 1 261 10 11 31 55 45 251 14 792 3047
11:45 AM 18 20 1 8 231 34 18 21 82 54 229 11 727 3086
12:00 PM 19 29 11 3 245 20 14 22 75 58 224 27 747 3123
12:15 PM 19 23 4 6 291 24 16 20 64 41 261 12 781 3253
12:30 PM 14 32 10 10 300 25 25 14 52 34 304 11 831 3297
12:45 PM 13 27 10 0 268 19 27 22 63 55 243 17 764 3322
1:00 PM 19 25 14 4 350 21 13 24 65 45 282 15 877 3451
1:15 PM 27 31 5 6 295 21 16 15 63 58 280 8 825
1:30 PM 17 22 8 3 308 21 25 20 61 37 329 5 856
1:45 PM 13 23 4 4 312 22 21 53 66 51 315 9 893

3 HR TOTAL 200 352 83 58 3455 265 209 303 786 551 3154 146

3:00 PM 15 29 11 10 275 27 16 25 60 49 358 20 895 3948
3:15 PM 26 22 20 14 294 18 23 47 80 63 350 6 963 4057
3:30 PM 11 33 28 12 333 16 53 41 82 54 389 9 1061 4087
3:45 PM 13 38 22 10 311 11 26 18 85 70 409 16 1029 4167
4:00 PM 19 35 19 16 336 17 16 34 73 52 378 9 1004 4237
4:15 PM 11 33 24 4 274 13 28 26 98 67 407 8 993 4418
4:30 PM 20 30 40 8 349 13 24 25 105 85 436 6 1141 4622
4:45 PM 19 43 27 7 297 22 35 38 96 75 432 8 1099 4543
5:00 PM 10 51 42 8 306 25 50 49 114 68 453 9 1185 4488
5:15 PM 27 45 57 11 316 7 51 52 109 88 429 5 1197
5:30 PM 19 51 44 5 238 9 31 34 108 86 431 6 1062
5:45 PM 15 44 40 6 258 8 28 41 89 70 442 3 1044

3 HR TOTAL 205 454 374 111 3587 186 381 430 1099 827 4914 105
9 HR TOTAL 587 1015 518 276 10843 624 730 1012 3023 1870 11032 337 31867

ADT 818 1415 722 564 22145 1274 1291 1789 5345 3819 22531 688 62400

AM Peak 7:00 49 82 22 40 1447 52 39 105 452 234 1052 9
MID Peak 1:00 76 101 31 17 1265 85 75 112 255 191 1206 37
PM Peak 4:30 76 169 166 34 1268 67 160 164 424 316 1750 28



NINE HOUR PASSENGER CAR COUNT
Date: Wednesday & Thursday, 03/12/2008 & 03/13/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach: Aicholtz Road Seasonal Adjustment Factor: 0.966 0.945

Intersection Peak Hour = 

Eastgate Blvd Aicholtz Road Eastgate Blvd Aicholtz Road TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 21 26 23 30 3 3 4 28 0 0 3 7 148 923
7:15 AM 9 54 22 47 4 6 4 27 2 1 1 15 192 973
7:30 AM 19 127 20 37 7 5 2 18 1 0 0 12 248 971
7:45 AM 34 187 19 37 9 10 2 22 0 0 2 13 335 863
8:00 AM 18 70 21 28 10 6 1 29 2 1 2 10 198 711
8:15 AM 34 29 13 44 7 10 10 28 3 2 5 5 190 670
8:30 AM 16 14 10 33 8 3 4 30 1 0 2 19 140 626
8:45 AM 30 34 21 41 8 5 3 24 2 1 4 10 183 642
9:00 AM 11 38 21 22 5 4 5 34 4 1 2 10 157 624
9:15 AM 19 26 12 32 5 8 6 26 1 0 1 10 146
9:30 AM 10 27 12 37 7 7 4 32 2 0 2 16 156
9:45 AM 24 30 25 30 1 6 4 23 1 5 3 13 165

3 HR TOTAL 245 662 219 418 74 73 49 321 19 11 27 140

11:00 AM 9 24 20 38 3 2 5 25 0 2 9 15 152 696
11:15 AM 12 32 19 37 9 5 2 32 1 0 6 19 174 806
11:30 AM 10 25 17 29 6 3 2 60 1 3 4 16 176 876
11:45 AM 9 22 29 28 10 12 7 45 3 2 7 20 194 963
12:00 PM 17 39 38 36 7 4 6 72 0 1 13 29 262 1009
12:15 PM 14 48 38 32 7 11 8 58 2 4 5 17 244 988
12:30 PM 16 39 32 33 10 14 7 85 0 3 4 20 263 961
12:45 PM 16 58 28 37 4 10 7 49 4 6 6 15 240 919
1:00 PM 19 61 29 34 4 7 8 53 2 3 8 13 241 906
1:15 PM 7 50 32 25 6 7 3 53 3 4 8 19 217
1:30 PM 16 48 28 30 6 7 2 54 0 2 9 19 221
1:45 PM 13 45 32 39 12 18 8 42 1 1 7 9 227

3 HR TOTAL 158 491 342 398 84 100 65 628 17 31 86 211

3:00 PM 10 28 37 26 8 8 3 25 5 4 7 10 171 841
3:15 PM 20 33 46 39 5 7 7 55 5 4 4 20 245 929
3:30 PM 7 34 43 28 4 6 3 46 4 3 5 12 195 947
3:45 PM 15 43 49 34 5 9 6 36 2 3 9 19 230 1052
4:00 PM 10 44 55 41 5 11 5 49 3 5 6 25 259 1114
4:15 PM 12 47 53 38 8 12 7 55 5 1 6 19 263 1257
4:30 PM 13 33 59 65 4 10 9 55 6 2 12 32 300 1390
4:45 PM 8 50 58 49 7 7 10 61 3 7 10 22 292 1444
5:00 PM 12 34 66 75 10 7 22 125 2 2 13 34 402 1492
5:15 PM 8 30 58 66 7 12 8 161 7 3 9 27 396
5:30 PM 16 57 76 43 3 10 12 106 4 3 10 14 354
5:45 PM 4 40 85 74 5 15 9 79 3 3 6 17 340

3 HR TOTAL 135 473 685 578 71 114 101 853 49 40 97 251
9 HR TOTAL 538 1626 1246 1394 229 287 215 1802 85 82 210 602 8316

ADT 915 2763 2105 2362 389 486 275 2309 109 105 269 772 12859

AM Peak 7:15 80 438 82 149 30 27 9 96 5 2 5 50
MID Peak 12:00 63 184 136 138 28 39 28 264 6 14 28 81
PM Peak 4:45 44 171 258 233 27 36 52 453 16 15 42 97



NINE HOUR PASSENGER CAR COUNT
Date: Tuesday, 03/4/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach: Eastgate South Seasonal Adjustment Factor: 0.997

Intersection Peak Hour = 

Eastgate Blvd Eastgate South Eastgate Blvd Eastgate South TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 5 28 4 3 0 0 2 39 1 0 0 3 85 944
7:15 AM 10 84 7 20 0 5 7 83 5 0 1 3 225 1111
7:30 AM 14 143 17 29 3 7 3 63 1 3 2 13 298 1129
7:45 AM 16 192 15 21 1 10 9 58 1 2 3 8 336 1027
8:00 AM 15 117 10 35 3 4 6 45 4 1 3 9 252 946
8:15 AM 17 53 20 42 1 16 8 68 7 0 2 9 243 946
8:30 AM 16 42 21 28 1 6 11 46 5 2 7 11 196 958
8:45 AM 34 49 38 33 9 5 7 61 5 3 4 7 255 1024
9:00 AM 25 48 32 31 11 6 7 48 8 8 9 19 252 1030
9:15 AM 22 45 27 49 9 8 8 55 8 2 5 17 255
9:30 AM 34 41 32 44 3 6 7 47 8 7 6 27 262
9:45 AM 25 42 28 44 14 8 10 55 6 7 3 19 261

3 HR TOTAL 233 884 251 379 55 81 85 668 59 35 45 145

11:00 AM 27 36 66 53 18 14 11 59 6 6 16 47 359 1639
11:15 AM 46 49 53 56 16 16 16 54 4 7 20 43 380 1797
11:30 AM 41 39 52 86 21 17 33 74 6 10 26 47 452 1929
11:45 AM 47 66 64 92 8 22 19 62 5 9 18 36 448 2018
12:00 PM 52 65 76 81 16 27 37 81 14 3 16 49 517 2106
12:15 PM 62 59 47 107 12 28 31 80 14 4 24 44 512 2103
12:30 PM 50 68 76 103 18 31 12 72 12 9 28 62 541 2120
12:45 PM 53 63 74 112 22 23 23 67 9 7 22 61 536 2038
1:00 PM 46 72 60 96 24 29 19 82 4 8 21 53 514 1999
1:15 PM 54 60 66 106 19 21 19 74 14 13 29 54 529
1:30 PM 48 63 64 88 20 21 15 50 4 11 23 52 459
1:45 PM 62 61 74 77 23 24 17 53 4 8 28 66 497

3 HR TOTAL 588 701 772 1057 217 273 252 808 96 95 271 614

3:00 PM 16 42 26 53 5 13 12 57 4 13 9 41 291 1491
3:15 PM 40 64 57 92 13 19 16 85 5 6 13 46 456 1619
3:30 PM 31 56 41 64 7 9 13 86 6 3 8 26 350 1656
3:45 PM 34 54 41 61 8 14 15 77 7 8 19 56 394 1816
4:00 PM 31 68 53 52 12 7 8 109 7 8 20 44 419 1930
4:15 PM 33 79 69 85 10 14 13 98 6 9 24 53 493 2099
4:30 PM 48 82 62 73 14 10 13 125 7 7 21 48 510 2208
4:45 PM 46 78 102 85 9 12 18 97 5 12 14 30 508 2277
5:00 PM 27 74 77 87 12 24 33 184 5 3 22 40 588 2335
5:15 PM 48 103 85 90 18 14 30 137 4 6 14 53 602
5:30 PM 51 79 99 103 11 24 29 105 3 3 20 52 579
5:45 PM 62 113 72 103 13 11 15 108 5 3 16 45 566

3 HR TOTAL 467 892 784 948 132 171 215 1268 64 81 200 534
9 HR TOTAL 1288 2477 1807 2384 404 525 552 2744 219 211 516 1293 14420

ADT 2273 4371 3189 3185 540 701 974 4842 386 282 689 1727 23161

AM Peak 7:15 55 536 49 105 7 26 25 249 11 6 9 33
MID Peak 12:00 217 255 273 403 68 109 103 300 49 23 90 216
PM Peak 4:45 172 334 363 365 50 74 110 523 17 24 70 175



NINE HOUR PASSENGER CAR COUNT
Date: Wednesday, 03/5/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.96 1.77
Eastbound and Westbound Approach: SR 32 Ramps Seasonal Adjustment Factor: 0.960 0.966

Intersection Peak Hour = 

Eastgate Blvd SR 32 Ramps Eastgate Blvd TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 0 38 2 16 0 43 8 100 0 0 0 0 207 1123
7:15 AM 0 29 5 15 0 53 6 120 0 0 0 0 228 1232
7:30 AM 0 41 10 30 0 123 10 76 0 0 0 0 290 1255
7:45 AM 0 60 3 40 0 207 10 78 0 0 0 0 398 1186
8:00 AM 0 61 10 43 0 91 14 97 0 0 0 0 316 1023
8:15 AM 0 34 5 31 0 67 14 100 0 0 0 0 251 910
8:30 AM 0 24 8 36 0 60 17 76 0 0 0 0 221 895
8:45 AM 0 53 8 44 0 46 10 74 0 0 0 0 235 942
9:00 AM 0 34 14 27 0 38 13 77 0 0 0 0 203 991
9:15 AM 0 37 7 47 0 43 12 90 0 0 0 0 236
9:30 AM 0 41 12 45 0 57 8 105 0 0 0 0 268
9:45 AM 0 74 9 55 0 54 14 78 0 0 0 0 284

3 HR TOTAL 0 526 93 429 0 882 136 1071 0 0 0 0

11:00 AM 0 72 23 73 0 59 23 167 0 0 0 0 417 1800
11:15 AM 0 93 28 62 0 57 24 209 0 0 0 0 473 1874
11:30 AM 0 65 22 69 0 72 17 159 0 0 0 0 404 1932
11:45 AM 0 101 27 90 0 73 26 189 0 0 0 0 506 2081
12:00 PM 0 113 37 67 0 65 21 188 0 0 0 0 491 2139
12:15 PM 0 119 35 71 0 78 11 217 0 0 0 0 531 2117
12:30 PM 0 133 39 83 0 58 21 219 0 0 0 0 553 2110
12:45 PM 0 119 48 79 0 84 28 206 0 0 0 0 564 2040
1:00 PM 0 98 28 56 0 71 16 200 0 0 0 0 469 1910
1:15 PM 0 116 43 68 0 70 25 202 0 0 0 0 524
1:30 PM 0 98 42 69 0 57 26 191 0 0 0 0 483
1:45 PM 0 93 38 66 0 66 13 158 0 0 0 0 434

3 HR TOTAL 0 1220 410 853 0 810 251 2305 0 0 0 0

3:00 PM 0 100 34 63 0 75 13 167 0 0 0 0 452 2041
3:15 PM 0 68 39 67 0 76 20 161 0 0 0 0 431 2272
3:30 PM 0 75 41 107 0 76 31 197 0 0 0 0 527 2453
3:45 PM 0 115 35 116 0 142 38 185 0 0 0 0 631 2493
4:00 PM 0 110 21 137 0 167 22 226 0 0 0 0 683 2458
4:15 PM 0 90 39 108 0 150 24 201 0 0 0 0 612 2556
4:30 PM 0 109 37 102 0 74 23 222 0 0 0 0 567 2609
4:45 PM 0 119 37 109 0 100 13 218 0 0 0 0 596 2727
5:00 PM 0 116 42 129 0 103 34 357 0 0 0 0 781 2700
5:15 PM 0 102 37 139 0 121 18 248 0 0 0 0 665
5:30 PM 0 105 28 124 0 123 26 279 0 0 0 0 685
5:45 PM 0 94 40 112 0 84 20 219 0 0 0 0 569

3 HR TOTAL 0 1203 430 1313 0 1291 282 2680 0 0 0 0
9 HR TOTAL 0 2949 933 2595 0 2983 669 6056 0 0 0 0 16185

ADT 0 5042 1595 4883 0 5613 1144 10355 0 0 0 0 28632

AM Peak 7:15 0 191 28 128 0 474 40 371 0 0 0 0
MID Peak 12:00 0 484 159 300 0 285 81 830 0 0 0 0
PM Peak 4:45 0 442 144 501 0 447 91 1102 0 0 0 0



NINE HOUR PASSENGER CAR COUNT
Date: Wednesday, 03/5/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.96 1.77
Eastbound and Westbound Approach: SR 32 Ramps Seasonal Adjustment Factor: 0.960 0.966

Intersection Peak Hour = 

Eastgate Blvd SR 32 Ramps Eastgate Blvd TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 100 38 0 6 0 8 73 42 0 0 0 0 267 1077
7:15 AM 109 29 0 6 0 12 98 35 0 0 0 0 289 1006
7:30 AM 88 45 0 9 0 8 54 44 0 0 0 0 248 891
7:45 AM 74 45 0 7 0 29 56 62 0 0 0 0 273 849
8:00 AM 45 31 0 6 0 15 41 58 0 0 0 0 196 824
8:15 AM 26 22 0 8 0 16 56 46 0 0 0 0 174 853
8:30 AM 62 26 0 10 0 6 26 76 0 0 0 0 206 861
8:45 AM 50 36 0 24 0 18 44 76 0 0 0 0 248 915
9:00 AM 34 42 0 26 0 8 38 77 0 0 0 0 225 781
9:15 AM 38 38 0 24 0 12 36 34 0 0 0 0 182
9:30 AM 36 42 0 24 0 18 49 91 0 0 0 0 260
9:45 AM 12 8 0 14 0 20 18 42 0 0 0 0 114

3 HR TOTAL 674 402 0 164 0 170 589 683 0 0 0 0

11:00 AM 48 86 0 24 0 18 72 143 0 0 0 0 391 1710
11:15 AM 43 103 0 35 0 9 94 154 0 0 0 0 438 1784
11:30 AM 61 75 0 42 0 9 60 168 0 0 0 0 415 1808
11:45 AM 50 114 0 26 0 21 69 186 0 0 0 0 466 1920
12:00 PM 50 127 0 30 0 26 76 156 0 0 0 0 465 1974
12:15 PM 38 112 0 19 0 26 89 178 0 0 0 0 462 1949
12:30 PM 45 125 0 28 0 32 88 209 0 0 0 0 527 1922
12:45 PM 60 135 0 22 0 20 101 182 0 0 0 0 520 1824
1:00 PM 45 107 0 11 0 19 89 169 0 0 0 0 440 1783
1:15 PM 34 127 0 14 0 26 84 150 0 0 0 0 435
1:30 PM 37 117 0 14 0 13 96 152 0 0 0 0 429
1:45 PM 55 113 0 52 0 26 72 161 0 0 0 0 479

3 HR TOTAL 566 1341 0 317 0 245 990 2008 0 0 0 0

3:00 PM 66 130 0 44 0 22 72 138 0 0 0 0 472 2218
3:15 PM 84 198 0 36 0 28 110 280 0 0 0 0 736 2358
3:30 PM 76 106 0 34 0 18 78 164 0 0 0 0 476 2255
3:45 PM 78 112 0 26 0 14 84 220 0 0 0 0 534 2457
4:00 PM 94 118 0 22 0 14 82 282 0 0 0 0 612 2658
4:15 PM 114 153 0 18 0 21 99 228 0 0 0 0 633 2884
4:30 PM 110 154 0 58 0 24 96 236 0 0 0 0 678 2924
4:45 PM 120 186 0 30 0 6 108 285 0 0 0 0 735 2936
5:00 PM 156 166 0 14 0 14 210 278 0 0 0 0 838 2876
5:15 PM 96 144 0 44 0 14 143 232 0 0 0 0 673
5:30 PM 126 142 0 36 0 16 106 264 0 0 0 0 690
5:45 PM 150 140 0 30 0 25 105 225 0 0 0 0 675

3 HR TOTAL 1270 1749 0 392 0 216 1293 2832 0 0 0 0
9 HR TOTAL 2510 3492 0 873 0 631 2872 5523 0 0 0 0 15901

ADT 4292 5971 0 1643 0 1187 4911 9443 0 0 0 0 27446

AM Peak 7:15 316 150 0 28 0 64 249 199 0 0 0 0
MID Peak 12:00 193 499 0 99 0 104 354 725 0 0 0 0
PM Peak 4:45 498 638 0 124 0 50 567 1059 0 0 0 0



NINE HOUR COUNT
Date: Thursdsay, 02/21/2008 and Thursday 02/28/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach:  Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach:  Mall Entrance and Eastgate North Seasonal Adjustment Factor: 0.994

Intersection Peak Hour = 

Eastgate Blvd. Eastgate North Eastgate Blvd. Mall Entrance TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 0 111 4 4 0 0 8 23 3 12 0 0 165 791
7:15 AM 2 145 10 11 0 0 9 29 7 17 0 0 230 820
7:30 AM 2 97 5 8 0 0 15 27 12 12 0 0 178 785
7:45 AM 2 98 4 6 0 0 9 55 30 14 0 0 218 780
8:00 AM 3 78 2 5 0 0 7 53 25 21 0 0 194 760
8:15 AM 4 68 5 8 0 0 12 52 24 22 0 0 195 776
8:30 AM 0 59 10 7 0 0 8 48 24 17 0 0 173 802
8:45 AM 4 66 7 9 0 0 9 61 24 18 0 0 198 902
9:00 AM 1 69 17 11 0 0 16 49 25 22 0 0 210 1003
9:15 AM 0 68 14 14 0 0 14 56 37 18 0 0 221
9:30 AM 1 60 17 10 0 0 18 85 52 30 0 0 273
9:45 AM 2 73 14 27 0 0 23 79 49 32 0 0 299

3 HR TOTAL 21 992 109 120 0 0 148 617 312 235 0 0

11:00 AM 4 77 18 27 0 0 16 92 61 49 0 0 344 1606
11:15 AM 7 84 16 16 0 0 24 97 67 64 0 0 375 1760
11:30 AM 4 104 33 38 0 0 30 106 69 63 0 0 447 1850
11:45 AM 3 89 26 27 0 0 31 108 70 86 0 0 440 1880
12:00 PM 7 106 38 41 0 0 25 108 100 73 0 0 498 1939
12:15 PM 8 93 22 34 0 0 36 108 82 82 0 0 465 1922
12:30 PM 11 99 29 44 0 0 24 126 71 73 0 0 477 2006
12:45 PM 2 108 12 43 0 0 39 135 81 79 0 0 499 1972
1:00 PM 3 90 27 41 0 0 20 120 80 100 0 0 481 1936
1:15 PM 4 125 31 35 0 0 33 135 83 103 0 0 549
1:30 PM 6 93 14 41 0 0 29 96 78 86 0 0 443
1:45 PM 4 103 32 36 0 0 40 107 62 79 0 0 463

3 HR TOTAL 63 1171 298 423 0 0 347 1338 904 937 0 0

3:00 PM 2 85 18 31 0 0 17 98 67 94 0 0 412 1776
3:15 PM 5 90 18 26 0 0 14 110 62 74 0 0 399 1850
3:30 PM 4 95 26 31 0 0 35 148 89 83 0 0 511 1951
3:45 PM 6 87 21 21 0 0 38 126 70 85 0 0 454 1906
4:00 PM 2 111 20 29 0 0 40 105 68 111 0 0 486 1982
4:15 PM 8 119 27 35 0 0 40 120 67 84 0 0 500 2165
4:30 PM 7 82 31 30 0 0 34 116 50 116 0 0 466 2313
4:45 PM 5 105 17 22 0 0 43 124 95 119 0 0 530 2488
5:00 PM 5 187 33 38 0 0 56 117 83 150 0 0 669 2596
5:15 PM 4 149 42 27 0 0 52 148 92 134 0 0 648
5:30 PM 1 153 31 33 0 0 60 147 103 113 0 0 641
5:45 PM 6 137 44 45 0 0 36 134 93 143 0 0 638

3 HR TOTAL 55 1400 328 368 0 0 465 1493 939 1306 0 0
9 HR TOTAL 139 3563 735 911 0 0 960 3448 2155 2478 0 0 14389

ADT 245 6269 1293 1213 0 0 1689 6066 3791 3301 0 0 23867

AM Peak 7:15 9 418 21 30 0 0 40 164 74 64 0 0
MID Peak 12:00 28 406 101 162 0 0 124 477 334 307 0 0
PM Peak 4:45 15 594 123 120 0 0 211 536 373 516 0 0



NINE HOUR COUNT
Date: Thursdsay, 02/28/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach: Kroger Entrance Seasonal Adjustment Factor: 0.994

Intersection Peak Hour = 

Eastgate Blvd. Kroger Entrance Eastgate Blvd. Kroger Entrance TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 4 112 2 0 1 1 5 32 7 3 0 0 167 662
7:15 AM 1 133 4 2 0 3 4 30 6 2 0 1 186 649
7:30 AM 6 85 1 0 0 8 4 30 9 2 0 0 145 587
7:45 AM 3 96 2 3 0 2 7 31 12 7 0 1 164 586
8:00 AM 2 87 1 1 0 6 5 33 13 4 1 1 154 562
8:15 AM 1 71 2 1 1 2 6 24 16 0 0 0 124 565
8:30 AM 3 61 1 3 2 6 14 29 23 2 0 0 144 608
8:45 AM 4 55 2 2 1 13 12 29 17 3 0 2 140 676
9:00 AM 2 72 6 2 1 4 11 35 16 7 0 1 157 794
9:15 AM 3 62 2 6 0 7 11 35 28 10 3 0 167
9:30 AM 3 52 8 7 3 16 28 50 36 7 2 0 212
9:45 AM 3 62 12 12 6 11 31 48 55 11 4 3 258

3 HR TOTAL 35 948 43 39 15 79 138 406 238 58 10 9

11:00 AM 1 73 5 9 3 24 23 47 46 14 8 4 257 1114
11:15 AM 2 68 11 15 6 24 36 41 47 20 6 3 279 1223
11:30 AM 1 61 14 9 5 26 26 56 54 17 6 6 281 1268
11:45 AM 8 83 8 14 5 33 38 42 38 20 5 3 297 1348
12:00 PM 4 98 10 13 6 42 40 58 47 29 11 8 366 1445
12:15 PM 1 80 10 14 3 35 47 61 39 21 10 3 324 1424
12:30 PM 7 69 13 14 5 34 56 76 46 21 9 11 361 1450
12:45 PM 4 82 11 18 8 43 55 71 62 23 11 6 394 1410
1:00 PM 2 70 12 14 9 38 48 65 48 23 7 9 345 1351
1:15 PM 0 55 7 21 4 42 64 66 40 37 8 6 350
1:30 PM 2 60 6 19 6 37 41 55 51 27 10 7 321
1:45 PM 3 60 6 18 8 50 54 44 46 35 4 7 335

3 HR TOTAL 35 859 113 178 68 428 528 682 564 287 95 73

3:00 PM 2 84 7 8 4 22 33 101 40 21 10 7 339 1540
3:15 PM 3 87 9 14 2 18 42 118 45 24 7 5 374 1633
3:30 PM 5 92 12 10 5 30 48 144 49 22 4 6 427 1682
3:45 PM 4 85 10 10 4 31 42 126 41 31 8 8 400 1654
4:00 PM 2 108 11 15 5 38 43 111 51 29 14 5 432 1747
4:15 PM 1 114 12 14 2 37 39 124 42 25 8 5 423 1838
4:30 PM 6 85 10 11 1 35 52 112 49 21 10 7 399 1915
4:45 PM 3 102 16 20 11 44 60 122 65 34 8 8 493 2015
5:00 PM 1 175 11 16 3 50 55 113 50 27 11 11 523 1976
5:15 PM 0 142 13 12 8 40 37 151 40 41 9 7 500
5:30 PM 2 155 8 11 7 32 47 142 52 29 7 7 499
5:45 PM 4 132 2 14 4 34 39 132 44 34 7 8 454

3 HR TOTAL 33 1361 121 155 56 411 537 1496 568 338 103 84
9 HR TOTAL 103 3168 277 372 139 918 1203 2584 1370 683 208 166 11191

ADT 181 5574 487 495 185 1223 2117 4546 2410 910 277 221 18627

AM Peak 7:15 12 401 8 6 0 19 20 124 40 15 1 3
MID Peak 12:00 16 329 44 59 22 154 198 266 194 94 41 28
PM Peak 4:45 6 574 48 59 29 166 199 528 207 131 35 33



NINE HOUR PASSENGER CAR COUNT
Date: Thursdsay, 03/6/2008 Trucks: 3.2%
Time: 7 AM - 10 AM, 11 AM - 2 PM, 3 PM - 6 PM Buses: 0.0%
Northbound and Southbound Approach: Deerfield Blvd./Eastgate Blvd. 9 Hour to 24 Hour Multiplier: 1.77 1.34
Eastbound and Westbound Approach: Old SR 74 Seasonal Adjustment Factor: 0.945

Intersection Peak Hour = 

Deerfield Blvd. Old SR 74 Eastgate Blvd. Old SR 74 TOTAL HR TOTAL
SB APPROACH WB APPROACH NB APPROACH EB APPROACH

Start Time Right Thru Left Right Thru Left Right Thru Left Right Thru Left 
7:00 AM 1 6 3 1 81 92 7 1 9 15 24 1 241 1062
7:15 AM 3 10 1 3 78 109 6 1 17 15 32 3 278 1051
7:30 AM 4 8 1 0 67 78 3 0 23 15 29 1 229 955
7:45 AM 11 10 1 2 105 89 5 3 30 27 30 1 314 976
8:00 AM 2 4 2 0 69 64 8 0 21 23 36 1 230 916
8:15 AM 7 7 1 0 52 43 7 0 25 15 25 0 182 948
8:30 AM 3 10 0 0 68 46 14 3 28 25 51 2 250 976
8:45 AM 4 3 3 4 81 38 4 1 48 32 36 0 254 943
9:00 AM 5 1 1 0 71 47 8 0 22 43 64 0 262 902
9:15 AM 0 1 1 0 45 49 18 3 35 25 29 4 210
9:30 AM 3 4 0 2 52 46 22 0 20 28 40 0 217
9:45 AM 2 9 1 0 46 27 20 0 30 32 44 2 213

3 HR TOTAL 45 73 15 12 815 728 122 12 308 295 440 15

11:00 AM 1 2 2 0 43 27 22 2 39 22 2 39 201 937
11:15 AM 1 2 0 0 52 30 26 5 42 26 5 42 231 999
11:30 AM 0 3 2 2 51 47 24 1 42 24 1 42 239 1065
11:45 AM 5 4 0 0 75 46 24 3 41 24 3 41 266 1106
12:00 PM 0 5 1 0 48 43 32 5 46 32 5 46 263 1171
12:15 PM 4 3 1 4 56 37 38 3 55 38 3 55 297 1186
12:30 PM 2 6 3 2 60 57 34 3 38 34 3 38 280 1184
12:45 PM 7 6 3 0 56 43 34 2 72 34 2 72 331 1139
1:00 PM 2 2 2 2 55 43 34 2 50 34 2 50 278 1112
1:15 PM 1 5 2 1 47 47 37 6 53 37 6 53 295
1:30 PM 3 4 7 2 47 30 27 3 41 27 3 41 235
1:45 PM 2 1 1 1 54 49 29 5 64 29 5 64 304

3 HR TOTAL 28 43 24 14 644 499 361 40 583 361 40 583

3:00 PM 3 2 7 3 74 42 56 3 69 60 107 4 430 1603
3:15 PM 1 3 2 1 71 45 51 6 50 42 104 6 382 1646
3:30 PM 2 3 6 3 105 40 50 5 60 20 90 5 389 1615
3:45 PM 2 2 5 0 83 36 53 4 49 54 106 8 402 1637
4:00 PM 1 5 2 2 84 49 68 5 51 75 131 0 473 1784
4:15 PM 3 6 0 3 60 43 33 6 42 50 100 5 351 1858
4:30 PM 3 4 0 4 65 44 73 6 61 48 99 4 411 1909
4:45 PM 1 7 0 1 94 79 74 4 64 81 142 2 549 1797
5:00 PM 2 8 1 2 80 71 70 8 69 95 133 8 547 1648
5:15 PM 0 3 0 0 67 66 62 4 54 59 85 2 402
5:30 PM 0 4 1 1 44 51 49 3 42 37 67 0 299
5:45 PM 1 7 1 3 68 50 67 7 45 59 85 7 400

3 HR TOTAL 19 54 25 23 895 616 706 61 656 680 1249 51
9 HR TOTAL 92 170 64 49 2354 1843 1189 113 1547 1336 1729 649 11135

ADT 116 215 81 82 3937 3083 1989 189 2588 2235 2892 1086 18492

AM Peak 7:15 20 32 5 5 319 340 22 4 91 80 127 6
MID Peak 12:00 13 20 8 6 220 180 138 13 211 138 13 211
PM Peak 4:45 3 22 2 4 285 267 255 19 229 272 427 12
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OKI TAZs and Clermont County TAZs 
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OKI Socioeconomic Data Maps 
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Revised Socioeconomic Data Maps 
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SR-32 Corridor Alternative Maps 



Alternative 1 – No Build



Alternative 2

2) ODOT I-275 & SR 32 Phase 1

Includes the following Projects



Alternative 3

2) ODOT I-275 & SR 32 Phase 1

3) ODOT I-275 & SR 32 Phase 2

Includes the following Projects



Alternative 4

2) ODOT I-275 & SR 32 Phase 1

3 & 4) ODOT I-275 & SR 32 Phase 2

Includes the following Projects



Alternative 5

2) ODOT I-275 & SR 32 Phase 1 

3 & 4) ODOT I-275 & SR 32 Phase 2

5) Aicholtz Road Connector (PID 82553)
Aicholtz Road Widening (PID 82554)

Includes the following Projects



Alternative 6

2) ODOT I-275 & SR 32 Phase 1 

3 & 4) ODOT I-275 & SR 32 Phase 2

5) Aicholtz Road Connector (PID 82553)
Aicholtz Road Widening (PID 82554)

6) Aicholtz Road Extension (PID 82552)
Bach-Buxton Road/SR 32 Interchange (PID 22970)
Old SR 74 Phase I (PID 82557)

Includes the following Projects



Alternative 6+

2) ODOT I-275 & SR 32 Phase 1 

3 & 4) ODOT I-275 & SR 32 Phase 2

5) Aicholtz Road Connector (PID 82553)
Aicholtz Road Widening (PID 82554)

6) Aicholtz Road Extension (PID 82552)
Bach-Buxton Road/SR 32 Interchange (PID 22970)
Old SR 74 Phase I (PID 82557)

6+) Heitman Lane Extension (PID 82561)

Includes the following Projects
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One-Way Daily Traffic Assignments 
 
 
 



Travel Demand Model Alternatives

Alternative

Existing + 
Committed/No 

Build
ODOT Phase 

1 
ODOT Phase 

1 and 2

CCTID Re-
Phasing Plan 
Phases 1 & 2

PID # 82553 
Aicholtz Road 

Connector

PID # 82554 
Aicholtz Road 

Widening

PID # 82552 
Aicholtz Road 

Extension

PID # 22970 
Bach-Buxton 
Road/SR 32 
Interchange

PID # 82557 
Old SR 74 
Phase 1

Heitman 
Lane 

Extension

1 x         
2 x x       
3 x x      
4 x   x    
5 x   x x x    
6 x   x x x x x x

6 Plus x x x x x x x x

Alternative 2: E+C/No Build + Current ODOT Phase 1 Plan (2012)

Eastgate North Frontage Road and Tina Drive are considered part of ODOT Phase 1

Alternative 3: E+C/No Build + Current ODOT Phase 1 (2012) and Phase 2 (2016) Plan

Alternative 4: E+C/No Build + CCTID Re-Phasing Plan - Phases 1 and 2 (2011)

CCTID Re-Phasing Plan eliminates the Superstreet and a 3rd EB lane on SR 32 west of I-275

Alternative 5: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road Connector and Widening (Mt. Carmel-Tobasco to Glen Este-Withamsville)

Aicholtz Road to be coded as five (5) lane section from I-275 underpass to Glen Este-Withamsville Road and three (3) lanes from I-275 underpass 
west to Mt. Carmel-Tobasco Road

Alternative 6: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road + Bach-Buxton Interchange

Bach-Buxton Interchange includes Aicholtz Extension, the GEW Overpass at Sr 32, and the Old SR 74 Widening - Phase 1 (five lanes)

Alternative 6 Plus: E+C/No Build + CCTID Re-Phasing 1 and 2 + Aicholtz Road + Bach-Buxton Interchange + Heitman Lane

This alternative is the same as Alternative 6 with the addition of a three (3) lane section from the current Old SR 74 intersection to Olive Branch-Stonelick Road



 
 
 
 
 

2015 Traffic Assignments for Alternatives 



2015 Traffic Assignment - No Build
One-way Daily Traffic Volumes

Licensed to HNTB Corporation

8/25/2008 11:24 AM 
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17
4517

65

17
9717

89

1287

1211

962
936

108
111

20
5620

94

3366
3390

22
3620

84

2203
2560

274

145

97
195

4

17
1117
02

3627
3568

10
5

10
8

3257
3329

882
901

47
9

46
9

1626

1460

8861021

1871
1837

1250

1237

33
90

33
10

18461877
864
961

2184
2154

1288
1304

1457

1428

171

191

47
2

46
8

2421
2363

11321230

14
0013

54

3229
3192

13311348

20
5821

15

3616
3569

236
221

761
745

1368

1381

99
0

10
00

45
4

45
8

76
6

73
5

1767

1824

1116
1111

9010
8

993
996

3222

3141

2807
2794

1123

1107

1109

1090

1947

1958

934
919

934
919

405
398

148

162

19
9

19
6 358

347

1102
1161

2151

2152

181
133

472
428

1108
1133

2149

2167

43434511

0 0

277
370

6117

6131

50
88

53
79

21
1421

45

1224
1238

1224
1238

609

605

2365
2528

989
1127

247 6
2 26 2

10
4112

30

731
800

45
17

363
696

1264
1222

48
446

4

353

376

10
7010

47

1070
1047

631
642

1702

1711

750
723

97
1

95
4

43
5

42
6

933961

450
463

274

275

4440
4514

344
362

10
13

10
53

63
2

60
1

46
1

45
4

46
1

45
4

64 3
66 0

620
603

1894

1903

32
31

455
462

301

290

161
232

58140 454
458

56
762

6
183

242

597

619

19
0

21
3

810
809

609

605

45
544
3

166
151

192
208

323
323

34
7

35
8

515
531

990

987

892
888

471
507

381421

894
890

89
489

0

916
933

370
366

207
215

635
635

20
2

21
1

31
0

32
7

658
647

1237

1250

1837
1871

338
299

80
9

79
5

901
882

10
3410
27

605
618

2114
2145

243
217

239215

9 9

4916

4691

6863
6662

17109

17537

17389

17821

20
0520

90

2090

2005

22
1523

02

33313413

6346
6545

52
2857

06

517
578

80
64

86
57

9607
8776

9607
8776

9449

9608

8278

8737

3844
4167

6235

5886

6445

6032

10
34

1

95
50

31501

21733

22473

642
0

23
0026

42

71097372

44394722

6942

6506

9975

9802

2693
2621

25
2325
99

6439
6208

3859
3696

4097
4028

34
48

19
29

737

16532541

28
79

3143

30531

1278

28518

31267

31398

20907

21370

23548

24056

46
14

45
53

23872
24288

25448

25865

39
83

39
49

4225
4248

59
4759
36

45
07

46
04

8453
86738453

8673

7138
7495

35313600

44964837

6242
6327

46
38

4 5
6 4

3525

3560

6137
6247

15562373

4625

5211
35403745

43454519

7051
7522

4904

5580

43950

33231

3622

30584

29538 14413

2375

4202

2574
7214

1007
3741

3061

2820

22
2648
60

44
5150

18

34839

11
9270
11

34206

85
7

17
84

46
8246

29

4034

4084

73
00

72
97

29797

1576
347

31035

79386892

11
46

2

58
09

32496

8653 22848

45025

18021

18133

37
84

28224

29056

10
64

3

2222
2009

45025

1218

10
67

9

62
44

11
46

2

58
09

40658

2086
2134

2688
3126

69
0662

50

75
94

11
27

4

38973

96
42

91
88

33674

6141
6315

74947441

7355

7719

37
0651

04

6906
5986

11
2311

60

8278

8737

73
7590
08

3581
3508

9287
8398

72
0

74
2

58
09

57
83

39953911

76297562

4212
4195

17
92

21
16

14191

14478

219
241

17838
18042

18279
18470

6858

97
5662
44

12
92

8

12
65

2

33280 6467
6174

31793

4338

4116

2626

2630

2388

2332

23
31

23
81

33
09

34
19

6252

6185

6245
6175

7548
7203

8994
8642

68
08

73
1 2

7211
7018

60
8760
87

6302
6735

73
3376

13

9462

9121

6505
6117

77
55

83
29

3638
3691

3243
3307

7102
6753

17761

18144

81
5983

93

34523508

3754
3793

44
99

3

10695

36
07

0

15248

29
99

0

44
20

5

45
23

8

14310

29
89

5

13162

29288

42137

42450

8653

22535

49
88

0

35
55

2

14327

37
38

8

30
58

1

6807

37175

297777398

36345

22535

13810

34
59

5

38353

29777

9287
8398

41014370

4683
5351

13810

13
81

0

7398

7398

21
7921

98

3638
3691

23
3223

04

2190
2271

14413

14327

14327

6807

6807

44
20

5

44
20

5

45
23

8

45
23

8

46
76

5

8458

84
58

5307

53
07

5307

22488

20532

8458

1218

3622

16
26

4

62
44

6508
37092

39440

5585

6508

6508

5585

5585

37
50

38
72

3346

3366

4059
3869

3115

3067

4432
4284

4207
4031

47
56

50
85

43314685

59456326

5100
4757

33377

77
99

26
16

26
10

27
85 4087

3913

32
40

33
74

37110

36
05

37
11

2707

2652

2980

2935

32496

5638

5961

1784
198

1502
1527

34
433

5

38942

45284807

11
23

11
60

40
52

37
48

2964
3430

2495

2428

0
6

3459
350706

376
277

376

277

376
277

10
13

64
865
6

1784
198

1784
198

2773

1325

2773

2252

3323
2588

3031
3543

36667

3851

3655

4056

3842

3221
3066

2779

2509

2779
2509

2927
2866

24
7225
52

24
9625
32

1454
1505

1194
1186

1007
3741

1007

3741

2390

1939

35
81

32
79

3237
2944

2779
2509

2441
2230

24
8929

72

3522
3863

3082
2767

2779
3070

21
43

20
27

32
2

26
3



2015 Traffic Assignment - Alternative 2
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Clermont County RID Analysis 
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TAZ RID
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1209 Glenwood Trail

1216 Lexington Run

2769 Ross Road

2630 Streamside

2629 Vista Meadows

GOSHEN TOWNSHIP

2767 Enclave at O'Bannon

2773 Estates at Goshen Park

2611 Sunnymeade

2719 Sunnymeade (Villages of Belmont)

2613 Telford Farms

2776 Westbrook

JACKSON TOWNSHIP

2774 White Farm

MIAMI TOWNSHIP

2610 Athens Townhomes

2770 Deerfield Pointe

2669 Gatch Farm (Reserves of Graycliff)

2678 Lowe's TIF

2744 Miami Commons Condos

2755 Middleton Oaks

2715 Mills of Miami

2752 S & S Development

2591 Villas at Tartan Glen

2771 Whalen Property (Willows Bend)

1155 White Gate Farm

2617 Wittmer Estates

UNION TOWNSHIP

2772 Brokamp (Waterford Glen)

2730 Dahlheimer N
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CCTID RID ANALYSIS - SORTED BY RID LOCATION (TOWNSHIP)

TAZ RID
RID Location 
(Township)

Primary Route Utilized
Vehicles 
Exiting 

RID

Vehicles 
Entering 

RID

Total RID 
Vehicles

RID Vehicles Utilizing 
CCTID Improvement 

Area

% of RID Vehicles 
Utilizing CCTID 

Improvement Area
% of Total

2768 Forest Glen Batavia Twp SR 32 787 781 1,568 455 29.0% 1.9%
1209 Glenwood Trail Batavia Twp SR 32 654 650 1,304 319 24.5% 1.3%
1216 Lexington Run Batavia Twp SR 32/Heitman Lane 1,765 1,775 3,540 2,608 73.7% 10.7%
2769 Ross Road Batavia Twp SR 32/Heitman Lane 372 374 746 499 66.9% 2.0%
2630 Streamside Batavia Twp SR 32 499 494 993 256 25.8% 1.0%
2629 Vista Meadows Batavia Twp SR 32 146 142 288 41 14.2% 0.2%
2767 Enclave at O'Bannon Goshen Twp SR 28 70 70 140 37 26.4% 0.2%
2773 Estates at Goshen Park Goshen Twp SR 28 95 95 190 86 45.3% 0.4%
2611 Sunnymeade Goshen Twp SR 28 354 356 710 385 54.2% 1.6%
2719 Sunnymeade (Villages of Belmont) Goshen Twp SR 28 354 356 710 363 51.1% 1.5%
2613 Telford Farms Goshen Twp SR 28 170 166 336 41 12.2% 0.2%
2776 Westbrook Goshen Twp SR 28 451 451 902 413 45.8% 1.7%
2774 White Farm Jackson Twp SR 28 1,657 1,590 3,247 1,257 38.7% 5.1%
2610 Athens Townhomes Miami Twp SR 28 624 612 1,236 1,236 100.0% 5.1%
2770 Deerfield Pointe Miami Twp SR 28 210 206 416 123 29.6% 0.5%
2669 Gatch Farm (Reserves of Graycliff) Miami Twp SR 131 285 289 574 574 100.0% 2.3%
2678 Lowe's TIF Miami Twp SR 28 910 924 1,834 477 26.0% 2.0%
2744 Miami Commons Condos Miami Twp SR 131/SR 28 1,356 1,362 2,718 656 24.1% 2.7%
2755 Middleton Oaks Miami Twp SR 28 610 593 1,203 163 13.5% 0.7%
2715 Mills of Miami Miami Twp SR 28 /SR-131 1,061 1,040 2,101 1,199 57.1% 4.9%
2752 S & S Development Miami Twp SR 28 756 747 1,503 194 12.9% 0.8%
2591 Villas at Tartan Glen Miami Twp SR 131 694 691 1,385 1,385 100.0% 5.7%
2771 Whalen Property (Willows Bend) Miami Twp SR 28 367 362 729 58 8.0% 0.2%
1155 White Gate Farm Miami Twp SR 131 1,093 1,086 2,179 1,848 84.8% 7.6%
2617 Wittmer Estates Miami Twp SR 131 879 874 1,753 1,753 100.0% 7.2%
2772 Brokamp (Waterford Glen) Union Twp SR 125/Bach Buxton Rd. 177 177 354 37 10.5% 0.2%
2730 Dahlheimer N Union Twp Bach Buxton Rd./ SR 32 291 295 586 195 33.3% 0.8%
2732 Dahlheimer S Union Twp Bach Buxton Rd./ SR 32 4,241 4,302 8,543 3,086 36.1% 12.6%
2690 Daniel Court Union Twp Old SR 74/ SR 32 536 532 1,068 1,068 100.0% 4.4%
2691 Liberty Crossing (Wilfert) Union Twp Ivy Pointe Blvd. 795 798 1,593 805 50.5% 3.3%
2576 McGuire Fields (Spring Fields) Union Twp Old SR 74 239 241 480 480 100.0% 2.0%

2585&2586 Rumpke Union Twp Old SR 74/ Eastgate Blvd. 1,668 1,682 3,350 2,034 60.7% 8.3%
2775 Sedacca Union Twp Beechwood Road/ SR 32 357 353 710 329 46.3% 1.3%

Totals 24,523 24,466 48,989 24,460 49.9% 100.0%
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Maps of Select Link RID Analysis 
 
 
 



Trips were followed through the network
to see which vehicles are anticipated to use  the
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
GLENWOOD TRAIL
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
LEXINGTON RUN RID
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT ROSS ROAD

Licensed to HNTB Corporation
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT STREAMSIDE RID

Licensed to HNTB Corporation
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT VISTA MEADOWS RID

Licensed to HNTB Corporation
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
ENCLAVE AT O'BANNON RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
ESTATES AT GOSHEN PARK

Licensed to HNTB Corporation
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
SUNNYMEADE RID

Licensed to HNTB Corporation
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50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

11

215

202139

154

11
11

11
11 21

21

191
194

10

157
160

151
154

125

125128

12
5

19
18

36

80
54

12
012

4

80
54

70

128

12
8

191
194

80
80

70
66

69
80

16
1

16
4

30
30

191
193

28
28

14
10 26

26

13

22
22

79

62

40

70

27
2771

71

79

79

40

40

26
26

10

150
154



SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
SUNNYMEADE (VILLAGES OF BELMONT) RID

Licensed to HNTB Corporation
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50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

16
16

11

354

356

11

12
11

20
21

19
13

12

181
182

192
193

150
154

144
149

120

120123

12
0

16

11

3 77
53

77
53

66

123

12
3

181
182

10

1

24
27

81
83

40
38

24
27

57

54
77

76

274
275

15
4

15
8

3839

33
34

26
23

180
182

25
22

13

22
20

12

11

10

21
22

79

14 65

68

67

75

59

66

57
54

57
54

24
21

79

79

67

67

75

75

38

38

33
34

23
20

10

144
149



SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT TELFORD RID

Licensed to HNTB Corporation
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT WESTBROOK RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

10
10451
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Clermont County Transportation Improvement District 
Traffic Modeling and Simulation Task Order (PID 82578) 

February 2009  

 
 
 
 
 
 

Jackson Township 
 
 

 



SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT WHITE FARM RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd
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Clermont County Transportation Improvement District 
Traffic Modeling and Simulation Task Order (PID 82578) 

February 2009  

 
 
 
 
 
 

Miami Township 
 
 

 
 



SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT 
ATHENS TOWNHOMES RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

25
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14
13

23
23
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12

18 14
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT DEERFIELD POINTE RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

206

210

12

12
13 22
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
GATCH FARM

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

289
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
LOWES TIF

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

10
10

28
28

1717

12
12

11
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
MIAMI COMMONS CONDOS RID

Licensed to HNTB Corporation

50 vpd < Traffic Assignment < 100 vpd
100 vpd < Traffic Assignment <200 vpd
Traffic Assignment>200 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
MIDDLETON OAKS RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

23
23
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
MILLS OF MIAMI RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

2117

27
25

11

44
44
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14
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
S & S DEVELOPMENT RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

13
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
VILLAS AT TARTAN GLEN RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

21
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
WHALEN PROPERTY (WILLOWS BEND) RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

10
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
WHITE GATE FARM RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

15
15
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11
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
WITTMER ESTATES RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd

12
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12
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
BROKAMP (WATERFORD GLEN) RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT DAHLHEIMER N RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
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156
137

139

154

23
23

11
11

17

17
17

11
11

1735

24

41
44

24

24

15
24

1525

31
3430

33

20
15

1813

29
31

29
31

32
35

23
18

55
53

1727

17
27

41
44

46
49

48
51

94
78

48
51

48

51

39

17

38

19 20

51

38

11
14

11

24

24

22

27
30

20

51

51

32
35

11
14

12
13

13
15

13
15

45

23
22

23
22

17
17

1813

2
13

18
18

21
16

20
15

26

23

17

24
20

19
17

26

20

48

51

46
49

20

3

2923

38

46

2929
17
27 68

59

13
13

54

59
92

83

58
57

89
81

2828

12
1213

13

14 52

11
11

11 45

69

60

21
21

21 26

21

29

20

44 1212

1140 5214
5153

15
14

5355

86
78

29
2328

22



SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
DAHLHEIMER S RID

Licensed to HNTB Corporation

50 vpd < Traffic Assignment < 200 vpd
200 vpd < Traffic Assignment <500 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
DANIEL COURT RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
LIBERTY CROSSING (WILFERT) RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT McGUIRE FIELDS RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
Traffic Assignment>100 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
RUMPKE RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
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SELECT LINK TRAFFIC ASSIGNMENT SHOWING TRIPS ORIGINATING AND TERMINATING AT
SEDACCA RID

Licensed to HNTB Corporation

20 vpd < Traffic Assignment < 50 vpd
50 vpd < Traffic Assignment <100 vpd
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2015 Alternative #3 Synchro Results 
 
 
 



SR-32 Corridor Alternative #3
18: Bells Lane & Summerside Road 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 50 223 0 12 267 54 20 3 12 117 20 338
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 150 0 150 0 0 0 0 150
Storage Lanes 1 0 1 0 0 0 0 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.975 0.954 0.850
Flt Protected 0.950 0.950 0.972 0.959
Satd. Flow (prot) 1770 1863 0 1770 1816 0 0 1727 0 0 1786 1583
Flt Permitted 0.503 0.599 0.837 0.730
Satd. Flow (perm) 937 1863 0 1116 1816 0 0 1487 0 0 1360 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 40 40
Link Distance (ft) 3075 857 505 623
Travel Time (s) 59.9 16.7 8.6 10.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 56 248 0 13 297 60 22 3 13 130 22 376
Shared Lane Traffic (%)
Lane Group Flow (vph) 56 248 0 13 357 0 0 38 0 0 152 376
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2 1
Detector Template Left Thru Left Thru Left Thru Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Perm Perm Perm
Protected Phases 2 6 4 8
Permitted Phases 2 6 4 8 8
Detector Phase 2 2 6 6 4 4 8 8 8



SR-32 Corridor Alternative #3
18: Bells Lane & Summerside Road 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 2

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 15.0 15.0 10.0 10.0 10.0 10.0 10.0
Minimum Split (s) 20.0 20.0 20.0 20.0 15.0 15.0 15.0 15.0 15.0
Total Split (s) 35.0 35.0 0.0 35.0 35.0 0.0 40.0 40.0 0.0 40.0 40.0 40.0
Total Split (%) 46.7% 46.7% 0.0% 46.7% 46.7% 0.0% 53.3% 53.3% 0.0% 53.3% 53.3% 53.3%
Maximum Green (s) 30.0 30.0 30.0 30.0 35.0 35.0 35.0 35.0 35.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max C-Max C-Max None None None None None
Act Effct Green (s) 41.1 41.1 41.1 41.1 23.9 23.9 23.9
Actuated g/C Ratio 0.55 0.55 0.55 0.55 0.32 0.32 0.32
v/c Ratio 0.11 0.24 0.02 0.36 0.08 0.35 0.74
Control Delay 5.9 5.8 11.0 12.5 15.4 20.2 31.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 5.9 5.8 11.0 12.5 15.4 20.2 31.4
LOS A A B B B C C
Approach Delay 5.8 12.5 15.4 28.2
Approach LOS A B B C

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 8 (11%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.74
Intersection Signal Delay: 17.6 Intersection LOS: B
Intersection Capacity Utilization 59.1% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     18: Bells Lane & Summerside Road



SR-32 Corridor Alternative #3
45: SR 32 & East U-turn 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 3

Lane Group EBU EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 156 0 1748 1197 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.97 1.00 0.91 0.91 1.00 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 3433 0 5085 5085 0 0 0
Flt Permitted 0.950
Satd. Flow (perm) 3433 0 5085 5085 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 734 1281 223
Travel Time (s) 9.1 15.9 2.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 173 0 1942 1330 0 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 173 0 1942 1330 0 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment R NA Left Left Left Right Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 9 15 9
Number of Detectors 1 2 2
Detector Template Left Thru Thru
Leading Detector (ft) 20 100 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 20 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 15 Free 14
Permitted Phases
Detector Phase 15 14
Switch Phase
Minimum Initial (s) 7.0 15.0
Minimum Split (s) 13.5 21.5



SR-32 Corridor Alternative #3
45: SR 32 & East U-turn 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 4

Lane Group EBU EBL EBT WBT WBR SBL SBR
Total Split (s) 22.0 0.0 0.0 53.0 0.0 0.0 0.0
Total Split (%) 29.3% 0.0% 0.0% 70.7% 0.0% 0.0% 0.0%
Maximum Green (s) 15.5 46.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode None C-Max
Act Effct Green (s) 9.2 75.0 52.8
Actuated g/C Ratio 0.12 1.00 0.70
v/c Ratio 0.41 0.38 0.37
Control Delay 31.2 0.2 2.4
Queue Delay 0.0 0.0 0.0
Total Delay 31.2 0.2 2.4
LOS C A A
Approach Delay 2.7 2.4
Approach LOS A A

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 16 (21%), Referenced to phase 14:WBT, Start of Yellow
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.41
Intersection Signal Delay: 2.6 Intersection LOS: A
Intersection Capacity Utilization 39.8% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     45: SR 32 & East U-turn



SR-32 Corridor Alternative #3
47: SR 32 & West U-turn 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 5

Lane Group SET SER NWU NWL NWT NEL NER
Lane Configurations
Volume (vph) 1090 0 564 0 1042 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 1.00 1.00 1.00 0.91 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 5085 0 1770 0 5085 0 0
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 1770 0 5085 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 230 817 239
Travel Time (s) 2.9 10.1 3.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1211 0 627 0 1158 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 1211 0 627 0 1158 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment Left Right R NA Left Left Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9
Number of Detectors 2 1 2
Detector Template Thru Left Thru
Leading Detector (ft) 100 20 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 3 Free
Permitted Phases
Detector Phase 2 3
Switch Phase
Minimum Initial (s) 15.0 7.0
Minimum Split (s) 21.5 13.5



SR-32 Corridor Alternative #3
47: SR 32 & West U-turn 12/18/2008

2015 AM Peak Hour Synchro 7 -  Report
%user_name% Page 6

Lane Group SET SER NWU NWL NWT NEL NER
Total Split (s) 31.0 0.0 44.0 0.0 0.0 0.0 0.0
Total Split (%) 41.3% 0.0% 58.7% 0.0% 0.0% 0.0% 0.0%
Maximum Green (s) 24.5 37.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 6.5 4.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode C-Max None
Act Effct Green (s) 30.2 31.8 75.0
Actuated g/C Ratio 0.40 0.42 1.00
v/c Ratio 0.59 0.84 0.23
Control Delay 20.1 27.3 0.1
Queue Delay 0.0 0.0 0.0
Total Delay 20.1 27.3 0.1
LOS C C A
Approach Delay 20.1 9.6
Approach LOS C A

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 68 (91%), Referenced to phase 2:SET, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.84
Intersection Signal Delay: 13.9 Intersection LOS: B
Intersection Capacity Utilization 61.1% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     47: SR 32 & West U-turn
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 25 1238 244 84 1759 81 445 150 39 38 158 133
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 200 0 200 200 200 200
Storage Lanes 1 0 1 0 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.95 0.95 1.00 0.95 0.95 0.97 1.00 1.00 0.97 1.00 1.00
Frt 0.975 0.993 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 3451 0 1770 3514 0 3433 1863 1583 3433 1863 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 1770 3451 0 1770 3514 0 3433 1863 1583 3433 1863 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 30 25
Link Distance (ft) 4471 2042 1407 533
Travel Time (s) 55.4 25.3 32.0 14.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 28 1376 271 93 1954 90 494 167 43 42 176 148
Shared Lane Traffic (%)
Lane Group Flow (vph) 28 1647 0 93 2044 0 494 167 43 42 176 148
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 1 2 1
Detector Template Left Thru Left Thru Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot Prot Prot pm+ov Prot Perm
Protected Phases 5 2 1 6 7 4 1 3 8
Permitted Phases 4 8
Detector Phase 5 2 1 6 7 4 1 3 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 15.0 7.0 10.0 7.0 7.0 10.0 10.0
Minimum Split (s) 13.5 21.5 13.5 21.5 13.5 16.5 13.5 13.5 16.5 16.5
Total Split (s) 13.5 67.4 0.0 13.6 67.5 0.0 22.0 25.5 13.6 13.5 17.0 17.0
Total Split (%) 11.3% 56.2% 0.0% 11.3% 56.3% 0.0% 18.3% 21.3% 11.3% 11.3% 14.2% 14.2%
Maximum Green (s) 7.0 60.9 7.1 61.0 15.5 19.0 7.1 7.0 10.5 10.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 4.0 6.5 6.5 4.0 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lead Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None None
Act Effct Green (s) 7.0 60.9 7.1 66.4 15.5 21.7 35.3 7.0 10.5 10.5
Actuated g/C Ratio 0.06 0.51 0.06 0.55 0.13 0.18 0.29 0.06 0.09 0.09
v/c Ratio 0.27 0.94 0.89 1.05 1.12 0.50 0.09 0.21 1.08 1.06
Control Delay 66.8 19.4 117.5 63.0 125.6 51.5 33.6 56.6 144.7 146.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 66.8 19.4 117.5 63.0 125.6 51.5 33.6 56.6 144.7 146.7
LOS E B F E F D C E F F
Approach Delay 20.2 65.4 102.4 135.4
Approach LOS C E F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 69 (58%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.12
Intersection Signal Delay: 60.5 Intersection LOS: E
Intersection Capacity Utilization 99.7% ICU Level of Service F
Analysis Period (min) 15

Splits and Phases:     1174: SR 32 & Elick Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 5 26 65 0 151 129 67 188 36 171 409 24
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 500 0 150 0
Storage Lanes 0 1 1 1 1 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 0.97 0.95 0.95
Frt 0.850 0.850 0.850 0.992
Flt Protected 0.992 0.950 0.950
Satd. Flow (prot) 0 1848 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Flt Permitted 0.940 0.950 0.950
Satd. Flow (perm) 0 1751 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 383 334 517 760
Travel Time (s) 7.5 6.5 7.8 11.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 6 29 72 0 168 143 74 209 40 190 454 27
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 35 72 0 168 143 74 209 40 190 481 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm pm+ov Perm pm+ov Prot Perm Prot
Protected Phases 4 5 8 1 5 2 1 6
Permitted Phases 4 4 8 8 2
Detector Phase 4 4 5 8 8 1 5 2 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 10.0 10.0 7.0 10.0 10.0 7.0 7.0 15.0 15.0 7.0 15.0
Minimum Split (s) 15.0 15.0 12.0 15.0 15.0 12.0 12.0 20.0 20.0 12.0 20.0
Total Split (s) 27.0 27.0 16.0 27.0 27.0 19.0 16.0 29.0 29.0 19.0 32.0 0.0
Total Split (%) 36.0% 36.0% 21.3% 36.0% 36.0% 25.3% 21.3% 38.7% 38.7% 25.3% 42.7% 0.0%
Maximum Green (s) 22.0 22.0 11.0 22.0 22.0 14.0 11.0 24.0 24.0 14.0 27.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lead Lead Lag Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None None C-Max C-Max None C-Max
Act Effct Green (s) 12.5 25.0 12.5 27.0 7.5 38.0 38.0 9.5 42.4
Actuated g/C Ratio 0.17 0.33 0.17 0.36 0.10 0.51 0.51 0.13 0.57
v/c Ratio 0.12 0.14 0.54 0.25 0.22 0.12 0.05 0.44 0.24
Control Delay 26.1 17.0 20.2 4.7 40.3 8.1 8.4 39.2 5.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 26.1 17.0 20.2 4.7 40.3 8.1 8.4 39.2 5.0
LOS C B C A D A A D A
Approach Delay 20.0 13.0 15.5 14.7
Approach LOS B B B B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 1 (1%), Referenced to phase 2:NBT and 6:SBT, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.54
Intersection Signal Delay: 14.9 Intersection LOS: B
Intersection Capacity Utilization 41.3% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     2083: Eastgate North Drive & Eastgate Boulevard
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Lane Group EBT EBR EBR2 WBL WBT NBL NBR NEL NER
Lane Configurations
Volume (vph) 32 0 232 108 14 250 115 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 0 0 0
Storage Lanes 0 0 1 0 0 0
Taper Length (ft) 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 1.00
Frt 0.882 0.953
Flt Protected 0.958 0.967
Satd. Flow (prot) 1643 0 0 0 1785 3330 0 0 0
Flt Permitted 0.604 0.967
Satd. Flow (perm) 1643 0 0 0 1125 3330 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 660 369 867 247
Travel Time (s) 12.9 7.2 13.1 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 36 0 258 120 16 278 128 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 294 0 0 0 136 406 0 0 0
Enter Blocked Intersection No No No No No No No No No
Lane Alignment Left Right Right Left Left Left Right Left Right
Median Width(ft) 0 0 24 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9 15 9
Turn Type Perm
Protected Phases 2 2 4
Permitted Phases 2 2
Minimum Split (s) 12.0 12.0 12.0 12.0
Total Split (s) 44.0 0.0 0.0 44.0 44.0 31.0 0.0 0.0 0.0
Total Split (%) 58.7% 0.0% 0.0% 58.7% 58.7% 41.3% 0.0% 0.0% 0.0%
Maximum Green (s) 39.0 39.0 39.0 26.0
Yellow Time (s) 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 4.0 5.0 5.0 5.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Act Effct Green (s) 39.0 39.0 26.0
Actuated g/C Ratio 0.52 0.52 0.35
v/c Ratio 0.34 0.23 0.35
Control Delay 6.5 11.2 19.3
Queue Delay 0.0 0.0 0.0
Total Delay 6.5 11.2 19.3
LOS A B B
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Lane Group EBT EBR EBR2 WBL WBT NBL NBR NEL NER
Approach Delay 6.5 11.2 19.3
Approach LOS A B B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 61 (81%), Referenced to phase 2:EBWB, Start of Yellow
Natural Cycle: 40
Control Type: Pretimed
Maximum v/c Ratio: 0.35
Intersection Signal Delay: 13.5 Intersection LOS: B
Intersection Capacity Utilization 46.0% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     3003: Eastgate North Drive & SR 32 WB off-Ramp
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1482 1651 0 185 318
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 0.91 0.91 1.00 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 0 5085 5085 0 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 0 5085 5085 0 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 1886 626 1042
Travel Time (s) 23.4 7.8 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 1647 1834 0 206 353
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 1647 1834 0 206 353
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right L NA R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBL EBT WBT WBR SBL SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 0.0 42.0 42.0 0.0 33.0 33.0
Total Split (%) 0.0% 56.0% 56.0% 0.0% 44.0% 44.0%
Maximum Green (s) 35.5 35.5 26.5 26.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 6.5 6.5 4.0 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max Max Max
Act Effct Green (s) 35.5 35.5 26.5 26.5
Actuated g/C Ratio 0.47 0.47 0.35 0.35
v/c Ratio 0.68 0.76 0.17 0.63
Control Delay 10.9 17.1 17.2 26.3
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 10.9 17.1 17.2 26.3
LOS B B B C
Approach Delay 10.9 17.1 22.9
Approach LOS B B C

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 44 (59%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 45
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.76
Intersection Signal Delay: 15.4 Intersection LOS: B
Intersection Capacity Utilization 73.0% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     4105: SR 32 & I-275 SB Off-Ramp
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Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 1667 0 0 1902 335 307
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 5085 0 0 3539 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 0 3539 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 693 767 1044
Travel Time (s) 8.6 9.5 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1852 0 0 2113 372 341
Shared Lane Traffic (%)
Lane Group Flow (vph) 1852 0 0 2113 372 341
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBT EBR WBL WBT NBL NBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 52.0 0.0 0.0 52.0 23.0 23.0
Total Split (%) 69.3% 0.0% 0.0% 69.3% 30.7% 30.7%
Maximum Green (s) 45.5 45.5 16.5 16.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max None None
Act Effct Green (s) 45.5 45.5 16.5 16.5
Actuated g/C Ratio 0.61 0.61 0.22 0.22
v/c Ratio 0.60 0.98 0.49 0.98
Control Delay 6.3 32.0 28.2 75.9
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 6.3 32.0 28.2 75.9
LOS A C C E
Approach Delay 6.3 32.0 51.0
Approach LOS A C D

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 49 (65%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.98
Intersection Signal Delay: 24.7 Intersection LOS: C
Intersection Capacity Utilization 73.0% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     4107: SR 32 & I-275 NB Off-Ramp
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1820 2529 365 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 1.00 0.86 0.91 1.00 1.00 1.00
Frt 0.850
Flt Protected
Satd. Flow (prot) 0 6408 5085 1583 0 0
Flt Permitted
Satd. Flow (perm) 0 6408 5085 1583 0 0
Link Speed (mph) 55 55 45
Link Distance (ft) 1427 410 867
Travel Time (s) 17.7 5.1 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2022 2810 406 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2022 2810 406 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 45 15 9
Sign Control Free Free Stop

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 73.2% ICU Level of Service D
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 41 13 10 48 7 107 17 435 25 60 945 60
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 100 200 0 200 200 250 200
Storage Lanes 2 1 1 1 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.934 0.869 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3306 0 1770 1538 1504 1770 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.634 0.227 0.950
Satd. Flow (perm) 3433 3306 0 1181 1538 1504 423 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 258 714 918 569
Travel Time (s) 5.0 13.9 13.9 8.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 46 14 11 53 8 119 19 483 28 67 1050 67
Shared Lane Traffic (%) 47%
Lane Group Flow (vph) 46 25 0 53 64 63 19 483 28 67 1050 67
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+pt pm+ov pm+pt pm+ov Prot pm+ov
Protected Phases 3 8 7 4 1 5 2 7 1 6 3
Permitted Phases 4 4 2 2 6
Detector Phase 3 8 7 4 1 5 2 7 1 6 3
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 7.0 15.0 7.0 7.0 15.0 7.0
Minimum Split (s) 12.0 15.0 12.0 15.0 12.0 12.0 20.0 12.0 12.0 20.0 12.0
Total Split (s) 12.0 15.0 0.0 12.0 15.0 12.0 12.0 36.0 12.0 12.0 36.0 12.0
Total Split (%) 16.0% 20.0% 0.0% 16.0% 20.0% 16.0% 16.0% 48.0% 16.0% 16.0% 48.0% 16.0%
Maximum Green (s) 7.0 10.0 7.0 10.0 7.0 7.0 31.0 7.0 7.0 31.0 7.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max None
Act Effct Green (s) 7.6 10.0 14.0 10.0 16.0 46.8 42.2 54.8 7.0 49.4 60.6
Actuated g/C Ratio 0.10 0.13 0.19 0.13 0.21 0.62 0.56 0.73 0.09 0.66 0.81
v/c Ratio 0.13 0.06 0.18 0.31 0.20 0.05 0.24 0.02 0.21 0.45 0.05
Control Delay 32.1 28.8 22.3 34.0 22.7 10.0 14.3 3.6 37.4 5.4 2.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 32.1 28.8 22.3 34.0 22.7 10.0 14.3 3.6 37.4 5.4 2.3
LOS C C C C C A B A D A A
Approach Delay 30.9 26.6 13.6 7.1
Approach LOS C C B A

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 31 (41%), Referenced to phase 2:NBTL and 6:SBT, Start of Yellow
Natural Cycle: 65
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.45
Intersection Signal Delay: 11.5 Intersection LOS: B
Intersection Capacity Utilization 43.8% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     4125: Clepper Drive & Eastgate Boulevard
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Lane Group EBT EBR WBL WBT NWL NWR
Lane Configurations
Volume (vph) 1104 870 0 2529 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 0.91 1.00 0.95 1.00 1.00
Frt 0.971 0.850
Flt Protected
Satd. Flow (prot) 3292 1441 0 3539 0 0
Flt Permitted
Satd. Flow (perm) 3292 1441 0 3539 0 0
Link Speed (mph) 55 55 55
Link Distance (ft) 767 462 1392
Travel Time (s) 9.5 5.7 17.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1227 967 0 2810 0 0
Shared Lane Traffic (%) 31%
Lane Group Flow (vph) 1527 667 0 2810 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 45 15 15 9
Sign Control Free Free Yield

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 73.2% ICU Level of Service D
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 252 0 618 0 0 0 0 508 79 64 294 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 0 0 0 0 200 0
Storage Lanes 1 1 0 0 0 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 1.00 0.88 1.00 1.00 1.00 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 1392 602 569 862
Travel Time (s) 17.3 7.5 8.6 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 280 0 687 0 0 0 0 564 88 71 327 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 280 0 687 0 0 0 0 564 88 71 327 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 1 2 1 1 2
Detector Template Left Right Thru Right Left Thru
Leading Detector (ft) 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0
Detector 1 Size(ft) 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Perm Prot
Protected Phases 6 6 4 3 8
Permitted Phases 4
Detector Phase 6 6 4 4 3 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 36.0 0.0 36.0 0.0 0.0 0.0 0.0 27.0 27.0 12.0 39.0 0.0
Total Split (%) 48.0% 0.0% 48.0% 0.0% 0.0% 0.0% 0.0% 36.0% 36.0% 16.0% 52.0% 0.0%
Maximum Green (s) 31.0 31.0 22.0 22.0 7.0 34.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 5.0 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 24.7 24.7 30.6 30.6 7.1 40.3
Actuated g/C Ratio 0.33 0.33 0.41 0.41 0.09 0.54
v/c Ratio 0.25 0.75 0.39 0.14 0.22 0.17
Control Delay 11.0 17.7 15.6 14.5 25.3 11.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 11.0 17.7 15.6 14.5 25.3 11.0
LOS B B B B C B
Approach Delay 15.5 13.6
Approach LOS B B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 46 (61%), Referenced to phase 4:NBT and 8:SBT, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.75
Intersection Signal Delay: 15.2 Intersection LOS: B
Intersection Capacity Utilization 38.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6501: SR 32 EB Off-Ramp & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 47 5 5 46 30 141 13 281 62 83 782 103
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 0 50 50 0 0 0
Storage Lanes 1 0 0 1 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.925 0.850 0.973 0.983
Flt Protected 0.950 0.971 0.950 0.950
Satd. Flow (prot) 1770 1723 0 0 1809 1583 1770 1812 0 1770 1831 0
Flt Permitted 0.432 0.807 0.112 0.397
Satd. Flow (perm) 805 1723 0 0 1503 1583 209 1812 0 740 1831 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 1434 1732 536 918
Travel Time (s) 27.9 33.7 8.1 13.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 52 6 6 51 33 157 14 312 69 92 869 114
Shared Lane Traffic (%)
Lane Group Flow (vph) 52 12 0 0 84 157 14 381 0 92 983 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 1 2 1 2
Detector Template Left Thru Left Thru Right Left Thru Left Thru
Leading Detector (ft) 20 100 20 100 20 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt Perm pm+ov pm+pt pm+pt
Protected Phases 3 8 4 1 5 2 1 6
Permitted Phases 8 4 4 2 6
Detector Phase 3 8 4 4 1 5 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 10.0 10.0 7.0 7.0 15.0 7.0 15.0
Minimum Split (s) 12.0 15.0 15.0 15.0 12.0 12.0 20.0 12.0 20.0
Total Split (s) 12.0 27.0 0.0 15.0 15.0 12.0 12.0 36.0 0.0 12.0 36.0 0.0
Total Split (%) 16.0% 36.0% 0.0% 20.0% 20.0% 16.0% 16.0% 48.0% 0.0% 16.0% 48.0% 0.0%
Maximum Green (s) 7.0 22.0 10.0 10.0 7.0 7.0 31.0 7.0 31.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lag Lead Lead Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None C-Max
Act Effct Green (s) 16.6 17.2 10.0 19.1 45.7 38.7 49.8 49.4
Actuated g/C Ratio 0.22 0.23 0.13 0.25 0.61 0.52 0.66 0.66
v/c Ratio 0.19 0.03 0.42 0.39 0.05 0.41 0.16 0.82
Control Delay 22.2 19.2 37.0 24.9 7.5 15.7 2.2 16.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 22.2 19.2 37.0 24.9 7.5 15.7 2.2 16.1
LOS C B D C A B A B
Approach Delay 21.6 29.1 15.4 14.9
Approach LOS C C B B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 42 (56%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.82
Intersection Signal Delay: 17.2 Intersection LOS: B
Intersection Capacity Utilization 76.5% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     6504: Aicholtz Road & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 304 1349 285 245 2045 132 341 185 100 54 275 593
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 225 200 0 200 200
Storage Lanes 1 1 2 1 2 1 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 871 4471 1353 813
Travel Time (s) 10.8 55.4 20.5 12.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 338 1499 317 272 2272 147 379 206 111 60 306 659
Shared Lane Traffic (%)
Lane Group Flow (vph) 338 1499 317 272 2272 147 379 206 111 60 306 659
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 7 1 6 3 7 4 1 3 8 5
Permitted Phases 2 6 4 8
Detector Phase 5 2 2 1 6 6 7 4 4 3 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 10.0 7.0 7.0 10.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 16.5 13.5 13.5 16.5 13.5
Total Split (s) 25.0 67.6 17.0 18.9 61.5 13.6 17.0 19.9 18.9 13.6 16.5 25.0
Total Split (%) 20.8% 56.3% 14.2% 15.8% 51.3% 11.3% 14.2% 16.6% 15.8% 11.3% 13.8% 20.8%
Maximum Green (s) 18.5 61.1 10.5 12.4 55.0 7.1 10.5 13.4 12.4 7.1 10.0 18.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 16.4 61.4 78.4 12.1 57.1 68.0 10.5 16.1 34.8 7.1 10.0 32.9
Actuated g/C Ratio 0.14 0.51 0.65 0.10 0.48 0.57 0.09 0.13 0.29 0.06 0.08 0.27
v/c Ratio 0.72 0.83 0.31 0.78 1.35 0.16 1.26 0.43 0.24 0.30 1.04 1.52
Control Delay 58.8 29.9 10.1 61.5 181.0 7.8 186.7 52.3 35.7 58.1 115.8 277.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 58.8 29.9 10.1 61.5 181.0 7.8 186.7 52.3 35.7 58.1 115.8 277.8
LOS E C B E F A F D D E F F
Approach Delay 31.5 159.5 122.8 216.6
Approach LOS C F F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 26 (22%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.52
Intersection Signal Delay: 122.5 Intersection LOS: F
Intersection Capacity Utilization 119.2% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6505: SR 32 & Glen Este-Withamsville Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 6 131 114 343 383 9 92 21 33 19 64 41
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 120 0 120 0 0 0
Storage Lanes 1 1 1 0 1 1 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.997 0.850 0.941
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1863 1583 1770 1857 0 1770 1863 1583 1770 1753 0
Flt Permitted 0.509 0.504 0.527 0.742
Satd. Flow (perm) 948 1863 1583 939 1857 0 982 1863 1583 1382 1753 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 45 45 35
Link Distance (ft) 1144 624 1100 191
Travel Time (s) 17.3 9.5 16.7 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 7 146 127 381 426 10 102 23 37 21 71 46
Shared Lane Traffic (%)
Lane Group Flow (vph) 7 146 127 381 436 0 102 23 37 21 117 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 12 12
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 2 1 1 2
Detector Template Left Thru Right Left Thru Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+ov pm+pt pm+pt pm+ov pm+pt
Protected Phases 7 4 5 3 8 5 2 3 1 6
Permitted Phases 4 4 8 2 2 6
Detector Phase 7 4 5 3 8 5 2 3 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 7.0 10.0 7.0 15.0 7.0 7.0 15.0
Minimum Split (s) 12.0 15.0 12.0 12.0 15.0 12.0 20.0 12.0 12.0 20.0
Total Split (s) 12.0 23.0 12.0 20.0 31.0 0.0 12.0 20.0 20.0 12.0 20.0 0.0
Total Split (%) 16.0% 30.7% 16.0% 26.7% 41.3% 0.0% 16.0% 26.7% 26.7% 16.0% 26.7% 0.0%
Maximum Green (s) 7.0 18.0 7.0 15.0 26.0 7.0 15.0 15.0 7.0 15.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lead Lag Lead Lag Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max
Act Effct Green (s) 19.4 12.4 25.0 32.1 29.7 31.3 28.1 47.8 27.3 20.3
Actuated g/C Ratio 0.26 0.17 0.33 0.43 0.40 0.42 0.37 0.64 0.36 0.27
v/c Ratio 0.02 0.47 0.24 0.67 0.59 0.21 0.03 0.04 0.04 0.25
Control Delay 11.8 32.9 18.5 21.7 22.2 9.4 13.6 7.8 14.3 24.8
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 11.8 32.9 18.5 21.7 22.2 9.4 13.6 7.8 14.3 24.8
LOS B C B C C A B A B C
Approach Delay 25.8 21.9 9.6 23.2
Approach LOS C C A C

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 11 (15%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 65
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.67
Intersection Signal Delay: 21.4 Intersection LOS: C
Intersection Capacity Utilization 52.3% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6512: Cincinnati-Batavia Pike & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 3 14 59 19 2 11 174 165 20 27 405 20
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 400 0 200 0
Storage Lanes 0 1 2 1 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 0.97 1.00 1.00 1.00 0.95 0.95 1.00 0.95 0.95
Frt 0.850 0.850 0.984 0.993
Flt Protected 0.992 0.950 0.950 0.950
Satd. Flow (prot) 0 1848 1583 3433 1863 1583 1770 3483 0 1770 3514 0
Flt Permitted 0.954 0.950 0.482 0.623
Satd. Flow (perm) 0 1777 1583 3433 1863 1583 898 3483 0 1160 3514 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 588 419 760 1100
Travel Time (s) 7.3 5.2 11.5 16.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 3 16 66 21 2 12 193 183 22 30 450 22
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 19 66 21 2 12 193 205 0 30 472 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Perm Perm Perm
Protected Phases 4 3 8 2 6
Permitted Phases 4 4 8 2 6
Detector Phase 4 4 4 3 8 8 2 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 15.0 15.0 15.0 13.0 28.0 28.0 47.0 47.0 0.0 47.0 47.0 0.0
Total Split (%) 20.0% 20.0% 20.0% 17.3% 37.3% 37.3% 62.7% 62.7% 0.0% 62.7% 62.7% 0.0%
Maximum Green (s) 10.0 10.0 10.0 8.0 23.0 23.0 42.0 42.0 42.0 42.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 8.7 8.7 7.0 13.5 13.5 54.9 54.9 54.9 54.9
Actuated g/C Ratio 0.12 0.12 0.09 0.18 0.18 0.73 0.73 0.73 0.73
v/c Ratio 0.09 0.36 0.07 0.01 0.04 0.29 0.08 0.04 0.18
Control Delay 29.6 35.7 31.6 19.5 20.6 5.6 3.3 2.4 2.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 29.6 35.7 31.6 19.5 20.6 5.6 3.3 2.4 2.1
LOS C D C B C A A A A
Approach Delay 34.4 27.2 4.4 2.1
Approach LOS C C A A

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 1 (1%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 45
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.36
Intersection Signal Delay: 6.5 Intersection LOS: A
Intersection Capacity Utilization 41.2% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6513: Eastgate Boulevard & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 120 1353 181 232 839 282 0 0 551 0 0 767
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 0 500 0 500 0
Storage Lanes 1 1 1 1 2 3 1 2
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 0.76 1.00 1.00 0.88
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 817 734 2631 3075
Travel Time (s) 10.1 9.1 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 133 1503 201 258 932 313 0 0 612 0 0 852
Shared Lane Traffic (%)
Lane Group Flow (vph) 133 1503 201 258 932 313 0 0 612 0 0 852
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 1
Detector Template Left Thru Right Left Thru Right Right Right
Leading Detector (ft) 20 100 20 20 100 20 20 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Prot custom Over Over
Protected Phases 11 10 10 7 6 6 7 11
Permitted Phases 11 7
Detector Phase 11 10 10 7 6 6 7 11
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 15.0 7.0 15.0 15.0 7.0 7.0
Minimum Split (s) 13.5 21.5 21.5 13.5 21.5 21.5 13.5 13.5
Total Split (s) 39.0 36.0 36.0 39.0 36.0 36.0 0.0 0.0 39.0 0.0 0.0 39.0
Total Split (%) 52.0% 48.0% 48.0% 52.0% 48.0% 48.0% 0.0% 0.0% 52.0% 0.0% 0.0% 52.0%
Maximum Green (s) 32.5 29.5 29.5 32.5 29.5 29.5 32.5 32.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 4.0 4.0 6.5 4.0 4.0 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None Max Max None C-Max C-Max None None
Act Effct Green (s) 28.3 33.7 75.0 28.3 33.7 75.0 28.3 28.3
Actuated g/C Ratio 0.38 0.45 1.00 0.38 0.45 1.00 0.38 0.38
v/c Ratio 0.20 0.66 0.13 0.39 0.41 0.20 0.45 0.81
Control Delay 18.0 10.2 0.1 18.5 12.9 0.3 18.1 23.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 18.0 10.2 0.1 18.5 12.9 0.3 18.1 23.3
LOS B B A B B A B C
Approach Delay 9.6 11.2
Approach LOS A B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 0 (0%), Referenced to phase 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.81
Intersection Signal Delay: 13.6 Intersection LOS: B
Intersection Capacity Utilization 53.9% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 310 481 7 14 301 87 21 18 20 217 12 132
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 150 0 150 0 0 0 0 150
Storage Lanes 1 0 1 0 0 0 0 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.998 0.966 0.954 0.850
Flt Protected 0.950 0.950 0.983 0.955
Satd. Flow (prot) 1770 1859 0 1770 1799 0 0 1747 0 0 1779 1583
Flt Permitted 0.468 0.392 0.850 0.728
Satd. Flow (perm) 872 1859 0 730 1799 0 0 1510 0 0 1356 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 40 40
Link Distance (ft) 3075 857 505 623
Travel Time (s) 59.9 16.7 8.6 10.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 344 534 8 16 334 97 23 20 22 241 13 147
Shared Lane Traffic (%)
Lane Group Flow (vph) 344 542 0 16 431 0 0 65 0 0 254 147
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2 1
Detector Template Left Thru Left Thru Left Thru Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Perm Perm Perm
Protected Phases 2 6 4 8
Permitted Phases 2 6 4 8 8
Detector Phase 2 2 6 6 4 4 8 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 15.0 15.0 10.0 10.0 10.0 10.0 10.0
Minimum Split (s) 20.0 20.0 20.0 20.0 15.0 15.0 15.0 15.0 15.0
Total Split (s) 59.0 59.0 0.0 59.0 59.0 0.0 31.0 31.0 0.0 31.0 31.0 31.0
Total Split (%) 65.6% 65.6% 0.0% 65.6% 65.6% 0.0% 34.4% 34.4% 0.0% 34.4% 34.4% 34.4%
Maximum Green (s) 54.0 54.0 54.0 54.0 26.0 26.0 26.0 26.0 26.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode Max Max Max Max None None None None None
Act Effct Green (s) 54.2 54.2 54.2 54.2 20.8 20.8 20.8
Actuated g/C Ratio 0.64 0.64 0.64 0.64 0.24 0.24 0.24
v/c Ratio 0.62 0.46 0.03 0.38 0.18 0.77 0.38
Control Delay 16.7 10.3 7.4 9.3 25.8 45.6 29.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 16.7 10.3 7.4 9.3 25.8 45.6 29.3
LOS B B A A C D C
Approach Delay 12.8 9.3 25.8 39.6
Approach LOS B A C D

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 85
Natural Cycle: 60
Control Type: Semi Act-Uncoord
Maximum v/c Ratio: 0.77
Intersection Signal Delay: 18.4 Intersection LOS: B
Intersection Capacity Utilization 70.1% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     18: Bells Lane & Summerside Road



SR-32 Corridor Alternative #3
45: SR 32 & East U-turn 12/18/2008

2015 PM Peak Hour Synchro 7 -  Report
%user_name% Page 3

Lane Group EBU EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 605 0 1958 2212 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.97 1.00 0.91 0.91 1.00 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 3433 0 5085 5085 0 0 0
Flt Permitted 0.950
Satd. Flow (perm) 3433 0 5085 5085 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 734 1281 223
Travel Time (s) 9.1 15.9 2.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 672 0 2176 2458 0 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 672 0 2176 2458 0 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment R NA Left Left Left Right Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 9 15 9
Number of Detectors 1 2 2
Detector Template Left Thru Thru
Leading Detector (ft) 20 100 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 20 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 15 Free 14
Permitted Phases
Detector Phase 15 14
Switch Phase
Minimum Initial (s) 7.0 15.0
Minimum Split (s) 13.5 21.5
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Lane Group EBU EBL EBT WBT WBR SBL SBR
Total Split (s) 26.0 0.0 0.0 49.0 0.0 0.0 0.0
Total Split (%) 34.7% 0.0% 0.0% 65.3% 0.0% 0.0% 0.0%
Maximum Green (s) 19.5 42.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode None C-Max
Act Effct Green (s) 18.2 75.0 43.8
Actuated g/C Ratio 0.24 1.00 0.58
v/c Ratio 0.81 0.43 0.83
Control Delay 27.8 0.1 6.7
Queue Delay 0.0 0.0 0.0
Total Delay 27.8 0.1 6.7
LOS C A A
Approach Delay 6.7 6.7
Approach LOS A A

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 11 (15%), Referenced to phase 14:WBT, Start of Yellow
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.83
Intersection Signal Delay: 6.7 Intersection LOS: A
Intersection Capacity Utilization 70.8% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     45: SR 32 & East U-turn
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Lane Group SET SER NWU NWL NWT NEL NER
Lane Configurations
Volume (vph) 1867 0 617 0 1317 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 1.00 1.00 1.00 0.91 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 5085 0 1770 0 5085 0 0
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 1770 0 5085 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 230 817 239
Travel Time (s) 2.9 10.1 3.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2074 0 686 0 1463 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 2074 0 686 0 1463 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment Left Right R NA Left Left Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9
Number of Detectors 2 1 2
Detector Template Thru Left Thru
Leading Detector (ft) 100 20 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 3 Free
Permitted Phases
Detector Phase 2 3
Switch Phase
Minimum Initial (s) 15.0 7.0
Minimum Split (s) 21.5 13.5
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Lane Group SET SER NWU NWL NWT NEL NER
Total Split (s) 38.4 0.0 36.6 0.0 0.0 0.0 0.0
Total Split (%) 51.2% 0.0% 48.8% 0.0% 0.0% 0.0% 0.0%
Maximum Green (s) 31.9 30.1
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 6.5 4.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode C-Max None
Act Effct Green (s) 32.0 30.0 75.0
Actuated g/C Ratio 0.43 0.40 1.00
v/c Ratio 0.96 0.97 0.29
Control Delay 33.5 45.5 0.1
Queue Delay 0.0 0.0 0.0
Total Delay 33.5 45.5 0.1
LOS C D A
Approach Delay 33.5 14.6
Approach LOS C B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 67 (89%), Referenced to phase 2:SET, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.97
Intersection Signal Delay: 23.9 Intersection LOS: C
Intersection Capacity Utilization 79.0% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     47: SR 32 & West U-turn
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 67 2101 316 84 1550 53 417 284 241 215 222 110
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 200 0 200 200 200 200
Storage Lanes 1 0 1 0 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.95 0.95 1.00 0.95 0.95 0.97 1.00 1.00 0.97 1.00 1.00
Frt 0.980 0.995 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 3468 0 1770 3522 0 3433 1863 1583 3433 1863 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 1770 3468 0 1770 3522 0 3433 1863 1583 3433 1863 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 30 25
Link Distance (ft) 4471 2042 1407 533
Travel Time (s) 55.4 25.3 32.0 14.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 74 2334 351 93 1722 59 463 316 268 239 247 122
Shared Lane Traffic (%)
Lane Group Flow (vph) 74 2685 0 93 1781 0 463 316 268 239 247 122
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 1 2 1
Detector Template Left Thru Left Thru Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot Prot Prot pm+ov Prot pm+ov
Protected Phases 5 2 1 6 7 4 1 3 8 5
Permitted Phases 4 8
Detector Phase 5 2 1 6 7 4 1 3 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 15.0 7.0 10.0 7.0 7.0 10.0 7.0
Minimum Split (s) 13.5 21.5 13.5 21.5 13.5 16.5 13.5 13.5 16.5 13.5
Total Split (s) 13.5 69.5 0.0 13.5 69.5 0.0 18.0 23.0 13.5 14.0 19.0 13.5
Total Split (%) 11.3% 57.9% 0.0% 11.3% 57.9% 0.0% 15.0% 19.2% 11.3% 11.7% 15.8% 11.3%
Maximum Green (s) 7.0 63.0 7.0 63.0 11.5 16.5 7.0 7.5 12.5 7.0
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 4.0 6.5 6.5 4.0 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None None
Act Effct Green (s) 7.0 63.0 7.0 63.0 11.5 16.5 30.0 7.5 12.5 26.0
Actuated g/C Ratio 0.06 0.52 0.06 0.52 0.10 0.14 0.25 0.06 0.10 0.22
v/c Ratio 0.72 1.47 0.90 0.96 1.41 1.23 0.68 1.11 1.27 0.36
Control Delay 63.5 232.5 121.9 41.7 240.3 177.8 50.4 145.6 200.2 43.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 63.5 232.5 121.9 41.7 240.3 177.8 50.4 145.6 200.2 43.4
LOS E F F D F F D F F D
Approach Delay 227.9 45.7 172.8 147.3
Approach LOS F D F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 19 (16%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.47
Intersection Signal Delay: 156.7 Intersection LOS: F
Intersection Capacity Utilization 109.6% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     1174: SR 32 & Elick Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 11 164 508 0 208 266 376 582 238 224 586 35
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 500 0 150 0
Storage Lanes 0 1 1 1 1 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 0.97 0.95 0.95
Frt 0.850 0.850 0.850 0.992
Flt Protected 0.997 0.950 0.950
Satd. Flow (prot) 0 1857 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Flt Permitted 0.944 0.950 0.950
Satd. Flow (perm) 0 1758 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 383 334 517 760
Travel Time (s) 7.5 6.5 7.8 11.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 12 182 564 0 231 296 418 647 264 249 651 39
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 194 564 0 231 296 418 647 264 249 690 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm pm+ov Perm pm+ov Prot Perm Prot
Protected Phases 4 5 8 1 5 2 1 6
Permitted Phases 4 4 8 8 2
Detector Phase 4 4 5 8 8 1 5 2 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 10.0 10.0 7.0 10.0 10.0 7.0 7.0 15.0 15.0 7.0 15.0
Minimum Split (s) 15.0 15.0 12.0 15.0 15.0 12.0 12.0 20.0 20.0 12.0 20.0
Total Split (s) 24.0 24.0 33.0 24.0 24.0 18.0 33.0 48.0 48.0 18.0 33.0 0.0
Total Split (%) 26.7% 26.7% 36.7% 26.7% 26.7% 20.0% 36.7% 53.3% 53.3% 20.0% 36.7% 0.0%
Maximum Green (s) 19.0 19.0 28.0 19.0 19.0 13.0 28.0 43.0 43.0 13.0 28.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lead Lead Lag Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None None C-Max C-Max None C-Max
Act Effct Green (s) 15.7 43.8 15.7 32.1 23.1 47.9 47.9 11.4 36.2
Actuated g/C Ratio 0.17 0.49 0.17 0.36 0.26 0.53 0.53 0.13 0.40
v/c Ratio 0.63 0.73 0.71 0.52 0.47 0.34 0.31 0.57 0.49
Control Delay 43.7 23.8 32.1 12.9 30.0 6.8 7.5 44.6 22.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 43.7 23.8 32.1 12.9 30.0 6.8 7.5 44.6 22.5
LOS D C C B C A A D C
Approach Delay 28.9 21.3 14.2 28.3
Approach LOS C C B C

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 21 (23%), Referenced to phase 2:NBT and 6:SBT, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.73
Intersection Signal Delay: 22.1 Intersection LOS: C
Intersection Capacity Utilization 72.2% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     2083: Eastgate North Drive & Eastgate Boulevard
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Lane Group EBT EBR EBR2 WBL WBT NBL NBR NEL NER
Lane Configurations
Volume (vph) 250 0 250 122 41 300 168 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 0 0 0
Storage Lanes 0 0 1 0 0 0
Taper Length (ft) 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 1.00
Frt 0.932 0.946
Flt Protected 0.964 0.969
Satd. Flow (prot) 1736 0 0 0 1796 3313 0 0 0
Flt Permitted 0.440 0.969
Satd. Flow (perm) 1736 0 0 0 820 3313 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 660 369 867 247
Travel Time (s) 12.9 7.2 13.1 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 278 0 278 136 46 333 187 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 556 0 0 0 182 520 0 0 0
Enter Blocked Intersection No No No No No No No No No
Lane Alignment Left Right Right Left Left Left Right Left Right
Median Width(ft) 0 0 24 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9 15 9
Turn Type Perm
Protected Phases 2 4
Permitted Phases 2 2
Minimum Split (s) 12.0 12.0 12.0 12.0
Total Split (s) 58.0 0.0 0.0 58.0 58.0 32.0 0.0 0.0 0.0
Total Split (%) 64.4% 0.0% 0.0% 64.4% 64.4% 35.6% 0.0% 0.0% 0.0%
Maximum Green (s) 53.0 53.0 53.0 27.0
Yellow Time (s) 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 4.0 5.0 5.0 5.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Act Effct Green (s) 53.0 53.0 27.0
Actuated g/C Ratio 0.59 0.59 0.30
v/c Ratio 0.54 0.38 0.52
Control Delay 7.8 12.6 28.5
Queue Delay 0.0 0.0 0.0
Total Delay 7.8 12.6 28.5
LOS A B C
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Lane Group EBT EBR EBR2 WBL WBT NBL NBR NEL NER
Approach Delay 7.8 12.6 28.5
Approach LOS A B C

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 5 (6%), Referenced to phase 2:EBWB, Start of Yellow
Natural Cycle: 40
Control Type: Pretimed
Maximum v/c Ratio: 0.54
Intersection Signal Delay: 17.0 Intersection LOS: B
Intersection Capacity Utilization 63.7% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     3003: Eastgate North Drive & SR 32 WB off-Ramp
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1942 1924 0 334 254
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 0.91 0.91 1.00 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 0 5085 5085 0 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 0 5085 5085 0 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 1886 626 1042
Travel Time (s) 23.4 7.8 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2158 2138 0 371 282
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2158 2138 0 371 282
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right L NA R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBL EBT WBT WBR SBL SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 0.0 47.0 47.0 0.0 28.0 28.0
Total Split (%) 0.0% 62.7% 62.7% 0.0% 37.3% 37.3%
Maximum Green (s) 40.5 40.5 21.5 21.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 6.5 6.5 4.0 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max Max Max
Act Effct Green (s) 40.5 40.5 21.5 21.5
Actuated g/C Ratio 0.54 0.54 0.29 0.29
v/c Ratio 0.79 0.78 0.38 0.62
Control Delay 12.7 16.2 22.8 30.3
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 12.7 16.2 22.8 30.3
LOS B B C C
Approach Delay 12.7 16.2 26.0
Approach LOS B B C

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 51 (68%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.79
Intersection Signal Delay: 16.0 Intersection LOS: B
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     4105: SR 32 & I-275 SB Off-Ramp
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Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 2434 0 0 1697 691 110
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 5085 0 0 3539 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 0 3539 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 693 767 1044
Travel Time (s) 8.6 9.5 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2704 0 0 1886 768 122
Shared Lane Traffic (%)
Lane Group Flow (vph) 2704 0 0 1886 768 122
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBT EBR WBL WBT NBL NBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 50.0 0.0 0.0 50.0 25.0 25.0
Total Split (%) 66.7% 0.0% 0.0% 66.7% 33.3% 33.3%
Maximum Green (s) 43.5 43.5 18.5 18.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max None None
Act Effct Green (s) 43.6 43.6 18.4 18.4
Actuated g/C Ratio 0.58 0.58 0.25 0.25
v/c Ratio 0.91 0.92 0.91 0.32
Control Delay 9.5 23.0 45.0 25.8
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 9.5 23.0 45.0 25.8
LOS A C D C
Approach Delay 9.5 23.0 42.4
Approach LOS A C D

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 63 (84%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.92
Intersection Signal Delay: 19.5 Intersection LOS: B
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     4107: SR 32 & I-275 NB Off-Ramp



SR-32 Corridor Alternative #3
4113: SR 32 & SR 32 WB off-Ramp 12/18/2008

2015 PM Peak Hour Synchro 7 -  Report
%user_name% Page 17

Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 2663 2227 468 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 1.00 0.86 0.91 1.00 1.00 1.00
Frt 0.850
Flt Protected
Satd. Flow (prot) 0 6408 5085 1583 0 0
Flt Permitted
Satd. Flow (perm) 0 6408 5085 1583 0 0
Link Speed (mph) 55 55 45
Link Distance (ft) 1427 410 867
Travel Time (s) 17.7 5.1 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2959 2474 520 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2959 2474 520 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 45 15 9
Sign Control Free Free Stop

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 64.9% ICU Level of Service C
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 210 71 39 75 50 420 23 992 111 400 650 284
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 100 200 0 200 200 250 200
Storage Lanes 2 1 1 1 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.947 0.882 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3352 0 1770 1561 1504 1770 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.675 0.377 0.950
Satd. Flow (perm) 3433 3352 0 1257 1561 1504 702 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 258 714 918 569
Travel Time (s) 5.0 13.9 13.9 8.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 233 79 43 83 56 467 26 1102 123 444 722 316
Shared Lane Traffic (%) 45%
Lane Group Flow (vph) 233 122 0 83 266 257 26 1102 123 444 722 316
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+pt pm+ov pm+pt pm+ov Prot pm+ov
Protected Phases 3 8 7 4 1 5 2 7 1 6 3
Permitted Phases 4 4 2 2 6
Detector Phase 3 8 7 4 1 5 2 7 1 6 3
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 7.0 15.0 7.0 7.0 15.0 7.0
Minimum Split (s) 12.0 15.0 12.0 15.0 12.0 12.0 20.0 12.0 12.0 20.0 12.0
Total Split (s) 12.0 22.0 0.0 12.0 22.0 17.0 12.0 39.0 12.0 17.0 44.0 12.0
Total Split (%) 13.3% 24.4% 0.0% 13.3% 24.4% 18.9% 13.3% 43.3% 13.3% 18.9% 48.9% 13.3%
Maximum Green (s) 7.0 17.0 7.0 17.0 12.0 7.0 34.0 7.0 12.0 39.0 7.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max None
Act Effct Green (s) 7.0 16.8 23.8 16.8 34.0 41.0 34.0 46.0 12.2 46.4 58.4
Actuated g/C Ratio 0.08 0.19 0.26 0.19 0.38 0.46 0.38 0.51 0.14 0.52 0.65
v/c Ratio 0.87 0.20 0.22 0.91 0.45 0.06 0.82 0.15 0.95 0.40 0.31
Control Delay 73.0 31.8 23.7 72.7 24.2 6.9 19.6 9.4 49.4 17.6 14.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 73.0 31.8 23.7 72.7 24.2 6.9 19.6 9.4 49.4 17.6 14.5
LOS E C C E C A B A D B B
Approach Delay 58.8 45.4 18.3 26.5
Approach LOS E D B C

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 65 (72%), Referenced to phase 2:NBTL and 6:SBT, Start of Yellow
Natural Cycle: 80
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.95
Intersection Signal Delay: 29.9 Intersection LOS: C
Intersection Capacity Utilization 72.7% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     4125: Clepper Drive & Eastgate Boulevard
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Lane Group EBT EBR WBL WBT NWL NWR
Lane Configurations
Volume (vph) 1303 1241 0 2227 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 0.91 1.00 0.95 1.00 1.00
Frt 0.961 0.850
Flt Protected
Satd. Flow (prot) 3258 1441 0 3539 0 0
Flt Permitted
Satd. Flow (perm) 3258 1441 0 3539 0 0
Link Speed (mph) 55 55 55
Link Distance (ft) 767 462 1392
Travel Time (s) 9.5 5.7 17.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1448 1379 0 2474 0 0
Shared Lane Traffic (%) 37%
Lane Group Flow (vph) 1958 869 0 2474 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 45 15 15 9
Sign Control Free Free Yield

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 64.9% ICU Level of Service C
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 491 0 750 0 0 0 0 1079 244 263 570 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 0 0 0 0 200 0
Storage Lanes 1 1 0 0 0 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 1.00 0.88 1.00 1.00 1.00 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 1392 602 569 862
Travel Time (s) 17.3 7.5 8.6 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 546 0 833 0 0 0 0 1199 271 292 633 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 546 0 833 0 0 0 0 1199 271 292 633 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 1 2 1 1 2
Detector Template Left Right Thru Right Left Thru
Leading Detector (ft) 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0
Detector 1 Size(ft) 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Perm Prot
Protected Phases 6 6 4 3 8
Permitted Phases 4
Detector Phase 6 6 4 4 3 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 26.0 0.0 26.0 0.0 0.0 0.0 0.0 46.0 46.0 18.0 64.0 0.0
Total Split (%) 28.9% 0.0% 28.9% 0.0% 0.0% 0.0% 0.0% 51.1% 51.1% 20.0% 71.1% 0.0%
Maximum Green (s) 21.0 21.0 41.0 41.0 13.0 59.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 5.0 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 21.0 21.0 42.1 42.1 11.9 59.0
Actuated g/C Ratio 0.23 0.23 0.47 0.47 0.13 0.66
v/c Ratio 0.68 1.28 0.72 0.37 0.64 0.27
Control Delay 36.5 169.7 15.9 13.4 37.2 5.1
Queue Delay 0.0 0.0 0.1 0.0 0.0 0.0
Total Delay 36.5 169.7 15.9 13.4 37.2 5.1
LOS D F B B D A
Approach Delay 15.5 15.2
Approach LOS B B

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 72 (80%), Referenced to phase 4:NBT and 8:SBT, Start of Yellow
Natural Cycle: 75
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.28
Intersection Signal Delay: 52.5 Intersection LOS: D
Intersection Capacity Utilization 63.0% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     6501: SR 32 EB Off-Ramp & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 90 42 15 126 27 216 25 772 105 246 464 44
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 0 50 50 0 0 0
Storage Lanes 1 0 0 0 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.960 0.921 0.982 0.987
Flt Protected 0.950 0.983 0.950 0.950
Satd. Flow (prot) 1770 1788 0 0 1686 0 1770 1829 0 1770 1839 0
Flt Permitted 0.351 0.861 0.357 0.081
Satd. Flow (perm) 654 1788 0 0 1477 0 665 1829 0 151 1839 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 1434 1732 536 918
Travel Time (s) 27.9 33.7 8.1 13.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 100 47 17 140 30 240 28 858 117 273 516 49
Shared Lane Traffic (%)
Lane Group Flow (vph) 100 64 0 0 410 0 28 975 0 273 565 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2
Detector Template Left Thru Left Thru Left Thru Left Thru
Leading Detector (ft) 20 100 20 100 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt Perm pm+pt pm+pt
Protected Phases 3 8 4 5 2 1 6
Permitted Phases 8 4 2 6
Detector Phase 3 8 4 4 5 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 10.0 10.0 7.0 15.0 7.0 15.0
Minimum Split (s) 12.0 15.0 15.0 15.0 12.0 20.0 12.0 20.0
Total Split (s) 12.0 27.0 0.0 15.0 15.0 0.0 12.0 51.0 0.0 12.0 51.0 0.0
Total Split (%) 13.3% 30.0% 0.0% 16.7% 16.7% 0.0% 13.3% 56.7% 0.0% 13.3% 56.7% 0.0%
Maximum Green (s) 7.0 22.0 10.0 10.0 7.0 46.0 7.0 46.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lag Lead Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None C-Max None C-Max
Act Effct Green (s) 22.0 22.0 12.4 53.0 46.0 56.0 53.2
Actuated g/C Ratio 0.24 0.24 0.14 0.59 0.51 0.62 0.59
v/c Ratio 0.40 0.15 2.02 0.06 1.04 1.24 0.52
Control Delay 32.6 27.8 498.9 6.2 65.0 172.0 17.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 32.6 27.8 498.9 6.2 65.0 172.0 17.3
LOS C C F A E F B
Approach Delay 30.8 498.9 63.4 67.7
Approach LOS C F E E

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 51 (57%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 2.02
Intersection Signal Delay: 136.6 Intersection LOS: F
Intersection Capacity Utilization 101.5% ICU Level of Service G
Analysis Period (min) 15

Splits and Phases:     6504: Aicholtz Road & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 701 1958 614 414 1611 115 604 577 322 213 573 480
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 225 200 0 200 200
Storage Lanes 1 1 2 1 2 1 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 871 4471 1353 813
Travel Time (s) 10.8 55.4 20.5 12.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 779 2176 682 460 1790 128 671 641 358 237 637 533
Shared Lane Traffic (%)
Lane Group Flow (vph) 779 2176 682 460 1790 128 671 641 358 237 637 533
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 7 1 6 3 7 4 1 3 8 5
Permitted Phases 2 6 4 8
Detector Phase 5 2 7 1 6 3 7 4 1 3 8 5
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 10.0 7.0 7.0 10.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 16.5 13.5 13.5 16.5 13.5
Total Split (s) 24.0 57.0 23.0 18.0 51.0 15.8 23.0 29.2 18.0 15.8 22.0 24.0
Total Split (%) 20.0% 47.5% 19.2% 15.0% 42.5% 13.2% 19.2% 24.3% 15.0% 13.2% 18.3% 20.0%
Maximum Green (s) 17.5 50.5 16.5 11.5 44.5 9.3 16.5 22.7 11.5 9.3 15.5 17.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 17.5 50.5 73.5 11.5 44.5 60.3 16.5 22.7 40.7 9.3 15.5 39.5
Actuated g/C Ratio 0.15 0.42 0.61 0.10 0.37 0.50 0.14 0.19 0.34 0.08 0.13 0.33
v/c Ratio 1.55 1.46 0.70 1.40 1.36 0.16 1.42 0.96 0.67 0.89 1.39 1.02
Control Delay 294.4 240.6 20.8 227.3 191.9 9.3 239.9 74.4 41.1 88.2 229.3 85.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 294.4 240.6 20.8 227.3 191.9 9.3 239.9 74.4 41.1 88.2 229.3 85.6
LOS F F C F F A F E D F F F
Approach Delay 210.9 188.9 133.8 151.1
Approach LOS F F F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 88 (73%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.55
Intersection Signal Delay: 181.7 Intersection LOS: F
Intersection Capacity Utilization 120.7% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6505: SR 32 & Glen Este-Withamsville Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 16 431 275 269 348 42 404 70 344 18 33 27
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 120 0 120 0 0 0
Storage Lanes 1 1 1 0 1 1 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.984 0.850 0.933
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1863 1583 1770 1833 0 1770 1863 1583 1770 1738 0
Flt Permitted 0.489 0.165 0.523 0.706
Satd. Flow (perm) 911 1863 1583 307 1833 0 974 1863 1583 1315 1738 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 45 45 35
Link Distance (ft) 1144 624 1100 191
Travel Time (s) 17.3 9.5 16.7 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 18 479 306 299 387 47 449 78 382 20 37 30
Shared Lane Traffic (%)
Lane Group Flow (vph) 18 479 306 299 434 0 449 78 382 20 67 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 12 12
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 2 1 1 2
Detector Template Left Thru Right Left Thru Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+ov pm+pt pm+pt pm+ov pm+pt
Protected Phases 7 4 5 3 8 5 2 3 1 6
Permitted Phases 4 4 8 2 2 6
Detector Phase 7 4 5 3 8 5 2 3 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 7.0 10.0 7.0 15.0 7.0 7.0 15.0
Minimum Split (s) 12.0 15.0 12.0 12.0 15.0 12.0 20.0 12.0 12.0 20.0
Total Split (s) 12.0 32.0 19.0 18.0 38.0 0.0 19.0 28.0 18.0 12.0 21.0 0.0
Total Split (%) 13.3% 35.6% 21.1% 20.0% 42.2% 0.0% 21.1% 31.1% 20.0% 13.3% 23.3% 0.0%
Maximum Green (s) 7.0 27.0 14.0 13.0 33.0 14.0 23.0 13.0 7.0 16.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lead Lag Lead Lag Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max
Act Effct Green (s) 32.6 25.6 45.4 43.5 38.7 36.5 31.7 49.6 23.7 16.7
Actuated g/C Ratio 0.36 0.28 0.50 0.48 0.43 0.41 0.35 0.55 0.26 0.19
v/c Ratio 0.05 0.90 0.38 0.83 0.55 0.86 0.12 0.44 0.05 0.21
Control Delay 12.4 53.1 15.3 38.2 23.5 32.0 15.7 9.9 18.3 33.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 12.4 53.1 15.3 38.2 23.5 32.0 15.7 9.9 18.3 33.7
LOS B D B D C C B A B C
Approach Delay 37.8 29.5 21.3 30.1
Approach LOS D C C C

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 16 (18%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 80
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.90
Intersection Signal Delay: 29.2 Intersection LOS: C
Intersection Capacity Utilization 79.1% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     6512: Cincinnati-Batavia Pike & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 79 35 132 167 30 100 139 569 178 71 426 18
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 400 0 200 0
Storage Lanes 0 1 2 1 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 0.97 1.00 1.00 1.00 0.95 0.95 1.00 0.95 0.95
Frt 0.850 0.850 0.964 0.994
Flt Protected 0.967 0.950 0.950 0.950
Satd. Flow (prot) 0 1801 1583 3433 1863 1583 1770 3412 0 1770 3518 0
Flt Permitted 0.773 0.950 0.459 0.291
Satd. Flow (perm) 0 1440 1583 3433 1863 1583 855 3412 0 542 3518 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 588 419 760 1100
Travel Time (s) 7.3 5.2 11.5 16.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 88 39 147 186 33 111 154 632 198 79 473 20
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 127 147 186 33 111 154 830 0 79 493 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Perm Perm Perm
Protected Phases 4 3 8 2 6
Permitted Phases 4 4 8 2 6
Detector Phase 4 4 4 3 8 8 2 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 25.0 25.0 25.0 16.0 41.0 41.0 49.0 49.0 0.0 49.0 49.0 0.0
Total Split (%) 27.8% 27.8% 27.8% 17.8% 45.6% 45.6% 54.4% 54.4% 0.0% 54.4% 54.4% 0.0%
Maximum Green (s) 20.0 20.0 20.0 11.0 36.0 36.0 44.0 44.0 44.0 44.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 13.6 13.6 9.7 28.3 28.3 51.7 51.7 51.7 51.7
Actuated g/C Ratio 0.15 0.15 0.11 0.31 0.31 0.57 0.57 0.57 0.57
v/c Ratio 0.58 0.62 0.50 0.06 0.22 0.31 0.42 0.25 0.24
Control Delay 45.6 46.2 42.5 19.4 22.3 12.5 11.8 13.5 9.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 45.6 46.2 42.5 19.4 22.3 12.5 11.8 13.5 9.3
LOS D D D B C B B B A
Approach Delay 45.9 33.4 11.9 9.9
Approach LOS D C B A

Intersection Summary
Area Type: Other
Cycle Length: 90
Actuated Cycle Length: 90
Offset: 20 (22%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.62
Intersection Signal Delay: 19.0 Intersection LOS: B
Intersection Capacity Utilization 52.6% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6513: Eastgate Boulevard & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 624 1445 415 753 1009 1055 0 0 1118 0 0 925
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 0 500 0 500 0
Storage Lanes 1 1 1 1 2 3 1 2
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 0.76 1.00 1.00 0.88
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 817 734 2631 3075
Travel Time (s) 10.1 9.1 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 693 1606 461 837 1121 1172 0 0 1242 0 0 1028
Shared Lane Traffic (%)
Lane Group Flow (vph) 693 1606 461 837 1121 1172 0 0 1242 0 0 1028
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 1
Detector Template Left Thru Right Left Thru Right Right Right
Leading Detector (ft) 20 100 20 20 100 20 20 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Prot custom Over Over
Protected Phases 11 10 10 7 6 6 7 11
Permitted Phases 11 7
Detector Phase 11 10 10 7 6 6 7 11
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 15.0 7.0 15.0 15.0 7.0 7.0
Minimum Split (s) 13.5 21.5 21.5 13.5 21.5 21.5 13.5 13.5
Total Split (s) 43.0 32.0 32.0 43.0 32.0 32.0 0.0 0.0 43.0 0.0 0.0 43.0
Total Split (%) 57.3% 42.7% 42.7% 57.3% 42.7% 42.7% 0.0% 0.0% 57.3% 0.0% 0.0% 57.3%
Maximum Green (s) 36.5 25.5 25.5 36.5 25.5 25.5 36.5 36.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 4.0 4.0 6.5 4.0 4.0 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None Max Max None C-Max C-Max None None
Act Effct Green (s) 36.5 25.5 75.0 36.5 25.5 75.0 36.5 36.5
Actuated g/C Ratio 0.49 0.34 1.00 0.49 0.34 1.00 0.49 0.49
v/c Ratio 0.80 0.93 0.29 0.97 0.65 0.74 0.71 0.76
Control Delay 30.3 18.2 0.1 39.8 19.5 4.7 17.8 20.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 30.3 18.2 0.1 39.8 19.5 4.7 17.8 20.2
LOS C B A D B A B C
Approach Delay 18.2 19.4
Approach LOS B B

Intersection Summary
Area Type: Other
Cycle Length: 75
Actuated Cycle Length: 75
Offset: 0 (0%), Referenced to phase 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 75
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.97
Intersection Signal Delay: 18.8 Intersection LOS: B
Intersection Capacity Utilization 110.7% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 50 223 0 12 267 54 20 3 12 117 20 338
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 150 0 150 0 0 0 0 150
Storage Lanes 1 0 1 0 0 0 0 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.975 0.954 0.850
Flt Protected 0.950 0.950 0.972 0.959
Satd. Flow (prot) 1770 1863 0 1770 1816 0 0 1727 0 0 1786 1583
Flt Permitted 0.503 0.602 0.838 0.730
Satd. Flow (perm) 937 1863 0 1121 1816 0 0 1489 0 0 1360 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 40 40
Link Distance (ft) 3075 857 505 623
Travel Time (s) 59.9 16.7 8.6 10.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 56 248 0 13 297 60 22 3 13 130 22 376
Shared Lane Traffic (%)
Lane Group Flow (vph) 56 248 0 13 357 0 0 38 0 0 152 376
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2 1
Detector Template Left Thru Left Thru Left Thru Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Perm Perm Perm
Protected Phases 2 6 4 8
Permitted Phases 2 6 4 8 8
Detector Phase 2 2 6 6 4 4 8 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 15.0 15.0 10.0 10.0 10.0 10.0 10.0
Minimum Split (s) 20.0 20.0 20.0 20.0 15.0 15.0 15.0 15.0 15.0
Total Split (s) 33.0 33.0 0.0 33.0 33.0 0.0 37.0 37.0 0.0 37.0 37.0 37.0
Total Split (%) 47.1% 47.1% 0.0% 47.1% 47.1% 0.0% 52.9% 52.9% 0.0% 52.9% 52.9% 52.9%
Maximum Green (s) 28.0 28.0 28.0 28.0 32.0 32.0 32.0 32.0 32.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max C-Max C-Max None None None None None
Act Effct Green (s) 37.5 37.5 37.5 37.5 22.5 22.5 22.5
Actuated g/C Ratio 0.54 0.54 0.54 0.54 0.32 0.32 0.32
v/c Ratio 0.11 0.25 0.02 0.37 0.08 0.35 0.74
Control Delay 5.2 5.1 10.8 12.5 14.2 18.7 29.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 5.2 5.1 10.8 12.5 14.2 18.7 29.4
LOS A A B B B B C
Approach Delay 5.1 12.4 14.2 26.3
Approach LOS A B B C

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 20 (29%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.74
Intersection Signal Delay: 16.6 Intersection LOS: B
Intersection Capacity Utilization 59.1% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     18: Bells Lane & Summerside Road
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Lane Group EBU EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 156 0 1748 1197 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.97 1.00 0.91 0.91 1.00 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 3433 0 5085 5085 0 0 0
Flt Permitted 0.950
Satd. Flow (perm) 3433 0 5085 5085 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 734 1281 223
Travel Time (s) 9.1 15.9 2.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 173 0 1942 1330 0 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 173 0 1942 1330 0 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment R NA Left Left Left Right Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 9 15 9
Number of Detectors 1 2 2
Detector Template Left Thru Thru
Leading Detector (ft) 20 100 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 20 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 15 Free 14
Permitted Phases
Detector Phase 15 14
Switch Phase
Minimum Initial (s) 7.0 15.0
Minimum Split (s) 13.5 21.5
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Lane Group EBU EBL EBT WBT WBR SBL SBR
Total Split (s) 21.0 0.0 0.0 49.0 0.0 0.0 0.0
Total Split (%) 30.0% 0.0% 0.0% 70.0% 0.0% 0.0% 0.0%
Maximum Green (s) 14.5 42.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode None C-Max
Act Effct Green (s) 8.9 70.0 48.1
Actuated g/C Ratio 0.13 1.00 0.69
v/c Ratio 0.39 0.38 0.38
Control Delay 25.1 0.2 1.7
Queue Delay 0.0 0.0 0.0
Total Delay 25.1 0.2 1.7
LOS C A A
Approach Delay 2.2 1.7
Approach LOS A A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 10 (14%), Referenced to phase 14:WBT, Start of Yellow
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.39
Intersection Signal Delay: 2.0 Intersection LOS: A
Intersection Capacity Utilization 39.8% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     45: SR 32 & East U-turn
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Lane Group SET SER NWU NWL NWT NEL NER
Lane Configurations
Volume (vph) 1090 0 564 0 1042 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 1.00 1.00 1.00 0.91 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 5085 0 1770 0 5085 0 0
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 1770 0 5085 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 230 817 239
Travel Time (s) 2.9 10.1 3.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1211 0 627 0 1158 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 1211 0 627 0 1158 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment Left Right R NA Left Left Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9
Number of Detectors 2 1 2
Detector Template Thru Left Thru
Leading Detector (ft) 100 20 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 3 Free
Permitted Phases
Detector Phase 2 3
Switch Phase
Minimum Initial (s) 15.0 7.0
Minimum Split (s) 21.5 13.5
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Lane Group SET SER NWU NWL NWT NEL NER
Total Split (s) 29.0 0.0 41.0 0.0 0.0 0.0 0.0
Total Split (%) 41.4% 0.0% 58.6% 0.0% 0.0% 0.0% 0.0%
Maximum Green (s) 22.5 34.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 6.5 4.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode C-Max None
Act Effct Green (s) 27.4 29.6 70.0
Actuated g/C Ratio 0.39 0.42 1.00
v/c Ratio 0.61 0.84 0.23
Control Delay 19.6 27.8 0.1
Queue Delay 0.0 0.0 0.0
Total Delay 19.6 27.8 0.1
LOS B C A
Approach Delay 19.6 9.8
Approach LOS B A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 62 (89%), Referenced to phase 2:SET, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.84
Intersection Signal Delay: 13.8 Intersection LOS: B
Intersection Capacity Utilization 61.1% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     47: SR 32 & West U-turn
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 25 1238 244 84 1759 81 445 150 39 38 158 133
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 200 0 200 200 200 200
Storage Lanes 1 0 1 0 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.95 0.95 1.00 0.95 0.95 0.97 1.00 1.00 0.97 1.00 1.00
Frt 0.975 0.993 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 3451 0 1770 3514 0 3433 1863 1583 3433 1863 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 1770 3451 0 1770 3514 0 3433 1863 1583 3433 1863 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 30 25
Link Distance (ft) 4471 2042 1407 533
Travel Time (s) 55.4 25.3 32.0 14.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 28 1376 271 93 1954 90 494 167 43 42 176 148
Shared Lane Traffic (%)
Lane Group Flow (vph) 28 1647 0 93 2044 0 494 167 43 42 176 148
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 1 2 1
Detector Template Left Thru Left Thru Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot Prot Prot pm+ov Prot Perm
Protected Phases 5 2 1 6 7 4 1 3 8
Permitted Phases 4 8
Detector Phase 5 2 1 6 7 4 1 3 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 15.0 7.0 10.0 7.0 7.0 10.0 10.0
Minimum Split (s) 13.5 21.5 13.5 21.5 12.0 15.0 13.5 12.0 15.0 15.0
Total Split (s) 13.5 71.2 0.0 13.8 71.5 0.0 20.0 23.0 13.8 12.0 15.0 15.0
Total Split (%) 11.3% 59.3% 0.0% 11.5% 59.6% 0.0% 16.7% 19.2% 11.5% 10.0% 12.5% 12.5%
Maximum Green (s) 7.0 64.7 7.3 65.0 15.0 18.0 7.3 7.0 10.0 10.0
Yellow Time (s) 5.0 5.0 5.0 5.0 3.6 3.6 5.0 3.6 3.6 3.6
All-Red Time (s) 1.5 1.5 1.5 1.5 1.4 1.4 1.5 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 4.0 6.5 6.5 4.0 5.0 5.0 6.5 5.0 5.0 5.0
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lead Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None None
Act Effct Green (s) 7.0 64.7 7.3 70.4 15.0 20.4 32.7 7.0 10.0 10.0
Actuated g/C Ratio 0.06 0.54 0.06 0.59 0.12 0.17 0.27 0.06 0.08 0.08
v/c Ratio 0.27 0.89 0.86 0.99 1.15 0.53 0.10 0.21 1.14 1.12
Control Delay 66.8 12.4 111.4 43.7 138.3 53.6 35.4 56.6 162.5 164.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 66.8 12.4 111.4 43.7 138.3 53.6 35.4 56.6 162.5 164.4
LOS E B F D F D D E F F
Approach Delay 13.3 46.7 111.9 151.1
Approach LOS B D F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 63 (53%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.15
Intersection Signal Delay: 52.5 Intersection LOS: D
Intersection Capacity Utilization 97.2% ICU Level of Service F
Analysis Period (min) 15

Splits and Phases:     1174: SR 32 & Elick Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 5 26 65 0 151 129 67 188 36 171 409 24
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 500 0 150 0
Storage Lanes 0 1 1 1 1 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 0.97 0.95 0.95
Frt 0.850 0.850 0.850 0.992
Flt Protected 0.992 0.950 0.950
Satd. Flow (prot) 0 1848 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Flt Permitted 0.940 0.950 0.950
Satd. Flow (perm) 0 1751 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 383 334 517 760
Travel Time (s) 7.5 6.5 7.8 11.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 6 29 72 0 168 143 74 209 40 190 454 27
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 35 72 0 168 143 74 209 40 190 481 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm pm+ov Perm pm+ov Prot Perm Prot
Protected Phases 4 5 8 1 5 2 1 6
Permitted Phases 4 4 8 8 2
Detector Phase 4 4 5 8 8 1 5 2 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 10.0 10.0 7.0 10.0 10.0 7.0 7.0 15.0 15.0 7.0 15.0
Minimum Split (s) 15.0 15.0 12.0 15.0 15.0 12.0 12.0 20.0 20.0 12.0 20.0
Total Split (s) 24.0 24.0 14.0 24.0 24.0 18.0 14.0 28.0 28.0 18.0 32.0 0.0
Total Split (%) 34.3% 34.3% 20.0% 34.3% 34.3% 25.7% 20.0% 40.0% 40.0% 25.7% 45.7% 0.0%
Maximum Green (s) 19.0 19.0 9.0 19.0 19.0 13.0 9.0 23.0 23.0 13.0 27.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lead Lead Lag Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None None C-Max C-Max None C-Max
Act Effct Green (s) 12.2 24.6 12.2 26.4 7.4 33.6 33.6 9.3 37.8
Actuated g/C Ratio 0.17 0.35 0.17 0.38 0.11 0.48 0.48 0.13 0.54
v/c Ratio 0.11 0.13 0.52 0.24 0.20 0.12 0.05 0.42 0.25
Control Delay 24.0 15.1 28.9 14.6 39.3 8.0 7.1 35.5 5.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 24.0 15.1 28.9 14.6 39.3 8.0 7.1 35.5 5.3
LOS C B C B D A A D A
Approach Delay 18.0 22.3 15.0 13.9
Approach LOS B C B B

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 19 (27%), Referenced to phase 2:NBT and 6:SBT, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.52
Intersection Signal Delay: 16.3 Intersection LOS: B
Intersection Capacity Utilization 41.3% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     2083: Eastgate North Drive & Eastgate Boulevard



SR-32 Corridor Alternative #3
3003: SR 32 WB On-Ramp & Eastgate North Drive 12/18/2008

2015 AM Peak Hour - Revised Lanes Synchro 7 -  Report
%user_name% Page 11

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 0 108 14 0 250 115 32 0 232
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 450 0 0 0
Storage Lanes 0 0 0 0 1 0 0 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00
Frt 0.984 0.953 0.882
Flt Protected 0.994
Satd. Flow (prot) 0 0 0 0 1833 0 0 3373 0 0 1633 0
Flt Permitted 0.927
Satd. Flow (perm) 0 0 0 0 1833 0 0 3373 0 0 1523 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 35 45 35
Link Distance (ft) 247 369 867 660
Travel Time (s) 3.7 7.2 13.1 12.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 0 120 16 0 278 128 36 0 258
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 136 0 0 406 0 0 294 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 2 2 1 2
Detector Template Thru Thru Left Thru
Leading Detector (ft) 100 100 20 100
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94
Detector 2 Size(ft) 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0
Turn Type Perm
Protected Phases 8 2 6
Permitted Phases 6
Detector Phase 8 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0
Total Split (s) 0.0 0.0 0.0 0.0 24.0 0.0 0.0 46.0 0.0 46.0 46.0 0.0
Total Split (%) 0.0% 0.0% 0.0% 0.0% 34.3% 0.0% 0.0% 65.7% 0.0% 65.7% 65.7% 0.0%
Maximum Green (s) 19.0 41.0 41.0 41.0
Yellow Time (s) 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 4.0 4.0 4.0 5.0 4.0 4.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode None C-Max C-Max C-Max
Act Effct Green (s) 10.6 52.8 52.8
Actuated g/C Ratio 0.15 0.75 0.75
v/c Ratio 0.49 0.16 0.26
Control Delay 32.7 3.7 3.6
Queue Delay 0.0 0.0 0.0
Total Delay 32.7 3.7 3.6
LOS C A A
Approach Delay 32.7 3.7 3.6
Approach LOS C A A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 30 (43%), Referenced to phase 2:NBT and 6:SBTL, Start of Yellow
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.49
Intersection Signal Delay: 8.4 Intersection LOS: A
Intersection Capacity Utilization 45.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     3003: SR 32 WB On-Ramp & Eastgate North Drive
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1482 1651 0 185 318
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 0.91 0.91 1.00 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 0 5085 5085 0 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 0 5085 5085 0 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 1886 626 1042
Travel Time (s) 23.4 7.8 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 1647 1834 0 206 353
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 1647 1834 0 206 353
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right L NA R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBL EBT WBT WBR SBL SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 0.0 39.0 39.0 0.0 31.0 31.0
Total Split (%) 0.0% 55.7% 55.7% 0.0% 44.3% 44.3%
Maximum Green (s) 32.5 32.5 24.5 24.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 6.5 6.5 4.0 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max Max Max
Act Effct Green (s) 32.5 32.5 24.5 24.5
Actuated g/C Ratio 0.46 0.46 0.35 0.35
v/c Ratio 0.70 0.78 0.17 0.64
Control Delay 11.1 22.2 16.2 25.3
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 11.1 22.2 16.2 25.3
LOS B C B C
Approach Delay 11.1 22.2 22.0
Approach LOS B C C

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 41 (59%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 45
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.78
Intersection Signal Delay: 17.6 Intersection LOS: B
Intersection Capacity Utilization 62.4% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     4105: SR 32 & I-275 SB Off-Ramp
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Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 1667 0 0 1902 335 307
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 0.91 1.00 1.00 0.91 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 5085 0 0 5085 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 0 5085 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 693 767 1044
Travel Time (s) 8.6 9.5 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1852 0 0 2113 372 341
Shared Lane Traffic (%)
Lane Group Flow (vph) 1852 0 0 2113 372 341
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBT EBR WBL WBT NBL NBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 42.0 0.0 0.0 42.0 28.0 28.0
Total Split (%) 60.0% 0.0% 0.0% 60.0% 40.0% 40.0%
Maximum Green (s) 35.5 35.5 21.5 21.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max None None
Act Effct Green (s) 38.2 38.2 18.8 18.8
Actuated g/C Ratio 0.55 0.55 0.27 0.27
v/c Ratio 0.67 0.76 0.40 0.80
Control Delay 5.9 15.3 21.8 39.0
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 5.9 15.3 21.8 39.0
LOS A B C D
Approach Delay 5.9 15.3 30.1
Approach LOS A B C

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 52 (74%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.80
Intersection Signal Delay: 13.8 Intersection LOS: B
Intersection Capacity Utilization 62.4% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     4107: SR 32 & I-275 NB Off-Ramp
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1820 2529 365 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 1.00 0.86 0.91 1.00 1.00 1.00
Frt 0.850
Flt Protected
Satd. Flow (prot) 0 6408 5085 1583 0 0
Flt Permitted
Satd. Flow (perm) 0 6408 5085 1583 0 0
Link Speed (mph) 55 55 45
Link Distance (ft) 1427 410 867
Travel Time (s) 17.7 5.1 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2022 2810 406 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2022 2810 406 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 45 15 9
Sign Control Free Free Stop

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 52.2% ICU Level of Service A
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 41 13 10 48 7 107 17 435 25 60 945 60
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 100 200 0 200 200 250 200
Storage Lanes 2 1 1 1 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.934 0.869 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3306 0 1770 1538 1504 1770 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.634 0.219 0.950
Satd. Flow (perm) 3433 3306 0 1181 1538 1504 408 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 258 714 918 569
Travel Time (s) 5.0 13.9 13.9 8.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 46 14 11 53 8 119 19 483 28 67 1050 67
Shared Lane Traffic (%) 47%
Lane Group Flow (vph) 46 25 0 53 64 63 19 483 28 67 1050 67
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+pt pm+ov pm+pt pm+ov Prot pm+ov
Protected Phases 3 8 7 4 1 5 2 7 1 6 3
Permitted Phases 4 4 2 2 6
Detector Phase 3 8 7 4 1 5 2 7 1 6 3
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 7.0 15.0 7.0 7.0 15.0 7.0
Minimum Split (s) 12.0 15.0 12.0 15.0 12.0 12.0 20.0 12.0 12.0 20.0 12.0
Total Split (s) 12.0 15.0 0.0 12.0 15.0 12.0 12.0 31.0 12.0 12.0 31.0 12.0
Total Split (%) 17.1% 21.4% 0.0% 17.1% 21.4% 17.1% 17.1% 44.3% 17.1% 17.1% 44.3% 17.1%
Maximum Green (s) 7.0 10.0 7.0 10.0 7.0 7.0 26.0 7.0 7.0 26.0 7.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max None
Act Effct Green (s) 7.6 10.0 14.0 10.0 16.0 41.8 37.2 49.8 7.0 44.4 55.6
Actuated g/C Ratio 0.11 0.14 0.20 0.14 0.23 0.60 0.53 0.71 0.10 0.63 0.79
v/c Ratio 0.12 0.05 0.17 0.29 0.18 0.05 0.26 0.02 0.20 0.47 0.05
Control Delay 29.5 26.3 19.7 30.8 20.0 7.0 10.6 3.8 33.8 7.1 3.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 29.5 26.3 19.7 30.8 20.0 7.0 10.6 3.8 33.8 7.1 3.1
LOS C C B C B A B A C A A
Approach Delay 28.4 23.8 10.1 8.4
Approach LOS C C B A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 30 (43%), Referenced to phase 2:NBTL and 6:SBT, Start of Yellow
Natural Cycle: 65
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.47
Intersection Signal Delay: 11.0 Intersection LOS: B
Intersection Capacity Utilization 43.8% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     4125: Clepper Drive & Eastgate Boulevard
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Lane Group EBT EBR WBL WBT NWL NWR
Lane Configurations
Volume (vph) 1104 870 0 2529 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 0.91 1.00 0.91 1.00 1.00
Frt 0.971 0.850
Flt Protected
Satd. Flow (prot) 3292 1441 0 5085 0 0
Flt Permitted
Satd. Flow (perm) 3292 1441 0 5085 0 0
Link Speed (mph) 55 55 55
Link Distance (ft) 767 462 1392
Travel Time (s) 9.5 5.7 17.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1227 967 0 2810 0 0
Shared Lane Traffic (%) 31%
Lane Group Flow (vph) 1527 667 0 2810 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 45 15 15 9
Sign Control Free Free Yield

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 52.2% ICU Level of Service A
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 252 0 618 0 0 0 0 508 79 64 294 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 0 0 0 0 200 0
Storage Lanes 1 1 0 0 0 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 1.00 0.88 1.00 1.00 1.00 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 1392 602 569 862
Travel Time (s) 17.3 7.5 8.6 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 280 0 687 0 0 0 0 564 88 71 327 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 280 0 687 0 0 0 0 564 88 71 327 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 1 2 1 1 2
Detector Template Left Right Thru Right Left Thru
Leading Detector (ft) 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0
Detector 1 Size(ft) 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Perm Prot
Protected Phases 6 6 4 3 8
Permitted Phases 4
Detector Phase 6 6 4 4 3 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 33.0 0.0 33.0 0.0 0.0 0.0 0.0 25.0 25.0 12.0 37.0 0.0
Total Split (%) 47.1% 0.0% 47.1% 0.0% 0.0% 0.0% 0.0% 35.7% 35.7% 17.1% 52.9% 0.0%
Maximum Green (s) 28.0 28.0 20.0 20.0 7.0 32.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 5.0 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 23.0 23.0 29.7 29.7 7.1 37.0
Actuated g/C Ratio 0.33 0.33 0.42 0.42 0.10 0.53
v/c Ratio 0.25 0.75 0.38 0.13 0.20 0.17
Control Delay 8.5 14.8 12.2 11.5 26.4 4.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 8.5 14.8 12.2 11.5 26.4 4.9
LOS A B B B C A
Approach Delay 12.1 8.8
Approach LOS B A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 46 (66%), Referenced to phase 4:NBT and 8:SBT, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.75
Intersection Signal Delay: 11.9 Intersection LOS: B
Intersection Capacity Utilization 38.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6501: SR 32 EB Off-Ramp & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 47 5 5 46 30 141 13 281 62 83 782 103
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 300 50 50 150 0 0
Storage Lanes 1 0 1 0 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00
Frt 0.925 0.876 0.973 0.983
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1723 0 1770 1632 0 1770 3444 0 1770 1831 0
Flt Permitted 0.627 0.654 0.144 0.452
Satd. Flow (perm) 1168 1723 0 1218 1632 0 268 3444 0 842 1831 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 1434 1732 536 918
Travel Time (s) 27.9 33.7 8.1 13.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 52 6 6 51 33 157 14 312 69 92 869 114
Shared Lane Traffic (%)
Lane Group Flow (vph) 52 12 0 51 190 0 14 381 0 92 983 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2
Detector Template Left Thru Left Thru Left Thru Left Thru
Leading Detector (ft) 20 100 20 100 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+pt pm+pt pm+pt
Protected Phases 3 8 7 4 5 2 1 6
Permitted Phases 8 4 2 6
Detector Phase 3 8 7 4 5 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 15.0 7.0 15.0
Minimum Split (s) 12.0 15.0 12.0 15.0 12.0 20.0 12.0 20.0
Total Split (s) 12.0 15.0 0.0 12.0 15.0 0.0 12.0 31.0 0.0 12.0 31.0 0.0
Total Split (%) 17.1% 21.4% 0.0% 17.1% 21.4% 0.0% 17.1% 44.3% 0.0% 17.1% 44.3% 0.0%
Maximum Green (s) 7.0 10.0 7.0 10.0 7.0 26.0 7.0 26.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None C-Max None C-Max
Act Effct Green (s) 13.7 12.9 15.7 10.5 38.3 32.7 41.3 39.9
Actuated g/C Ratio 0.20 0.18 0.22 0.15 0.55 0.47 0.59 0.57
v/c Ratio 0.18 0.04 0.14 0.78 0.05 0.24 0.16 0.94
Control Delay 23.0 25.0 18.9 53.2 8.0 13.9 6.3 31.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 23.0 25.0 18.9 53.2 8.0 13.9 6.3 31.5
LOS C C B D A B A C
Approach Delay 23.4 46.0 13.7 29.3
Approach LOS C D B C

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 36 (51%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.94
Intersection Signal Delay: 27.9 Intersection LOS: C
Intersection Capacity Utilization 86.0% ICU Level of Service E
Analysis Period (min) 15

Splits and Phases:     6504: Aicholtz Road & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 304 1349 285 245 2045 132 341 185 100 54 275 593
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 225 200 0 200 200
Storage Lanes 1 1 2 1 2 1 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 871 4471 1353 813
Travel Time (s) 10.8 55.4 20.5 12.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 338 1499 317 272 2272 147 379 206 111 60 306 659
Shared Lane Traffic (%)
Lane Group Flow (vph) 338 1499 317 272 2272 147 379 206 111 60 306 659
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 7 1 6 3 7 4 1 3 8 5
Permitted Phases 2 6 4 8
Detector Phase 5 2 7 1 6 3 7 4 1 3 8 5
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 10.0 7.0 7.0 10.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 16.5 13.5 13.5 16.5 13.5
Total Split (s) 25.0 67.6 17.0 18.9 61.5 13.6 17.0 19.9 18.9 13.6 16.5 25.0
Total Split (%) 20.8% 56.3% 14.2% 15.8% 51.3% 11.3% 14.2% 16.6% 15.8% 11.3% 13.8% 20.8%
Maximum Green (s) 18.5 61.1 10.5 12.4 55.0 7.1 10.5 13.4 12.4 7.1 10.0 18.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 18.5 61.4 78.4 12.1 55.0 68.6 10.5 13.4 32.1 7.1 10.0 35.0
Actuated g/C Ratio 0.15 0.51 0.65 0.10 0.46 0.57 0.09 0.11 0.27 0.06 0.08 0.29
v/c Ratio 0.64 0.83 0.31 0.78 1.40 0.16 1.26 0.52 0.26 0.30 1.04 1.43
Control Delay 53.8 29.9 10.1 63.0 206.8 8.4 186.7 55.4 36.6 58.1 115.8 237.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 53.8 29.9 10.1 63.0 206.8 8.4 186.7 55.4 36.6 58.1 115.8 237.6
LOS D C B E F A F E D E F F
Approach Delay 30.8 181.4 123.9 190.7
Approach LOS C F F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 16 (13%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.43
Intersection Signal Delay: 127.3 Intersection LOS: F
Intersection Capacity Utilization 119.2% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6505: SR 32 & Glen Este-Withamsville Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 6 131 114 343 383 9 92 21 33 19 64 41
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 120 0 120 0 0 0
Storage Lanes 1 1 1 0 1 1 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.997 0.850 0.941
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1863 1583 1770 1857 0 1770 1863 1583 1770 1753 0
Flt Permitted 0.509 0.444 0.531 0.742
Satd. Flow (perm) 948 1863 1583 827 1857 0 989 1863 1583 1382 1753 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 45 45 35
Link Distance (ft) 1144 624 1100 191
Travel Time (s) 17.3 9.5 16.7 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 7 146 127 381 426 10 102 23 37 21 71 46
Shared Lane Traffic (%)
Lane Group Flow (vph) 7 146 127 381 436 0 102 23 37 21 117 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 12 12
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 2 1 1 2
Detector Template Left Thru Right Left Thru Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+ov pm+pt pm+pt pm+ov pm+pt
Protected Phases 7 4 5 3 8 5 2 3 1 6
Permitted Phases 4 4 8 2 2 6
Detector Phase 7 4 5 3 8 5 2 3 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 7.0 10.0 7.0 15.0 7.0 7.0 15.0
Minimum Split (s) 13.0 16.0 12.0 13.0 16.0 12.0 20.0 13.0 12.0 20.0
Total Split (s) 13.0 17.0 12.0 21.0 25.0 0.0 12.0 20.0 21.0 12.0 20.0 0.0
Total Split (%) 18.6% 24.3% 17.1% 30.0% 35.7% 0.0% 17.1% 28.6% 30.0% 17.1% 28.6% 0.0%
Maximum Green (s) 7.0 11.0 7.0 15.0 19.0 7.0 15.0 15.0 7.0 15.0
Yellow Time (s) 4.2 4.2 3.6 4.2 4.2 3.6 3.6 4.2 3.6 3.6
All-Red Time (s) 1.8 1.8 1.4 1.8 1.8 1.4 1.4 1.8 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.0 6.0 5.0 6.0 6.0 4.0 5.0 5.0 6.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lead Lag Lead Lag Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max
Act Effct Green (s) 15.5 10.5 20.4 28.3 25.7 29.7 28.3 49.5 26.6 21.0
Actuated g/C Ratio 0.22 0.15 0.29 0.40 0.37 0.42 0.40 0.71 0.38 0.30
v/c Ratio 0.02 0.52 0.28 0.71 0.64 0.20 0.03 0.03 0.04 0.22
Control Delay 12.0 34.6 19.0 23.0 24.9 10.3 11.8 5.5 13.8 24.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 12.0 34.6 19.0 23.0 24.9 10.3 11.8 5.5 13.8 24.0
LOS B C B C C B B A B C
Approach Delay 26.9 24.0 9.4 22.4
Approach LOS C C A C

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 25 (36%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 65
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.71
Intersection Signal Delay: 22.8 Intersection LOS: C
Intersection Capacity Utilization 54.0% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6512: Cincinnati-Batavia Pike & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 3 14 59 19 2 11 174 165 20 27 405 20
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 400 0 200 0
Storage Lanes 0 1 2 1 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 0.97 1.00 1.00 1.00 0.95 0.95 1.00 0.95 0.95
Frt 0.850 0.850 0.984 0.993
Flt Protected 0.992 0.950 0.950 0.950
Satd. Flow (prot) 0 1848 1583 3433 1863 1583 1770 3483 0 1770 3514 0
Flt Permitted 0.944 0.950 0.482 0.623
Satd. Flow (perm) 0 1758 1583 3433 1863 1583 898 3483 0 1160 3514 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 588 419 760 1100
Travel Time (s) 7.3 5.2 11.5 16.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 3 16 66 21 2 12 193 183 22 30 450 22
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 19 66 21 2 12 193 205 0 30 472 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Perm Perm Perm
Protected Phases 4 3 8 2 6
Permitted Phases 4 4 8 2 6
Detector Phase 4 4 4 3 8 8 2 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 14.0 14.0 14.0 12.0 26.0 26.0 44.0 44.0 0.0 44.0 44.0 0.0
Total Split (%) 20.0% 20.0% 20.0% 17.1% 37.1% 37.1% 62.9% 62.9% 0.0% 62.9% 62.9% 0.0%
Maximum Green (s) 9.0 9.0 9.0 7.0 21.0 21.0 39.0 39.0 39.0 39.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 8.2 8.2 7.0 10.6 10.6 56.2 56.2 56.2 56.2
Actuated g/C Ratio 0.12 0.12 0.10 0.15 0.15 0.80 0.80 0.80 0.80
v/c Ratio 0.09 0.36 0.06 0.01 0.05 0.27 0.07 0.03 0.17
Control Delay 28.1 33.9 29.1 21.0 22.2 5.1 2.6 1.9 1.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 28.1 33.9 29.1 21.0 22.2 5.1 2.6 1.9 1.6
LOS C C C C C A A A A
Approach Delay 32.6 26.2 3.8 1.6
Approach LOS C C A A

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 19 (27%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 45
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.36
Intersection Signal Delay: 5.9 Intersection LOS: A
Intersection Capacity Utilization 41.2% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6513: Eastgate Boulevard & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 120 1353 181 232 839 282 0 0 551 0 0 767
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 0 500 0 500 0
Storage Lanes 1 1 1 1 2 3 1 2
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 0.76 1.00 1.00 0.88
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 817 734 2631 3075
Travel Time (s) 10.1 9.1 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 133 1503 201 258 932 313 0 0 612 0 0 852
Shared Lane Traffic (%)
Lane Group Flow (vph) 133 1503 201 258 932 313 0 0 612 0 0 852
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 1
Detector Template Left Thru Right Left Thru Right Right Right
Leading Detector (ft) 20 100 20 20 100 20 20 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Prot custom Over Over
Protected Phases 11 10 10 7 6 6 7 11
Permitted Phases 11 7
Detector Phase 11 10 10 7 6 6 7 11
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 15.0 7.0 15.0 15.0 7.0 7.0
Minimum Split (s) 13.5 21.5 21.5 13.5 21.5 21.5 13.5 13.5
Total Split (s) 36.0 34.0 34.0 36.0 34.0 34.0 0.0 0.0 36.0 0.0 0.0 36.0
Total Split (%) 51.4% 48.6% 48.6% 51.4% 48.6% 48.6% 0.0% 0.0% 51.4% 0.0% 0.0% 51.4%
Maximum Green (s) 29.5 27.5 27.5 29.5 27.5 27.5 29.5 29.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 4.0 4.0 6.5 4.0 4.0 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None Max Max None C-Max C-Max None None
Act Effct Green (s) 26.2 30.8 70.0 26.2 30.8 70.0 26.2 26.2
Actuated g/C Ratio 0.37 0.44 1.00 0.37 0.44 1.00 0.37 0.37
v/c Ratio 0.20 0.67 0.13 0.39 0.42 0.20 0.45 0.82
Control Delay 17.1 9.9 0.1 15.1 15.6 0.3 17.2 21.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 17.1 9.9 0.1 15.1 15.6 0.3 17.2 21.4
LOS B A A B B A B C
Approach Delay 9.3 12.3
Approach LOS A B

Intersection Summary
Area Type: Other
Cycle Length: 70
Actuated Cycle Length: 70
Offset: 0 (0%), Referenced to phase 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.82
Intersection Signal Delay: 13.4 Intersection LOS: B
Intersection Capacity Utilization 53.9% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 310 481 7 14 301 87 21 18 20 217 12 132
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 150 0 150 0 0 0 0 150
Storage Lanes 1 0 1 0 0 0 0 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.998 0.966 0.954 0.850
Flt Protected 0.950 0.950 0.983 0.955
Satd. Flow (prot) 1770 1859 0 1770 1799 0 0 1747 0 0 1779 1583
Flt Permitted 0.468 0.391 0.849 0.690
Satd. Flow (perm) 872 1859 0 728 1799 0 0 1509 0 0 1285 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 40 40
Link Distance (ft) 3075 857 505 623
Travel Time (s) 59.9 16.7 8.6 10.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 344 534 8 16 334 97 23 20 22 241 13 147
Shared Lane Traffic (%)
Lane Group Flow (vph) 344 542 0 16 431 0 0 65 0 0 254 147
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2 1
Detector Template Left Thru Left Thru Left Thru Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Perm Perm Perm
Protected Phases 2 6 4 8
Permitted Phases 2 6 4 8 8
Detector Phase 2 2 6 6 4 4 8 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 15.0 15.0 10.0 10.0 10.0 10.0 10.0
Minimum Split (s) 20.0 20.0 20.0 20.0 15.0 15.0 15.0 15.0 15.0
Total Split (s) 52.0 52.0 0.0 52.0 52.0 0.0 28.0 28.0 0.0 28.0 28.0 28.0
Total Split (%) 65.0% 65.0% 0.0% 65.0% 65.0% 0.0% 35.0% 35.0% 0.0% 35.0% 35.0% 35.0%
Maximum Green (s) 47.0 47.0 47.0 47.0 23.0 23.0 23.0 23.0 23.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max C-Max C-Max None None None None None
Act Effct Green (s) 50.4 50.4 50.4 50.4 19.6 19.6 19.6
Actuated g/C Ratio 0.63 0.63 0.63 0.63 0.24 0.24 0.24
v/c Ratio 0.63 0.46 0.03 0.38 0.18 0.81 0.38
Control Delay 9.0 5.3 7.1 9.1 23.5 48.1 27.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 9.0 5.3 7.1 9.1 23.5 48.1 27.1
LOS A A A A C D C
Approach Delay 6.7 9.1 23.5 40.4
Approach LOS A A C D

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 19 (24%), Referenced to phase 2:EBTL and 6:WBTL, Start of Yellow
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.81
Intersection Signal Delay: 15.4 Intersection LOS: B
Intersection Capacity Utilization 70.1% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     18: Bells Lane & Summerside Road
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Lane Group EBU EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 605 0 1958 2212 0 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.97 1.00 0.91 0.91 1.00 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 3433 0 5085 5085 0 0 0
Flt Permitted 0.950
Satd. Flow (perm) 3433 0 5085 5085 0 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 734 1281 223
Travel Time (s) 9.1 15.9 2.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 672 0 2176 2458 0 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 672 0 2176 2458 0 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment R NA Left Left Left Right Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 9 15 9
Number of Detectors 1 2 2
Detector Template Left Thru Thru
Leading Detector (ft) 20 100 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 20 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 15 Free 14
Permitted Phases
Detector Phase 15 14
Switch Phase
Minimum Initial (s) 7.0 15.0
Minimum Split (s) 13.5 21.5
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Lane Group EBU EBL EBT WBT WBR SBL SBR
Total Split (s) 27.0 0.0 0.0 53.0 0.0 0.0 0.0
Total Split (%) 33.8% 0.0% 0.0% 66.3% 0.0% 0.0% 0.0%
Maximum Green (s) 20.5 46.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode None C-Max
Act Effct Green (s) 19.2 80.0 47.8
Actuated g/C Ratio 0.24 1.00 0.60
v/c Ratio 0.82 0.43 0.81
Control Delay 29.3 0.1 5.1
Queue Delay 0.0 0.0 0.0
Total Delay 29.3 0.1 5.1
LOS C A A
Approach Delay 7.0 5.1
Approach LOS A A

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 9 (11%), Referenced to phase 14:WBT, Start of Yellow
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.82
Intersection Signal Delay: 6.1 Intersection LOS: A
Intersection Capacity Utilization 70.8% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     45: SR 32 & East U-turn
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Lane Group SET SER NWU NWL NWT NEL NER
Lane Configurations
Volume (vph) 1867 0 617 0 1317 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 1.00 1.00 1.00 0.91 1.00 1.00
Frt
Flt Protected 0.950
Satd. Flow (prot) 5085 0 1770 0 5085 0 0
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 1770 0 5085 0 0
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 55
Link Distance (ft) 230 817 239
Travel Time (s) 2.9 10.1 3.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2074 0 686 0 1463 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 2074 0 686 0 1463 0 0
Enter Blocked Intersection No No No No No No No
Lane Alignment Left Right R NA Left Left Left Right
Median Width(ft) 52 52 0
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 9 15 15 9
Number of Detectors 2 1 2
Detector Template Thru Left Thru
Leading Detector (ft) 100 20 100
Trailing Detector (ft) 0 0 0
Detector 1 Position(ft) 0 0 0
Detector 1 Size(ft) 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 3 Free
Permitted Phases
Detector Phase 2 3
Switch Phase
Minimum Initial (s) 15.0 7.0
Minimum Split (s) 21.5 13.5
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Lane Group SET SER NWU NWL NWT NEL NER
Total Split (s) 40.0 0.0 40.0 0.0 0.0 0.0 0.0
Total Split (%) 50.0% 0.0% 50.0% 0.0% 0.0% 0.0% 0.0%
Maximum Green (s) 33.5 33.5
Yellow Time (s) 5.0 5.0
All-Red Time (s) 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 6.5 4.0 4.0 4.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0
Recall Mode C-Max None
Act Effct Green (s) 34.3 32.7 80.0
Actuated g/C Ratio 0.43 0.41 1.00
v/c Ratio 0.95 0.95 0.29
Control Delay 34.2 41.0 0.1
Queue Delay 0.0 0.0 0.0
Total Delay 34.2 41.0 0.1
LOS C D A
Approach Delay 34.2 13.2
Approach LOS C B

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 73 (91%), Referenced to phase 2:SET, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.95
Intersection Signal Delay: 23.5 Intersection LOS: C
Intersection Capacity Utilization 79.0% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     47: SR 32 & West U-turn
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 67 2101 316 84 1550 53 417 284 241 215 222 110
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 200 0 200 200 200 200
Storage Lanes 1 0 1 0 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.95 0.95 1.00 0.95 0.95 0.97 1.00 1.00 0.97 1.00 1.00
Frt 0.980 0.995 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 3468 0 1770 3522 0 3433 1863 1583 3433 1863 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 1770 3468 0 1770 3522 0 3433 1863 1583 3433 1863 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 30 25
Link Distance (ft) 4471 2042 1407 533
Travel Time (s) 55.4 25.3 32.0 14.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 74 2334 351 93 1722 59 463 316 268 239 247 122
Shared Lane Traffic (%)
Lane Group Flow (vph) 74 2685 0 93 1781 0 463 316 268 239 247 122
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 1 2 1
Detector Template Left Thru Left Thru Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot Prot Prot pm+ov Prot Perm
Protected Phases 5 2 1 6 7 4 1 3 8
Permitted Phases 4 8
Detector Phase 5 2 1 6 7 4 1 3 8 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 15.0 7.0 10.0 7.0 7.0 10.0 10.0
Minimum Split (s) 13.5 21.5 13.5 21.5 13.5 16.5 13.5 13.5 16.5 16.5
Total Split (s) 13.5 69.5 0.0 13.5 69.5 0.0 18.0 23.0 13.5 14.0 19.0 19.0
Total Split (%) 11.3% 57.9% 0.0% 11.3% 57.9% 0.0% 15.0% 19.2% 11.3% 11.7% 15.8% 15.8%
Maximum Green (s) 7.0 63.0 7.0 63.0 11.5 16.5 7.0 7.5 12.5 12.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 4.0 6.5 6.5 4.0 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lead Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None C-Max None None None None None None
Act Effct Green (s) 7.0 63.0 7.0 63.0 11.5 16.5 30.0 7.5 12.5 12.5
Actuated g/C Ratio 0.06 0.52 0.06 0.52 0.10 0.14 0.25 0.06 0.10 0.10
v/c Ratio 0.72 1.47 0.90 0.96 1.41 1.23 0.68 1.11 1.27 0.74
Control Delay 63.5 232.5 121.9 41.7 240.3 177.8 50.4 145.6 200.2 78.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 63.5 232.5 121.9 41.7 240.3 177.8 50.4 145.6 200.2 78.4
LOS E F F D F F D F F E
Approach Delay 227.9 45.7 172.8 154.3
Approach LOS F D F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 56 (47%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.47
Intersection Signal Delay: 157.3 Intersection LOS: F
Intersection Capacity Utilization 109.6% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     1174: SR 32 & Elick Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 11 164 508 0 208 266 376 582 238 224 586 35
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 500 0 150 0
Storage Lanes 0 1 1 1 1 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 0.97 0.95 1.00 0.97 0.95 0.95
Frt 0.850 0.850 0.850 0.992
Flt Protected 0.997 0.950 0.950
Satd. Flow (prot) 0 1857 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Flt Permitted 0.971 0.950 0.950
Satd. Flow (perm) 0 1809 1583 0 1863 1583 3433 3539 1583 3433 3511 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 383 334 517 760
Travel Time (s) 7.5 6.5 7.8 11.5
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 12 182 564 0 231 296 418 647 264 249 651 39
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 194 564 0 231 296 418 647 264 249 690 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm pm+ov Perm pm+ov Prot Perm Prot
Protected Phases 4 5 8 1 5 2 1 6
Permitted Phases 4 4 8 8 2
Detector Phase 4 4 5 8 8 1 5 2 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 10.0 10.0 7.0 10.0 10.0 7.0 7.0 15.0 15.0 7.0 15.0
Minimum Split (s) 15.0 15.0 12.0 15.0 15.0 12.0 12.0 20.0 20.0 12.0 20.0
Total Split (s) 22.0 22.0 28.0 22.0 22.0 16.0 28.0 42.0 42.0 16.0 30.0 0.0
Total Split (%) 27.5% 27.5% 35.0% 27.5% 27.5% 20.0% 35.0% 52.5% 52.5% 20.0% 37.5% 0.0%
Maximum Green (s) 17.0 17.0 23.0 17.0 17.0 11.0 23.0 37.0 37.0 11.0 25.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lead Lead Lag Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None None C-Max C-Max None C-Max
Act Effct Green (s) 14.4 38.9 14.4 29.5 19.6 40.5 40.5 10.2 31.1
Actuated g/C Ratio 0.18 0.49 0.18 0.37 0.24 0.51 0.51 0.13 0.39
v/c Ratio 0.60 0.73 0.69 0.51 0.50 0.36 0.33 0.57 0.51
Control Delay 37.7 21.9 42.3 26.5 34.2 6.3 7.0 39.5 14.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 37.7 21.9 42.3 26.5 34.2 6.3 7.0 39.5 14.0
LOS D C D C C A A D B
Approach Delay 25.9 33.4 15.2 20.7
Approach LOS C C B C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 12 (15%), Referenced to phase 2:NBT and 6:SBT, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.73
Intersection Signal Delay: 21.7 Intersection LOS: C
Intersection Capacity Utilization 72.2% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     2083: Eastgate North Drive & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 0 122 41 0 300 168 250 0 250
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 450 0 0 0
Storage Lanes 0 0 0 0 1 0 0 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00
Frt 0.966 0.946 0.932
Flt Protected 0.976
Satd. Flow (prot) 0 0 0 0 1799 0 0 3348 0 0 1694 0
Flt Permitted 0.587
Satd. Flow (perm) 0 0 0 0 1799 0 0 3348 0 0 1019 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 35 45 35
Link Distance (ft) 247 369 867 660
Travel Time (s) 3.7 7.2 13.1 12.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 0 136 46 0 333 187 278 0 278
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 182 0 0 520 0 0 556 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 0 0 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 2 2 1 2
Detector Template Thru Thru Left Thru
Leading Detector (ft) 100 100 20 100
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94
Detector 2 Size(ft) 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0
Turn Type Perm
Protected Phases 8 2 6
Permitted Phases 6
Detector Phase 8 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0
Total Split (s) 0.0 0.0 0.0 0.0 18.0 0.0 0.0 62.0 0.0 62.0 62.0 0.0
Total Split (%) 0.0% 0.0% 0.0% 0.0% 22.5% 0.0% 0.0% 77.5% 0.0% 77.5% 77.5% 0.0%
Maximum Green (s) 13.0 57.0 57.0 57.0
Yellow Time (s) 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 4.0 4.0 4.0 5.0 4.0 4.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode None C-Max C-Max C-Max
Act Effct Green (s) 11.7 58.3 58.3
Actuated g/C Ratio 0.15 0.73 0.73
v/c Ratio 0.69 0.21 0.75
Control Delay 46.5 3.9 12.2
Queue Delay 0.0 0.0 0.0
Total Delay 46.5 3.9 12.2
LOS D A B
Approach Delay 46.5 3.9 12.2
Approach LOS D A B

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 13 (16%), Referenced to phase 2:NBT and 6:SBTL, Start of Yellow
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.75
Intersection Signal Delay: 13.7 Intersection LOS: B
Intersection Capacity Utilization 64.3% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     3003: SR 32 WB On-Ramp & Eastgate North Drive



SR-32 Corridor Alternative #3
4105: SR 32 & I-275 SB Off-Ramp 12/18/2008

2015 PM Peak Hour - Revised Lanes Synchro 7 -  Report
%user_name% Page 13

Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 1942 1924 0 334 254
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 0.91 0.91 1.00 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 0 5085 5085 0 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 0 5085 5085 0 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 1886 626 1042
Travel Time (s) 23.4 7.8 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2158 2138 0 371 282
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2158 2138 0 371 282
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right L NA R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBL EBT WBT WBR SBL SBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 0.0 49.5 49.5 0.0 30.5 30.5
Total Split (%) 0.0% 61.9% 61.9% 0.0% 38.1% 38.1%
Maximum Green (s) 43.0 43.0 24.0 24.0
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 4.0 6.5 6.5 4.0 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max Max Max
Act Effct Green (s) 43.0 43.0 24.0 24.0
Actuated g/C Ratio 0.54 0.54 0.30 0.30
v/c Ratio 0.79 0.78 0.36 0.59
Control Delay 13.4 16.7 23.2 30.0
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 13.4 16.7 23.2 30.0
LOS B B C C
Approach Delay 13.4 16.7 26.1
Approach LOS B B C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 51 (64%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.79
Intersection Signal Delay: 16.5 Intersection LOS: B
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     4105: SR 32 & I-275 SB Off-Ramp



SR-32 Corridor Alternative #3
4107: SR 32 & I-275 NB Off-Ramp 12/18/2008

2015 PM Peak Hour - Revised Lanes Synchro 7 -  Report
%user_name% Page 15

Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 2434 0 0 1697 691 110
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 300 300
Storage Lanes 0 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 0.91 1.00 1.00 0.95 0.97 1.00
Frt 0.850
Flt Protected 0.950
Satd. Flow (prot) 5085 0 0 3539 3433 1583
Flt Permitted 0.950
Satd. Flow (perm) 5085 0 0 3539 3433 1583
Right Turn on Red No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 40
Link Distance (ft) 693 767 1044
Travel Time (s) 8.6 9.5 17.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 2704 0 0 1886 768 122
Shared Lane Traffic (%)
Lane Group Flow (vph) 2704 0 0 1886 768 122
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left R NA
Median Width(ft) 40 40 24
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 9 15 15 9
Number of Detectors 2 2 1 1
Detector Template Thru Thru Left Right
Leading Detector (ft) 100 100 20 20
Trailing Detector (ft) 0 0 0 0
Detector 1 Position(ft) 0 0 0 0
Detector 1 Size(ft) 6 6 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot
Protected Phases 2 6 4 4
Permitted Phases
Detector Phase 2 6 4 4
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Lane Group EBT EBR WBL WBT NBL NBR
Switch Phase
Minimum Initial (s) 15.0 15.0 10.0 10.0
Minimum Split (s) 21.5 21.5 16.5 16.5
Total Split (s) 53.0 0.0 0.0 53.0 27.0 27.0
Total Split (%) 66.3% 0.0% 0.0% 66.3% 33.8% 33.8%
Maximum Green (s) 46.5 46.5 20.5 20.5
Yellow Time (s) 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 4.0 4.0 6.5 6.5 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0
Recall Mode C-Max C-Max None None
Act Effct Green (s) 46.9 46.9 20.1 20.1
Actuated g/C Ratio 0.59 0.59 0.25 0.25
v/c Ratio 0.91 0.91 0.89 0.31
Control Delay 9.2 23.0 43.3 26.6
Queue Delay 0.0 0.0 0.0 0.0
Total Delay 9.2 23.0 43.3 26.6
LOS A C D C
Approach Delay 9.2 23.0 41.0
Approach LOS A C D

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 63 (79%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.91
Intersection Signal Delay: 19.1 Intersection LOS: B
Intersection Capacity Utilization 77.6% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     4107: SR 32 & I-275 NB Off-Ramp
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Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations
Volume (vph) 0 2663 2102 468 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 1.00 0.86 0.91 1.00 1.00 1.00
Frt 0.850
Flt Protected
Satd. Flow (prot) 0 6408 5085 1583 0 0
Flt Permitted
Satd. Flow (perm) 0 6408 5085 1583 0 0
Link Speed (mph) 55 55 45
Link Distance (ft) 1427 410 867
Travel Time (s) 17.7 5.1 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 2959 2336 520 0 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 2959 2336 520 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Left Left Right Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 45 15 9
Sign Control Free Free Stop

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 64.1% ICU Level of Service C
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 210 71 39 75 50 420 23 992 111 400 650 284
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 100 200 0 200 200 250 200
Storage Lanes 2 1 1 1 1 1 1 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 0.95 1.00 0.95 0.95 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.947 0.882 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3352 0 1770 1561 1504 1770 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.675 0.377 0.950
Satd. Flow (perm) 3433 3352 0 1257 1561 1504 702 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 258 714 918 569
Travel Time (s) 5.0 13.9 13.9 8.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 233 79 43 83 56 467 26 1102 123 444 722 316
Shared Lane Traffic (%) 45%
Lane Group Flow (vph) 233 122 0 83 266 257 26 1102 123 444 722 316
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+pt pm+ov pm+pt pm+ov Prot pm+ov
Protected Phases 3 8 7 4 1 5 2 7 1 6 3
Permitted Phases 4 4 2 2 6
Detector Phase 3 8 7 4 1 5 2 7 1 6 3
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 7.0 15.0 7.0 7.0 15.0 7.0
Minimum Split (s) 12.0 15.0 12.0 15.0 12.0 12.0 20.0 12.0 12.0 20.0 12.0
Total Split (s) 12.0 19.0 0.0 12.0 19.0 16.0 12.0 33.0 12.0 16.0 37.0 12.0
Total Split (%) 15.0% 23.8% 0.0% 15.0% 23.8% 20.0% 15.0% 41.3% 15.0% 20.0% 46.3% 15.0%
Maximum Green (s) 7.0 14.0 7.0 14.0 11.0 7.0 28.0 7.0 11.0 32.0 7.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max None
Act Effct Green (s) 7.0 16.4 21.0 14.0 30.0 35.0 28.0 40.0 11.0 39.2 51.2
Actuated g/C Ratio 0.09 0.20 0.26 0.18 0.38 0.44 0.35 0.50 0.14 0.49 0.64
v/c Ratio 0.78 0.18 0.22 0.97 0.46 0.06 0.89 0.16 0.94 0.42 0.31
Control Delay 54.9 28.7 21.1 84.4 22.1 6.5 23.7 6.7 59.9 7.2 6.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 54.9 28.7 21.1 84.4 22.1 6.5 23.7 6.7 59.9 7.2 6.4
LOS D C C F C A C A E A A
Approach Delay 45.9 49.3 21.6 22.8
Approach LOS D D C C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 37 (46%), Referenced to phase 2:NBTL and 6:SBT, Start of Yellow
Natural Cycle: 80
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.97
Intersection Signal Delay: 29.0 Intersection LOS: C
Intersection Capacity Utilization 72.7% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     4125: Clepper Drive & Eastgate Boulevard
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Lane Group EBT EBR WBL WBT NWL NWR
Lane Configurations
Volume (vph) 1303 1241 0 2197 0 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Util. Factor 0.91 0.91 1.00 0.95 1.00 1.00
Frt 0.961 0.850
Flt Protected
Satd. Flow (prot) 3258 1441 0 3539 0 0
Flt Permitted
Satd. Flow (perm) 3258 1441 0 3539 0 0
Link Speed (mph) 55 55 55
Link Distance (ft) 767 462 1392
Travel Time (s) 9.5 5.7 17.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 1448 1379 0 2441 0 0
Shared Lane Traffic (%) 37%
Lane Group Flow (vph) 1958 869 0 2441 0 0
Enter Blocked Intersection No No No No No No
Lane Alignment Left Right Left Left Left Right
Median Width(ft) 40 40 12
Link Offset(ft) 0 0 0
Crosswalk Width(ft) 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 45 15 15 9
Sign Control Free Free Yield

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 64.1% ICU Level of Service C
Analysis Period (min) 15
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 491 0 750 0 0 0 0 1079 244 263 570 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 0 0 0 0 200 0
Storage Lanes 1 1 0 0 0 1 2 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 1.00 0.88 1.00 1.00 1.00 1.00 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 3433 0 2787 0 0 0 0 3539 1583 3433 3539 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 1392 602 569 862
Travel Time (s) 17.3 7.5 8.6 13.1
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 546 0 833 0 0 0 0 1199 271 292 633 0
Shared Lane Traffic (%)
Lane Group Flow (vph) 546 0 833 0 0 0 0 1199 271 292 633 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 1 2 1 1 2
Detector Template Left Right Thru Right Left Thru
Leading Detector (ft) 20 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0
Detector 1 Size(ft) 20 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Perm Prot
Protected Phases 6 6 4 3 8
Permitted Phases 4
Detector Phase 6 6 4 4 3 8
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 31.0 0.0 31.0 0.0 0.0 0.0 0.0 37.0 37.0 12.0 49.0 0.0
Total Split (%) 38.8% 0.0% 38.8% 0.0% 0.0% 0.0% 0.0% 46.3% 46.3% 15.0% 61.3% 0.0%
Maximum Green (s) 26.0 26.0 32.0 32.0 7.0 44.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 4.0 5.0 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 25.7 25.7 32.0 32.0 7.3 44.3
Actuated g/C Ratio 0.32 0.32 0.40 0.40 0.09 0.55
v/c Ratio 0.50 0.93 0.85 0.43 0.93 0.32
Control Delay 10.3 24.3 20.5 13.3 69.0 8.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 10.3 24.3 20.5 13.3 69.0 8.4
LOS B C C B E A
Approach Delay 19.2 27.5
Approach LOS B C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 56 (70%), Referenced to phase 4:NBT and 8:SBT, Start of Yellow
Natural Cycle: 75
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.93
Intersection Signal Delay: 21.1 Intersection LOS: C
Intersection Capacity Utilization 63.0% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     6501: SR 32 EB Off-Ramp & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 90 42 15 126 27 216 25 772 105 246 464 44
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 300 50 50 150 0 0
Storage Lanes 1 0 1 0 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00
Frt 0.960 0.867 0.982 0.987
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1788 0 1770 1615 0 1770 3476 0 1770 1839 0
Flt Permitted 0.464 0.534 0.336 0.119
Satd. Flow (perm) 864 1788 0 995 1615 0 626 3476 0 222 1839 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 35 35 45 45
Link Distance (ft) 1434 1732 536 918
Travel Time (s) 27.9 33.7 8.1 13.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 100 47 17 140 30 240 28 858 117 273 516 49
Shared Lane Traffic (%)
Lane Group Flow (vph) 100 64 0 140 270 0 28 975 0 273 565 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 2 1 2 1 2
Detector Template Left Thru Left Thru Left Thru Left Thru
Leading Detector (ft) 20 100 20 100 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 6 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+pt pm+pt pm+pt
Protected Phases 3 8 7 4 5 2 1 6
Permitted Phases 8 4 2 6
Detector Phase 3 8 7 4 5 2 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 10.0 7.0 15.0 7.0 15.0
Minimum Split (s) 12.0 15.0 13.5 15.0 12.0 20.0 12.0 20.0
Total Split (s) 12.0 19.4 0.0 13.6 21.0 0.0 12.0 31.0 0.0 16.0 35.0 0.0
Total Split (%) 15.0% 24.3% 0.0% 17.0% 26.3% 0.0% 15.0% 38.8% 0.0% 20.0% 43.8% 0.0%
Maximum Green (s) 7.0 14.4 7.1 16.0 7.0 26.0 11.0 30.0
Yellow Time (s) 3.6 3.6 5.0 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.5 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 4.0 6.5 5.0 4.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lag Lead Lag Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None C-Max None C-Max
Act Effct Green (s) 18.5 13.5 19.6 15.4 36.5 29.5 44.6 40.2
Actuated g/C Ratio 0.23 0.17 0.24 0.19 0.46 0.37 0.56 0.50
v/c Ratio 0.36 0.21 0.44 0.87 0.07 0.76 0.83 0.61
Control Delay 22.6 30.0 25.2 59.2 10.2 28.8 53.0 24.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 22.6 30.0 25.2 59.2 10.2 28.8 53.0 24.5
LOS C C C E B C D C
Approach Delay 25.5 47.6 28.2 33.8
Approach LOS C D C C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 27 (34%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 75
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.87
Intersection Signal Delay: 33.3 Intersection LOS: C
Intersection Capacity Utilization 75.6% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     6504: Aicholtz Road & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 701 1958 614 414 1611 115 604 577 322 213 573 480
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 225 200 0 200 200
Storage Lanes 1 1 2 1 2 1 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 3539 1583 3433 3539 1583 3433 3539 1583 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 871 4471 1353 813
Travel Time (s) 10.8 55.4 20.5 12.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 779 2176 682 460 1790 128 671 641 358 237 637 533
Shared Lane Traffic (%)
Lane Group Flow (vph) 779 2176 682 460 1790 128 671 641 358 237 637 533
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 7 1 6 3 7 4 1 3 8 5
Permitted Phases 2 6 4 8
Detector Phase 5 2 7 1 6 3 7 4 1 3 8 5
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 10.0 7.0 7.0 10.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 16.5 13.5 13.5 16.5 13.5
Total Split (s) 24.0 57.0 23.0 18.0 51.0 15.8 23.0 29.2 18.0 15.8 22.0 24.0
Total Split (%) 20.0% 47.5% 19.2% 15.0% 42.5% 13.2% 19.2% 24.3% 15.0% 13.2% 18.3% 20.0%
Maximum Green (s) 17.5 50.5 16.5 11.5 44.5 9.3 16.5 22.7 11.5 9.3 15.5 17.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 17.5 50.5 73.5 11.5 44.5 60.3 16.5 22.7 40.7 9.3 15.5 39.5
Actuated g/C Ratio 0.15 0.42 0.61 0.10 0.37 0.50 0.14 0.19 0.34 0.08 0.13 0.33
v/c Ratio 1.55 1.46 0.70 1.40 1.36 0.16 1.42 0.96 0.67 0.89 1.39 1.02
Control Delay 294.4 240.6 20.8 224.5 191.2 9.2 239.9 74.4 41.1 88.2 229.3 85.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 294.4 240.6 20.8 224.5 191.2 9.2 239.9 74.4 41.1 88.2 229.3 85.6
LOS F F C F F A F E D F F F
Approach Delay 210.9 187.8 133.8 151.1
Approach LOS F F F F

Intersection Summary
Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 5 (4%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow
Natural Cycle: 150
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.55
Intersection Signal Delay: 181.4 Intersection LOS: F
Intersection Capacity Utilization 120.7% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6505: SR 32 & Glen Este-Withamsville Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 16 431 275 269 348 42 404 70 344 18 33 27
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 100 0 120 0 120 0 0 0
Storage Lanes 1 1 1 0 1 1 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.984 0.850 0.933
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1770 1863 1583 1770 1833 0 1770 1863 1583 1770 1738 0
Flt Permitted 0.510 0.177 0.504 0.706
Satd. Flow (perm) 950 1863 1583 330 1833 0 939 1863 1583 1315 1738 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 45 45 45 35
Link Distance (ft) 1144 624 1100 191
Travel Time (s) 17.3 9.5 16.7 3.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 18 479 306 299 387 47 449 78 382 20 37 30
Shared Lane Traffic (%)
Lane Group Flow (vph) 18 479 306 299 434 0 449 78 382 20 67 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 12 12 12 12
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 2 1 1 2
Detector Template Left Thru Right Left Thru Left Thru Right Left Thru
Leading Detector (ft) 20 100 20 20 100 20 100 20 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 6 20 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type pm+pt pm+ov pm+pt pm+pt pm+ov pm+pt
Protected Phases 7 4 5 3 8 5 2 3 1 6
Permitted Phases 4 4 8 2 2 6
Detector Phase 7 4 5 3 8 5 2 3 1 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 10.0 7.0 7.0 10.0 7.0 15.0 7.0 7.0 15.0
Minimum Split (s) 12.0 15.0 12.0 12.0 15.0 12.0 20.0 12.0 12.0 20.0
Total Split (s) 12.0 27.0 16.0 16.0 31.0 0.0 16.0 25.0 16.0 12.0 21.0 0.0
Total Split (%) 15.0% 33.8% 20.0% 20.0% 38.8% 0.0% 20.0% 31.3% 20.0% 15.0% 26.3% 0.0%
Maximum Green (s) 7.0 22.0 11.0 11.0 26.0 11.0 20.0 11.0 7.0 16.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 5.0 5.0 5.0 4.0
Lead/Lag Lead Lag Lead Lead Lag Lead Lag Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max None None C-Max
Act Effct Green (s) 28.8 21.8 38.0 37.6 35.4 31.8 27.4 43.4 23.0 16.0
Actuated g/C Ratio 0.36 0.27 0.48 0.47 0.44 0.40 0.34 0.54 0.29 0.20
v/c Ratio 0.04 0.94 0.41 0.85 0.53 0.92 0.12 0.45 0.05 0.19
Control Delay 12.0 58.7 15.7 38.8 20.7 40.8 12.5 11.8 15.5 28.4
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 12.0 58.7 15.7 38.8 20.7 40.8 12.5 11.8 15.5 28.4
LOS B E B D C D B B B C
Approach Delay 41.3 28.1 26.2 25.4
Approach LOS D C C C

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 26 (33%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 80
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.94
Intersection Signal Delay: 31.5 Intersection LOS: C
Intersection Capacity Utilization 79.1% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     6512: Cincinnati-Batavia Pike & Eastgate Boulevard
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 79 35 132 167 30 100 139 569 178 71 426 18
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 0 0 400 0 200 0
Storage Lanes 0 1 2 1 1 0 1 0
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 0.97 1.00 1.00 1.00 0.95 0.95 1.00 0.95 0.95
Frt 0.850 0.850 0.964 0.994
Flt Protected 0.967 0.950 0.950 0.950
Satd. Flow (prot) 0 1801 1583 3433 1863 1583 1770 3412 0 1770 3518 0
Flt Permitted 0.773 0.950 0.459 0.287
Satd. Flow (perm) 0 1440 1583 3433 1863 1583 855 3412 0 535 3518 0
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 45 45
Link Distance (ft) 588 419 760 1100
Travel Time (s) 7.3 5.2 11.5 16.7
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 88 39 147 186 33 111 154 632 198 79 473 20
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 127 147 186 33 111 154 830 0 79 493 0
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 24 24 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 2
Detector Template Left Thru Right Left Thru Right Left Thru Left Thru
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 100
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Perm Perm Perm
Protected Phases 4 3 8 2 6
Permitted Phases 4 4 8 2 6
Detector Phase 4 4 4 3 8 8 2 2 6 6
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0 12.0
Total Split (s) 22.0 22.0 22.0 15.0 37.0 37.0 43.0 43.0 0.0 43.0 43.0 0.0
Total Split (%) 27.5% 27.5% 27.5% 18.8% 46.3% 46.3% 53.8% 53.8% 0.0% 53.8% 53.8% 0.0%
Maximum Green (s) 17.0 17.0 17.0 10.0 32.0 32.0 38.0 38.0 38.0 38.0
Yellow Time (s) 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6 3.6
All-Red Time (s) 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0 4.0 5.0 5.0 4.0
Lead/Lag Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None None None None None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 12.5 12.5 9.0 26.5 26.5 43.5 43.5 43.5 43.5
Actuated g/C Ratio 0.16 0.16 0.11 0.33 0.33 0.54 0.54 0.54 0.54
v/c Ratio 0.57 0.60 0.48 0.05 0.21 0.33 0.45 0.27 0.26
Control Delay 40.4 40.9 37.4 16.4 18.9 11.5 10.6 9.7 6.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 40.4 40.9 37.4 16.4 18.9 11.5 10.6 9.7 6.0
LOS D D D B B B B A A
Approach Delay 40.7 29.1 10.7 6.5
Approach LOS D C B A

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 23 (29%), Referenced to phase 2:NBTL and 6:SBTL, Start of Yellow
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.60
Intersection Signal Delay: 16.2 Intersection LOS: B
Intersection Capacity Utilization 52.6% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     6513: Eastgate Boulevard & 
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 624 1445 415 753 1009 1055 0 0 1118 0 0 925
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 0 600 0 500 0 500 0
Storage Lanes 1 1 1 1 2 3 1 2
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 1.00 0.91 1.00 1.00 0.91 1.00 1.00 1.00 0.76 1.00 1.00 0.88
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950
Satd. Flow (prot) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 5085 1583 1770 5085 1583 0 0 3610 0 0 2787
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 817 734 2631 3075
Travel Time (s) 10.1 9.1 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 693 1606 461 837 1121 1172 0 0 1242 0 0 1028
Shared Lane Traffic (%)
Lane Group Flow (vph) 693 1606 461 837 1121 1172 0 0 1242 0 0 1028
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 0 0
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 1
Detector Template Left Thru Right Left Thru Right Right Right
Leading Detector (ft) 20 100 20 20 100 20 20 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94
Detector 2 Size(ft) 6 6
Detector 2 Type Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0
Turn Type Prot custom Prot custom Over Over
Protected Phases 11 10 10 7 6 6 7 11
Permitted Phases 11 7
Detector Phase 11 10 10 7 6 6 7 11
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 15.0 7.0 15.0 15.0 7.0 7.0
Minimum Split (s) 13.5 21.5 21.5 13.5 21.5 21.5 13.5 13.5
Total Split (s) 47.0 33.0 33.0 47.0 33.0 33.0 0.0 0.0 47.0 0.0 0.0 47.0
Total Split (%) 58.8% 41.3% 41.3% 58.8% 41.3% 41.3% 0.0% 0.0% 58.8% 0.0% 0.0% 58.8%
Maximum Green (s) 40.5 26.5 26.5 40.5 26.5 26.5 40.5 40.5
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.5 6.5 6.5 6.5 4.0 4.0 6.5 4.0 4.0 6.5
Lead/Lag
Lead-Lag Optimize?
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None Max Max None C-Max C-Max None None
Act Effct Green (s) 40.1 26.9 80.0 40.1 26.9 80.0 40.1 40.1
Actuated g/C Ratio 0.50 0.34 1.00 0.50 0.34 1.00 0.50 0.50
v/c Ratio 0.78 0.94 0.29 0.94 0.66 0.74 0.69 0.74
Control Delay 30.4 21.1 0.2 38.8 20.2 4.7 17.6 17.3
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 30.4 21.1 0.2 38.8 20.2 4.7 17.6 17.3
LOS C C A D C A B B
Approach Delay 19.9 19.3
Approach LOS B B

Intersection Summary
Area Type: Other
Cycle Length: 80
Actuated Cycle Length: 80
Offset: 0 (0%), Referenced to phase 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 75
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.94
Intersection Signal Delay: 19.0 Intersection LOS: B
Intersection Capacity Utilization 110.7% ICU Level of Service H
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 120 949 21 232 802 163 37 119 395 404 160 203
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 200 600 300 500 0 500 500
Storage Lanes 2 1 2 1 2 2 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.91 1.00 0.97 0.91 1.00 1.00 0.95 0.88 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 5085 1583 3433 5085 1583 1770 3539 2787 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 5085 1583 3433 5085 1583 1770 3539 2787 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 1047 2015 2631 3075
Travel Time (s) 13.0 25.0 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 133 1054 23 258 891 181 41 132 439 449 178 226
Shared Lane Traffic (%)
Lane Group Flow (vph) 133 1054 23 258 891 181 41 132 439 449 178 226
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 3 1 6 7 3 8 1 7 4 5
Permitted Phases 2 6 8 4
Detector Phase 5 2 2 1 6 6 3 8 8 7 4 4
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5
Total Split (s) 29.8 35.8 14.8 34.0 40.0 16.1 14.8 24.1 34.0 16.1 25.4 29.8
Total Split (%) 27.1% 32.5% 13.5% 30.9% 36.4% 14.6% 13.5% 21.9% 30.9% 14.6% 23.1% 27.1%
Maximum Green (s) 23.3 29.3 8.8 27.5 33.5 10.1 8.8 18.1 27.5 10.1 19.4 23.3
Yellow Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 4.0 4.0 5.0 4.0 4.0 5.0
All-Red Time (s) 1.5 1.5 2.0 1.5 1.5 2.0 2.0 2.0 1.5 2.0 2.0 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.0 6.5 6.5 6.0 6.0 6.0 6.5 6.0 6.0 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 9.6 43.9 53.1 13.6 47.9 64.5 7.9 17.4 37.0 10.1 24.8 40.4
Actuated g/C Ratio 0.09 0.40 0.48 0.12 0.44 0.59 0.07 0.16 0.34 0.09 0.23 0.37
v/c Ratio 0.44 0.52 0.03 0.61 0.40 0.20 0.32 0.24 0.47 1.43 0.22 0.39
Control Delay 51.9 26.8 14.0 51.7 22.4 11.9 55.2 41.4 30.1 246.1 37.5 29.2
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 51.9 26.8 14.0 51.7 22.4 11.9 55.2 41.4 30.1 246.1 37.5 29.2
LOS D C B D C B E D C F D C
Approach Delay 29.3 26.6 34.2 145.1
Approach LOS C C C F

Intersection Summary
Area Type: Other
Cycle Length: 110
Actuated Cycle Length: 110
Offset: 0 (0%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 65
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 1.43
Intersection Signal Delay: 53.8 Intersection LOS: D
Intersection Capacity Utilization 63.1% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 624 1172 71 753 924 535 85 520 513 273 344 308
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 600 200 600 300 500 0 500 500
Storage Lanes 2 1 2 1 2 2 2 1
Taper Length (ft) 25 25 25 25 25 25 25 25
Lane Util. Factor 0.97 0.91 1.00 0.97 0.91 1.00 1.00 0.95 0.88 0.97 0.95 1.00
Frt 0.850 0.850 0.850 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 3433 5085 1583 3433 5085 1583 1770 3539 2787 3433 3539 1583
Flt Permitted 0.950 0.950 0.950 0.950
Satd. Flow (perm) 3433 5085 1583 3433 5085 1583 1770 3539 2787 3433 3539 1583
Right Turn on Red No No No No
Satd. Flow (RTOR)
Link Speed (mph) 55 55 35 35
Link Distance (ft) 1047 2015 2631 3075
Travel Time (s) 13.0 25.0 51.3 59.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 693 1302 79 837 1027 594 94 578 570 303 382 342
Shared Lane Traffic (%)
Lane Group Flow (vph) 693 1302 79 837 1027 594 94 578 570 303 382 342
Enter Blocked Intersection No No No No No No No No No No No No
Lane Alignment Left Left Right Left Left Right Left Left Right Left Left Right
Median Width(ft) 76 36 24 24
Link Offset(ft) 0 0 0 0
Crosswalk Width(ft) 16 16 16 16
Two way Left Turn Lane
Headway Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Turning Speed (mph) 15 9 15 9 15 9 15 9
Number of Detectors 1 2 1 1 2 1 1 2 1 1 2 1
Detector Template Left Thru Right Left Thru Right Left Thru Right Left Thru Right
Leading Detector (ft) 20 100 20 20 100 20 20 100 20 20 100 20
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Position(ft) 0 0 0 0 0 0 0 0 0 0 0 0
Detector 1 Size(ft) 20 6 20 20 6 20 20 6 20 20 6 20
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 2 Position(ft) 94 94 94 94
Detector 2 Size(ft) 6 6 6 6
Detector 2 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 2 Channel
Detector 2 Extend (s) 0.0 0.0 0.0 0.0
Turn Type Prot pm+ov Prot pm+ov Prot pm+ov Prot pm+ov
Protected Phases 5 2 3 1 6 7 3 8 1 7 4 5
Permitted Phases 2 6 8 4
Detector Phase 5 2 2 1 6 6 3 8 8 7 4 4
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Switch Phase
Minimum Initial (s) 7.0 15.0 7.0 7.0 15.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0
Minimum Split (s) 13.5 21.5 13.5 13.5 21.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5
Total Split (s) 29.8 35.8 14.8 34.0 40.0 16.1 14.8 24.1 34.0 16.1 25.4 29.8
Total Split (%) 27.1% 32.5% 13.5% 30.9% 36.4% 14.6% 13.5% 21.9% 30.9% 14.6% 23.1% 27.1%
Maximum Green (s) 23.3 29.3 8.8 27.5 33.5 10.1 8.8 18.1 27.5 10.1 19.4 23.3
Yellow Time (s) 5.0 5.0 4.0 5.0 5.0 4.0 4.0 4.0 5.0 4.0 4.0 5.0
All-Red Time (s) 1.5 1.5 2.0 1.5 1.5 2.0 2.0 2.0 1.5 2.0 2.0 1.5
Lost Time Adjust (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Lost Time (s) 6.5 6.5 6.0 6.5 6.5 6.0 6.0 6.0 6.5 6.0 6.0 6.5
Lead/Lag Lead Lag Lead Lead Lag Lead Lead Lag Lead Lead Lag Lead
Lead-Lag Optimize? Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Recall Mode None C-Max None None C-Max None None None None None None None
Act Effct Green (s) 23.3 29.3 44.3 27.5 33.5 50.1 8.5 18.1 51.6 10.1 19.7 49.0
Actuated g/C Ratio 0.21 0.27 0.40 0.25 0.30 0.46 0.08 0.16 0.47 0.09 0.18 0.45
v/c Ratio 0.95 0.96 0.12 0.98 0.66 0.82 0.69 0.99 0.44 0.96 0.60 0.48
Control Delay 67.1 57.1 21.2 66.8 35.8 37.5 74.8 82.2 20.8 92.4 46.2 24.6
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 67.1 57.1 21.2 66.8 35.8 37.5 74.8 82.2 20.8 92.4 46.2 24.6
LOS E E C E D D E F C F D C
Approach Delay 59.1 46.8 53.5 52.6
Approach LOS E D D D

Intersection Summary
Area Type: Other
Cycle Length: 110
Actuated Cycle Length: 110
Offset: 0 (0%), Referenced to phase 2:EBT and 6:WBT, Start of Yellow, Master Intersection
Natural Cycle: 110
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.99
Intersection Signal Delay: 52.6 Intersection LOS: D
Intersection Capacity Utilization 87.1% ICU Level of Service E
Analysis Period (min) 15

Splits and Phases:     6645: SR 32 & Bells Lane
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